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TSG GERAN thanks TSG CN1 delegates for their liaison on WB AMR. TSG GERAN had a discussion on the issues presented in the liaison and came up with the following outcome:

1. Is explicit signalling of supported codecs needed when end-to-end codec negotiation is used?

If so, how should  the supported codecs be indicated by the mobile station: by using Bearer Capability IE or the supported codecs list IE? 

One argument in favor of using the supported codecs list IE could be not to make the bearer capability IE more complex than it currently is. CN1 would like to hear the opinion of CN4,  SA4 and GERAN groups about this issue.
TSG GERAN recommends to use existing mechanisms for signalling of supported codecs. More specifically, in case of A-interface the Bearer Capability IE should be used, while in case of Iu interface the supported codec list IE should be used. 

2. Are the proposed codecs aligned with the ones that have been added to SA4 specs?
Support for WB-AMR modes in GERAN is dependent on the channel mode, more specifically on the used modulation. In case when GMSK is used two highest modes can not be supported, while in case when 8-PSK channels are used, all WB-AMR could be supported. Therefore TSG GERAN is of opinion that, in case of GERAN MS, it is required to provide a support for indication of two WB-AMR codec versions. The two versions could be:

· GSM full rate speech version 4 (indicating support for GMSK compatible WB-AMR modes)

· GSM full rate speech version 5 (indicating support for all WB-AMR modes)

For the purpose of aligninment between GERAN and UTRAN operations, these two codepoints need to be supported in UTRAN also, although TSG GERAN is aware that from UTRAN point of view one additional codepoint may not be necessery.

3. What is the network supposed to do during BC negotiation if one of the new code points is proposed by the MS?
The behaviour of the network shall be according to the existing specifications, i.e. 3GPP 24.008.







� Please write any action required from the groups in a clear way.





