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1. Introduction

In 24.229 a subclause describing the usage of SDP is missing.

2. Proposal

It is proposed to create a new subclause in 24.229 (10) with the following text:

10 Usage of SDP

1. An INVITE request must contain SDP payload. The SDP payload should reflect the UE#1’s terminal capabilities and user preferences. If the SDP payload is missing from the request, then P-CSCF should reject the response by sending a 4xx response to the originator.

2. A 183 provisional response should contain SDP information. The SDP payload should reflect UE#2's terminal capabilities and user preferences. The set of information contained by the SDP payload in the 183 response should be a subset of the information contained by the SDP payload in INVITE.
If SDP payload is not present in 183 response, then two-way codec negotiation shall take place.

3. PraCK request for 183 may contain SDP payload. It may not contain an SDP payload if the SDP payload in 183 contains only one codec information for each media line.

4. 200 OK for Prack may contain SDP information if asymmetric codec usage is agreed between UE#1 and UE#2. It may not contain an SDP payload if the SDP payload in PRACK contains only one codec information for each media line.

5. comet must contain an SDP payload. The SDP payload should reflect the media and codecs for which radio bearers have been reserved.

6. 200 OK for COMET may contain an SDP payload if asymmetric codec usage is agreed between UE#1 and UE#2. . The SDP payload should reflect the media and codecs for which radio bearers have been reserved.

7. 180 Ringing, Prack for 180 Ringing and 200 OK for Prack must not contain any SDP payload.

8. 200 OK for INVITE must contain an SDP payload.

9. ACK must not contain any SDP payload. 

