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Introduction

During CN1#20bis in Seattle, it was agreed (in N1-011716) that the Via header and Record-Route header in 24.228 need to be updated for handling Spiral requests and loop detection. This contribution proposes some scripts to update 24.228.

DISCUSSION

In N1-011716, two formats for Record-Route are recommended:

1. <sip:user1_public1_id@[5555::eee:fff:aaa:bbb];maddr=pcscf1.home1.net>, or

2. <sip:”branch”@pcscf1.home1.net>

During the discussion, some companies expressed the preference for format number 2 and a variant of format 2 was also suggested:

3. <sip:pcscf1.home1.net; new_parameter=”branch”>

There is only minor difference between format 2 and 3 in SIP URL comparison rules, i.e., 

<sip:”branch”@pcscf1.home1.net> is different from <sip:pcscf1.home1.net>. However, 

<sip:pcscf1.home1.net;new_parameter=”branch”> is the same as <sip:pcscf1.home1.net> according to the SIP URL comparison rule.

It is, therefore, recommended that format 2 is used in 24.228 as the example.

PROPOSAL

It is proposed that the follow scripts to be implemented for 24.228 to update Via, Record-Route and Route headers.

Script for updating Via header:

{-}
{-}
{SIP/2.0/UDP pcscf1.visited1.net}    {SIP/2.0/UDP pcscf1.visited1.net;branch=240f34.1}

{-}
{-}
{SIP/2.0/UDP icscf1_p.home1.net}    {SIP/2.0/UDP icscf1_p.home1.net;branch=351g45.1}

{-}
{-}
 {SIP/2.0/UDP icscf1_s.home1.net}    {SIP/2.0/UDP icscf1_s.home1.net;branch=312a32.1}

{-}
{-}
{SIP/2.0/UDP scscf1.home1.net}    {SIP/2.0/UDP scscf1.home1.net;branch=332b23.1}

{-}
{-}
{SIP/2.0/UDP pcscf1.home1.net}    {SIP/2.0/UDP pcscf1.home1.net;branch=431h23.1}

{-}
{-}
{SIP/2.0/UDP mgcf1.home1.net}    {SIP/2.0/UDP mgcf1.home1.net;branch=665t12.1}

{-}
{-}
{SIP/2.0/UDP bgcf1.home1.net}    {SIP/2.0/UDP bgcf1.home1.net;branch=6546q2.1}

{-}
{-}
{SIP/2.0/UDP pcscf2.home2.net}    {SIP/2.0/UDP pcscf2.home2.net;branch=876t12.1}

{-}
{-}
{SIP/2.0/UDP pcscf2.visited2.net}    {SIP/2.0/UDP pcscf2.visited2.net;branch=361k21.1}

{-}
{-}
{SIP/2.0/UDP icscf2_s.home2.net}    {SIP/2.0/UDP icscf2_s.home2.net;branch=871y12.1}

{-}
{-}
{SIP/2.0/UDP icscf2_p.home2.net}    {SIP/2.0/UDP icscf2_p.home2.net;branch=556u87.1}

{-}
{-}
{SIP/2.0/UDP scscf2.home2.net}    {SIP/2.0/UDP scscf2.home2.net;branch=764z87.1}

{-}
{-}
{SIP/2.0/UDP bgcf2.home2.net}    {SIP/2.0/UDP bgcf2.home2.net;branch=456u71.1}

{-}
{-}
{SIP/2.0/UDP mgcf2.home2.net}    {SIP/2.0/UDP mgcf2.home2.net;branch=886v76.1}

Script for updating Record-Route and Route headers:

{-}
{-}
{sip:pcscf1.visited1.net}    {sip:240f34.1@pcscf1.visited1.net}

{-}
{-}
{sip:icscf1_p.home1.net}    {sip:351g45.1@icscf1_p.home1.net}

{-}
{-}
{sip:icscf1_s.home1.net}    {sip:312a32.1@icscf1_s.home1.net}

{-}
{-}
{sip:scscf1.home1.net}    {sip:332b23.1@scscf1.home1.net}

{-}
{-}
{sip:pcscf1.home1.net}    {sip:431h23.1@pcscf1.home1.net}

{-}
{-}
{sip:mgcf1.home1.net}    {sip:665t12.1@mgcf1.home1.net}

{-}
{-}
{sip:bgcf1.home1.net}    {sip:6546q2.1@bgcf1.home1.net}

{-}
{-}
{sip:pcscf2.home2.net}    {sip:876t12.1@pcscf2.home2.net}

{-}
{-}
{sip:pcscf2.visited2.net}    {sip:361k21.1@pcscf2.visited2.net}

{-}
{-}
{sip:icscf2_s.home2.net}    {sip:871y12.1@icscf2_s.home2.net}

{-}
{-}
{sip:icscf2_p.home2.net}    {sip:556u87.1@icscf2_p.home2.net}

{-}
{-}
{sip:scscf2.home2.net}    {sip:764z87.1@scscf2.home2.net}

{-}
{-}
{sip:bgcf2.home2.net}    {sip:456u71.1@bgcf2.home2.net}

{-}
{-}
{sip:mgcf2.home2.net}    {sip:886v76.1@mgcf2.home2.net}

