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1. Introduction

During review of the 24.228, it has been discovered that the description of the content of the 'contact' field is not correct in all sections of 24.228.

2. Proposal

The description of the 'contact' field should read:

Contact: is the SIP URL that contains the IP address or FQDN of the originating UE.

The sections 7.2.2, 7.2.4.1, 7.5.2, 17.2.2, 17.5.2

*****************************************

First proposed change
*****************************************
7.2.2.1
(MO#1a) Mobile origination, roaming (S-S#1a, MT#1a assumed)

1.
INVITE (UE to P-CSCF) – see example in Table 7.2.2-1

Contact: 
is the SIP URL that contains the IP address or FQDN of the originating UE.

*****************************************

Second proposed change
*****************************************
7.2.4.1
PSTN originated sessions routed towards IM CN subsystem (through MGCF) (S-S#2, MT#2 assumed)

3.
INVITE (PSTN-O to S-S) – see example in Table 7.2.4.1-3

Contact: 
is the SIP URL that contains IP address or FQDN of the originating MGCF.

*****************************************

Third proposed change
*****************************************
7.5.2
Sample multimedia signalling flow - addition of further media - originator and terminator are both roaming and operated by different networks

1.
INVITE (UE1 to P-CSCF1) – see example in Table 7.5.2-1

Contact: 
is the SIP URL that contains the IP address or FQDN of the originating UE.

*****************************************

Fourth proposed change
*****************************************
17.2.2.1
(MO#1b) Mobile origination, roaming (S-S#2, MT#2 assumed)

1.
INVITE (UE to P-CSCF) – see example in Table 17.2.2-1
Contact: 
is the SIP URL that contains the IP address or FQDN of the originating UE.

*****************************************

Fifth proposed change
*****************************************
17.5.2
Sample multimedia signalling flow - addition of further media originator and terminator are both roaming and operated by 

1.
INVITE (UE1 to P-CSCF1) - see example in Table 17.5.2-1

Contact: 
is the SIP URL that contains the IP address or FQDN of the originating UE.

