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Introduction

This contribution provides additional text and changes to 24.229 for the purpose of providing procedures about automatically registered public user IDs.

Proposal

11.4
Procedures at the S-CSCF

11.4.1
Registration and authentication

11.4.1.1
Introduction

The S-CSCF shall act as the SIP registrar for all UAs of the IM CN subsystem with public user identities, (see Table 5.118/2 and other capabilities in clause 5 dependent on that major capability).

The S-CSCF shall support the use of the Path header. The S-CSCF must also support the Require and Proxy-Require headers. The Path header is only applicable to the REGISTER request and its 200-OK response.

The network operator defines minimum and maximum times for each registration. These values are provided within the S-CSCF.
The procedures for notification concerning automatically registered public user identities of a user are described in clause 11.4.2.1.2
11.4.2
Subscription and notification

Editors Note: This should be handled in a generic way

11.4.2.1
Subscriptions to S-CSCF events

11.4.2.1.1
Subscription to the registration-state event package
When an incoming SUBSCRIBE request addressed to S-CSCF arrives containing the Event header with the registration-state event package, the S-CSCF shall 


either generate a 202 Accepted or a 200 OK response acknowledging the SUBSCRIBE request indicating that the subscription was successful, with an 
Expires header which either contains the same or a decreased value as the Expires in SUBSCRIBE request
 and a Contact header which is an identifier generated within the S-CSCF that will help to correlate refreshes for the SUBSCRIBE.

Editor’s note: Authorization needs to be applied before subscribing for the event providing information about the registration state. This is FFS.



Afterwards the S-CSCF shall perform the procedures for notification about registration state as described in clause 11.4.2.1.2.
11.4.2.1.2
Notification about registration state
If the registration state of one or more public user identities changes, the S-CSCF shall generate a NOTIFY request on all dialogs which have been established due to subscription to the registration-state event package of that user. For each NOTIFY request, the S-CSCF shall:

· set the Request URI and Route header to the saved route information during subscription;

· set the Event header to the “registration-state” value;
· indicate registration state “open” for all public user identities which are currently registered;

· indicate registration state “closed” for all public user identities which are currently deregistered;
· indicate within the “<detail>” information of those public user identities which will be automatically re-registered the “autoamtically by” information, followed by the specific public identity which will cover the re-registration.

EXAMPLE: 
If sip:user1_public1@home1.net is re-registered, the public identity sip:user1_public2@home1.net was automatically be registered. Therefore the entries in the body of the NOTIFY message look like:

<tuple name="sip:user1_public1@home1.net">


<status><value>open</value><<</status>

</tuple>

<tuple name="sip:user1_public2@home1.net">


<status> <value>open</value> </status>


<detail>automatically by sip:user1_public1@home1.net</detail>

</tuple>

Afterwards the S_CSCF shall send the generated NOTIFY request on the dialog and await a 2xx response. 
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