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Reason for change:
(

A R99 MS has to set the R97/98 QoS parameter in the IE Quality of service in addition to the R99 parameters in the same IE. This is for two reasons: 

1.) The TS23.107 states: "Air interface Session Management and GTP messages of R99 shall contain the R99 attributes as an extension of the R97/98 QoS Information Element thus unnecessary mapping can be avoided." A MS that does not set the parameters is not conform to this general rules.

2.) The R99 QoS parameter of the IE Quality of service do follow the R97/98 parameters within the IE to ensure backward compatibility (a R97/98 network can in this way ignore the R99 parameters). When the MS does just include padding instead the R97/98 parameter values then this will cause errors during the check of the IE unless
- the R99 is instructed to ignore this parameters and
- the R99 MS does distinguished between R99 and R97/98 networks and 
sets the QoS parameters accordingly
Both conditions are not standardised yet and so it is proposed to stick to the current understanding that both sets of parameters are provided by the MS
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Clarification that a R99 MS has to set the R97/98 QoS parameters
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Different interpretation of the requirement concerning the setting of R97/98 QoS parameter by a R99 MS and possible rejection of the request sent by the MS.
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10.5.6.5
Quality of service 

The purpose of the quality of service information element is to specify the QoS parameters for a PDP context.

The QoS IE is defined to allow backward compatibility to earlier version of Session Management Protocol  since it contains the parameter sets defined for Rel 97/98 (octet 3-5) and Rel 99 (octet 6-14). The values of both parameter sets shall be provided. If the R97/98 QoS parameters (octet 3-5) are available by the sender, the Rel 99 QoS  parameters shall be derived from the R97/98 QoS parameters contained in this IE. If the R99 QoS parameters are available by the sender, the Rel 97/98 QoS parameters shall be derived from the R99 QoS parameters contained in this IE. The deduction shall be done according to the mapping rules as defined in TS 23.107.
The quality of service is a type 4 information element with a length of 14 octets.

The quality of service information element is coded as shown in figure 10.5.138/3GPP TS 24.008 and table 10.5.156/3GPP TS 24.008.  
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Figure 10.5.138/3GPP TS 24.008: Quality of service information element
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