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Reason for change:
(

The SM STATUS with cause #81 is the reaction on a modify PDP context request or deactivate PDP context request when these are identified by a transaction identifier that is currently not related to a PDP context as defined in  24.008 Section 8.3.2.


"Whenever any session management message except ACTIVATE PDP CONTEXT REQUEST, ACTIVATE SECONDARY PDP CONTEXT REQUEST, or SM-STATUS is received by the network specifying a transaction identifier which is not recognized as relating to an active context or to a context that is in the process of activation or deactivation, the network shall send a SM-STATUS message with cause #81 "invalid transaction identifier value" using the received transaction identifier value including the extension octet and remain in the PDP-INACTIVE state."

The reaction on the SM STATUS is implementation dependent as defined in 24.008 section 6.1.3.6. This may lead to the case that a SM instance does ignore the SM STATUS and continues the handling specified for PDP context modification or deactivation. This leads to the repetition of the request messages (and SM STATUS) and in case of PDP context modification to the case that the PDP context is not released as it should be done since the peer entity does not hold the corresponding instance.

Note: 
The handling of the inactive linked TI ACTIVATE SECONDARY PDP CONTEXT REQUEST is already described in section 6.1.3.2.2




Summary of change:
(

Deactivation of the PDP context in case of SM STATUS (#81) as response on:

· modify PDP context request

· deactivate PDP context request 





Consequences if 
(

not approved:
Different behaviour of by MS/CN as reaction on SM STATUS (#81) for a transaction identifier not related to a PDP context but used in:

- modify PDP context request

- deactivate PDP context request 

The behaviour may such that air resourced are wasted due to the repetition of the request  (and the SM STATUS) as well as keeping of a PDP context (in case of modification) for that the peer entity does not hold the corresponding instance.
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6.1.3.6
Receiving a SM STATUS message by a SM entity

If the SM entity of the MS receives a SM STATUS message with SM cause

#81 
Invalid transaction identifier value

The MS shall abort the ongoing procedure and deactivate the corresponding PDP context locally (without peer to peer signalling between the MS and the network).

If the SM entity of the MS receives a SM STATUS message with any other SM cause no state transition and no specific action shall be taken as seen from the radio interface, i.e. local actions are possible.
If the SM entity in the network receives a SM STATUS message with SM cause

#81 
Invalid transaction identifier value

The network shall abort the ongoing procedure and deactivate the corresponding PDP context locally (without peer to peer signalling between the MS and the network).
The actions to be taken in the network on receiving a SM STATUS message with any other SM cause  are an implementation dependent option.
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