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1. Introduction

In order to be consistent with IMS stage1, IMS stage 2 as well as most other 3GPP specifications describing the IP multimedia core network subsystem, it is proposed to introduce the term IMS also in 24.229. Avoiding the term IMS in the stage 3 specification when the term is extensively used in most 3GPP specifications may lead to misunderstandings.

As examples; 22.228, 23.207, 23.228, 23.278, 23.815, 32.225, 33.203 and 42.900 use the term IMS, many of the documents also as part of the title.

Currently, the term IMS is not used within the text of 24.229, but in previous CN1 meetings the term IMS has been proposed used for convenience, but not agreed.

As stated, currently the abbreviation IMS is not used within 24.229. Note that contribution N1-020495 proposes to use the term IMS to describe the IMS signalling.

2. Proposal

In 24.229 it is proposed to add the abbreviation IMS.

************************* First proposed change ***********************
3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

1xx
A status-code in the range 101 through 199, and excluding 100

2xx
A status-code in the range 200 through 299

AS
Application Server

AUTN
Authentication TokeN

BGCF
Breakout Gateway Control Function

c
conditional

CK
Ciphering Key

CN
Core Network

CSCF
Call Session Control Function

DNS
Domain Name System

FQDN
Fully Qualified Domain Name

i
irrelevant

I-CSCF
Interrogating CSCF

IK
Integrity Key

IM
IP Multimedia
IMS
IP Multimedia Core Network Subsystem
IP
Internet Protocol

ISC
IP multimedia Subsystem Service Control

m
mandatory

MGCF
Media Gateway Control Function

MRFC
Media Resource Function Controller

n/a
not applicable

o
optional

P-CSCF
Proxy CSCF

PDU
Protocol Data Unit

RAND
RANDom challenge

RES
RESponse

RTP
Real-time Transport Protocol`

S-CSCF
Serving CSCF

SDP
Session Description Protocol

SIP
Session Initiation Protocol

UA
User Agent

UE
User Equipment

UAC
User Agent Client

UAS
User Agent Server

URI
Universal Resource Identifier

URL
Universal Resource Locator

x
prohibited







