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5.5
Procedures at the MGCF

5.5.1
General

The MGCF, although acting as a UA, does not initiate any registration of its associated addresses. These are assumed to be known by peer-to-peer arrangements within the IM CN subsystem. Therefore the dependencies of table 0.3/1 and table 0.3/2 shall not apply.

The use of the Path header shall not be supported by the MGCF.

5.5.2
Subscription and notification

5.5.2.1
Subscriptions to MGCF events

Void.

5.5.2.2
Gateway behaviour for SUBSCRIBE / NOTIFY

Void.

5.5.3
Call initiation

5.5.3.1
Initial INVITE

5.5.3.1.1
Calls originated from circuit-switched networks

When the MGCF receives an indication of an incoming call from a circuit-switched network, the MGCF shall:

-
generate and send an INVITE request to I-CSCF:

-
set the Request-URI to the "tel" format using an E.164 address;

-
set the Supported header to "100rel" (see draft-ietf-sip-manyfolks-resource [22]); and

-
create a new, globally unique value for the <icid> XML element and insert it into the message body (see subclause 7.6).

5.5.3.1.2
Calls terminating in circuit-switched networks

When the MGCF receives an initial INVITE request, the MGCF shall:

-
send 100 Trying response;

-
assuming the "100rel" indicator was received and a matching codec is found, send 183 Session Progress response:

-
set the Require header to the value of "100rel";

-
set the Content-Disposition header to the value of "precondition"; and

-
store the value of the <icid> XML element received in the message body (see subclause 7.6).

Editor's note: must receive Supports header with value of 100rel in the INVITE.

Editor's note: need text to describe error legs.

5.5.3.2
Subsequent requests

5.5.3.2.1
Calls originating in circuit-switched networks

When the MGCF receives 200 OK response to a PRACK request and notification that bearer setup is complete, the MGCF shall:

-
send a COMET request.

5.5.3.2.2
Calls terminating in circuit-switched networks

When the MGCF receives an indication of a ringing for the called party of outgoing call to a circuit-switched network, the MGCF shall:

-
send 180 Ringing to the UE.

When the MGCF receives an indication of answer for the called party of outgoing call to a circuit-switched network, the MGCF shall:

-
send 200 OK to the UE.

5.5.4
Call release

5.5.4.1
Call release initiated by a circuit-switched network

When the MGCF receives an indication of call release from a circuit-switched network, the MGCF shall:

-
send a BYE request to the UE.

5.5.4.2
S-CSCF-initiated call release

5.5.4.3
MGW-initiated call release

When the MGCF receives an indication from the MGW that the bearer was lost, the MGCF shall:

-
send a BYE request towards the UE.

Editor's note: should the Error-Info header be used to indicate an error case for the session release?

5.5.5
Call-related requests

5.5.5.1
ReINVITE

5.5.5.1.1
Calls originating from circuit-switched networks

Editor's Note: When the bearer on the circuit-switched network side is halted/resumed, should the MGCF notify the UE with a reINVITE?

5.5.5.1.2
Calls terminating in circuit-switched networks

When the MGCF receives a reINVITE request for hold/resume operation, the MGCF shall:

-
send 100 Trying response;

-
after performing interaction with MGW to hold/resume the media flow, send 200 OK response.

5.5.5.2
REFER

5.5.5.2.1
Calls originating from circuit-switched networks

Void.

5.5.5.2.2
Calls terminating in circuit-switched networks

Void.

5.5.5.2.3
REFER initiating a new session

Void.

5.5.5.2.4
REFER replacing an existing session

Void.

5.5.5.3
INFO

Void.

5.5.6
Further initial requests

When the MGCF responds to an OPTIONS request with a 200 OK response, the MGCF may include a message body with an indication of the DTMF capabilities and supported codecs of the MGCF/MGW.

Editor's note: it is FFS how to identify the resources of the MGCF/MGW.
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