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**** FIRST MODIFIED SECTION    ****
6.3
Handling of IP multimedia registration

Upon receiving the initial registration request from the user, the S-CSCF shall authenticate the user and upon receiving a subsequent registration request containing valid authentication credentials, download the user profile from the HSS. For further detailed information on registration and authentication procedures see 3GPP TS 24.229 [5] and 3GPP TS 33.203 [11].

After a successfully authenticated registration, the S-CSCF shall download from the HSS all the implicitly registered public user identities associated with the registered public user identity and the S-CSCF shall then determine based on the filter criteria information downloaded from HSS which application servers to inform about the registration event of the public user identity(s). If the registration request matches the filter criteria of some application servers, the S-CSCF needs to inform the application servers by performing a third party registration to the those application servers which are interested to be informed about the user registration event of these public user identities.

The important information carried in the third party REGISTER request is the public user identity, the S-CSCF address and the expiration time. Additional application server specific data, which is associated with the Filter Criteria and obtained from the HSS, is added to the REGISTER request body. This data should include the IMSI for an Application Server that supports CAMEL services or the private user identity for other Application Servers as received from the HSS.

This third party registration will include an expiration time that is equal to the expiration time sent to the UE by the S-CSCF in the 200 OK response to the incoming REGISTER request

On receiving a failure response to one of the REGISTER requests, the S-CSCF’s behaviour is based on [6] IETF RFC 3261: "SIP: Session Initiation Protocol", and other filter criteria may be evaluated.
**** SECTION BELOW UNCHANGED & FOR INFO ONLY    ****
6.9.2
Filter Criteria

This clause defines the contents of the Filter Criteria. This information is part of the Application Server Subscription Information.

Filtering is done for initial SIP request messages only.

The S-CSCF shall apply filter criteria to determine the need to forward SIP requests to Application Servers. These filter criteria will be downloaded from the HSS. The HSS shall provide filter criteria in the prioritized list.

Initial Filter Criteria (iFC) are stored in the HSS as part of the user profile and are downloaded to the S-CSCF upon user registration. They represent a provisioned subscription of a user to an application. After downloading the User Profile from the HSS, the S-CSCF activates for the indicated Application Server the Service Points of Interest that are correlated to the iFC in the User Profile. Initial Filter Criteria are valid throughout the registration lifetime of a user or until the User Profile is changed.

Subsequent Filter Criteria (sFC) are not used in this version of this specification.
6.9.2.1
Application Server address

Address to be used to access the Application Server for a particular subscriber. 

6.9.2.2
Default IP multimedia handling

The Default IP Multimedia Handling indicates whether the IP Multimedia session shall be released or continued as requested in case of loss of communications between the S-CSCF and Application Server.

6.9.2.3
Trigger point

Trigger Points are the information the S-CSCF receives from the HSS that defines the relevant SPIs for a particular application. They define the subset of initial SIP requests received by the S-CSCF that should be sent or proxied to a particular application. When the S-CSCF receives an initial SIP request, it evaluates the filter criteria one by one. If the initial SIP request matches the filter criteria, the S-CSCF proxies the SIP request to the corresponding SIP AS/IM-SSF/OSA SCS.
6.9.2.4
Application Server priority list

If there are multiple application servers are assigned for one subscriber, a priority shall be assigned to application servers which describes the order in which the S-CSCF shall contact the Application Servers in case a SIP request matches the initial filter criteria of more than one application server. In this case, the S-CSCF shall interact with the application servers associated with the initial filter criteria starting from the application server, which has the highest priority.

6.9.2.5
Service Information

Service Information is an optional part of a Filter Criteria, which is a string of information. If it is available from the Filter Criteria the S-CSCF shall include it into the body of the SIP request which is sent from the S-CSCF to the AS to which the Filter Criteria is pointing to. Service Information is not processed, analysed or evaluated by the S-CSCF.
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