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Start of first change

5.4.4
Call initiation

5.4.4.1
Initial INVITE

Void.

5.4.4.1.1
Determination of served user

Void.

5.4.4.1.2
Mobile-originating case

Void.

5.4.3.1.3
Mobile-terminating case

Void.

5.4.4.2
Subsequent requests

Editor's Note: PRACK and COMET can be handled in a generic way.

5.4.4.2.1
Mobile-originating case

When the S-CSCF receives the UPDATE request, the S-CSCF shall store the <gprs-charging-id> XML element from the message body (see subclause 7.6). The <gprs-charging-id> XML element is retained in the message body when the UPDATE request is forwarded to an AS. However, it is not included in the message body when the UPDATE request is forwarded outside the home network of the S-CSCF.

5.4.3.2.2
Mobile-terminating case

When the S-CSCF receives 180 Ringing response, the S-CSCF shall store the <gprs-charging-id> XML element from the message body (see subclause 7.6). The <gprs-charging-id> XML element is retained in the message body when the 180 Ringing response is forwarded to an AS. However, it is not included in the message body when the 180 Ringing response is forwarded outside the home network of the S-CSCF.

End of first change

Start of second change

5.4.6
Call-related requests

5.4.6.1
ReINVITE

5.4.6.1.1
Determination of served user

Void.

5.4.6.1.2
Mobile-originating case

For a reINVITE request from the UE, when the S-CSCF receives the UPDATE request, the S-CSCF shall store the updated <gprs-charging-id> XML element from the message body (see subclause 7.6). The <gprs-charging-id> XML element is retained in the message body when the UPDATE request is forwarded to an AS.  However, it is not included in the message body when the UPDATE request is forwarded outside the home network of the S-CSCF.

5.4.6.1.3
Mobile-terminating case

For a reINVITE request destined towards the UE, when the S-CSCF receives the 200 OK response (to the INVITE), the S-CSCF shall store the updated <gprs-charging-id> XML element from the message body (see subclause 7.6). The <gprs-charging-id> XML element is retained in the message body when the 200 OK response is forwarded to an AS. However, it is not included in the message body when the 200 OK response is forwarded outside the home network of the S-CSCF.

End of second change

5.7
Procedures at the Application Server (AS)

NOTE:
This subclause defines only the requirements on the application server that relate to SIP. Other requirements are defined in 3GPP TS 23.218 [5].

5.7.1
Common Application Server (AS) Procedures

5.7.1.1
Notification about registration status

The AS may support the REGISTER method in order to discover the registration status of the user. If a REGISTER request arrives containing information about the user's registration status and the AS supports the REGISTER method, the AS shall store the Expires parameter from the request and generate a 200 OK or an appropriate failure response. For the success case, the 200 OK response shall contain Expires value equal to the value received in the REGISTER request.

Start of third change

5.7.1.2
Extracting charging correlation information

When an AS receives an initial request for a dialog or a request for a standalone transaction, the AS shall store the values from the <charging-vector> XML element received in the message body (see subclause 7.6) and retain the <charging-vector> XML element in the message body.

End of third change
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