Page 1



3GPP TSG-CN1 Meeting #25 
Tdoc N1-021745

Helsinki, Finland, 29 July – 2 August

	CR-Form-v7

	CHANGE REQUEST

	

	(

	24.008
	CR
	690
	(

rev
	-
	(

Current version:
	5.4.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Default value for CN Common GSM-MAP NAS system information

	
	

	Source:
(

	Siemens AG

	
	

	Work item code:
(

	TEI
	
	Date: (

	24.07.2002

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	REL-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	In the 25.331 ASN.1 definition of the RRC messages the container transporting the "CN Common GSM-MAP NAS system information" IE may have a minimum length of one octet, whereas in 24.008 the content is defined with a fix length of two octets. As it seems impossible to change the ASN.1 definition without causing backward compatibility problems and on the other hand the LAC consists of a fix length of two octets, it is proposed to define a default coding if only one octet is provided by RRC.
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10.5.1.12.1
CN Common GSM-MAP NAS system information

The purpose of the CN Common GSM-MAP NAS system information element is to provide the MS with actual parameter settings of parameters relevant for both MM and GMM functionality. The coding of the information element identifier and length information is defined in the 3GPP TS 25.331 [23c]. Only the coding of the content is in the scope of the present document.

The content of the CN common GSM-MAP NAS system information element is coded as shown in figure 10.5.1.12.1/3GPP TS 24.008 and table 10.5.1.12.1/3GPP TS 24.008.

The length of this element content is two octets. If only one octet is provided by RRC, the MS shall set all bits of octet 2 equal to zero. The MS shall ignore any additional octets received.
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Figure 10.5.1.12.1/3GPP TS 24.008 Common system information element

Table 10.5.1.12.1/3GPP TS 24.008: Common system information element

	LAC, Location Area Code (2 octet field)
This field is the binary representation of the Location Area Code, see 3GPP TS 23.003. The LAC field consists of 16 bits. Bit 8 in octet 1 is the most significant bit and bit 1 in octet 2 is the least significant bit.
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