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Start of first change

4.5.2
IMS charging identifier (ICID)

The IMS Charging Identifier (ICID) is the session level data shared among the IMS network entities including ASs in both the calling and called IMS networks.

The first IMS network entity involved in a dialog (session) or standalone (non-session) message will generate the ICID and include it in the icid parameter of the P-Charging-Vector header in the SIP request. See 3GPP TS 32.225 [17] for requirements on the format of ICID. The P-CSCF will generate ICID for mobile originated calls. The I-CSCF will generate ICID for mobile terminated calls if there is no ICID received in the initial request (e.g. the calling party network is another SIP based network). The AS will generate ICID when acting as an originating UA. The MGCF will generate ICID for PSTN/PLMN originated calls. Each entity that processes the SIP request will extract the ICID for possible later use in a charging data records (CDR). The I-CSCF and S-CSCF are also allowed to generate a new ICID for mobile terminated calls received from another network.

There is also an ICID generated by the P-CSCF with a REGISTER request that is passed in a unique instance of P-Charging-Vector header. This ICID is valid for the duration of the registration and is associated with the signalling PDP context.

The icid parameter is included in any requests that include the P-Charging-Vector header. However, the P-Charging-Vector (and ICID) is not passed to the UE. It is also possible for the ICID to be passed to the GGSN and SGSN, but that is outside the scope of this specification.
The ICID is also passed from the P-CSCF to the GGSN, but the ICID is not passed to the SGSN. The interface supporting this operation is outside the scope of this document.

End of first change
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7.2.6
P-Charging-Vector header

7.2.6.1
Introduction

The P-Charging-Vector header is the mechanism whereby the charging correlation information may be shared by IM CN subsystem functional entities. The charging correlation information consists of the following:

-
IMS Charging Identifier (ICID), which is a globally unique identifier created per IMS dialog that is stored in all related CDRs. See 3GPP TS 32.225 [17] for requirements on the format of ICID. 
-
Inter Operator Identifier (IOI), which are globally unique identifiers for a particular network.

-
Access Network Charging Information, where the GPRS is the initially supported access network. For GPRS there are the following components to track: GGSN address and one or more GPRS Charging Identifiers (GCID). Each GCID consists of an identifier of the PDP context assigned, the associated flow index into the SDP from the SIP signalling and the authorization token associated with the PDP context.

The first IM CN subsystem functional entity involved with a dialog or standalone transaction inserts the header with the icid parameter. Additional parameters are inserted into the P-Charging-Vector header by other entities as the processing continues. The header may be included in requests and responses.

7.2.6.2
Syntax

The P-Charging-Vector header field has the syntax described in table 7.3, which is extracted from draft-henrikson-sip-charging-information [45]. Table 7.3 describes extensions required for 3GPP.

Table 7.3: Syntax of extensions to P-Charging-Vector header

   access-network-charging-info = (gprs-charging-info / gen-value)

   gprs-charging-info = "gprs-charging-info" SEMI 

                        "ggsn" EQUAL ggsn *(SEMI "gcid" EQUAL gcid)

                        [COMMA extension-param]

   ggsn = gen-value

   gcid = "pdp-id" EQUAL pdp-id COMMA "flow-index" EQUAL flow-index

          COMMA "auth-token" EQUAL auth-token

   pdp-id = gen-value

   flow-index = gen-value

   auth-token = gen-value

   extension-param = token [EQUAL (token | quoted-string)]
The gprs-charging-info parameter contains one ggsn child parameter and one or more child gcid parameters. Each gcid child parameter within gprs-charging-info corresponds to a PDP context that was established at the GGSN for a UE. Each gcid parameter contains pdp-id, flow-index and auth-token child parameters. The pdp-id parameter is the PDP context identifier that the P-CSCF obtained from the GGSN. The flow-index parameter is the relative index to the media stream in the SDP for the PDP context. The auth-token parameter is the authorization token associated with the PDP context. For more information about the PDP contexts for media, see subclause 9.2.5. For the case of a primary PDP context that is used for signalling, the flow-id and auth-token parameters are set to 0.

7.2.6.3
Operation

The operation of this header is described in subclauses 5.2, 5.3, 5.4, 5.5, 5.6, 5.7 and 5.8.

End of second change




�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

