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4.2
URL and address assignments

In order for SIP and SDP to operate, the following preconditions apply:

1)
I-CSCFs used in registration are allocated SIP URLs. Other IM CN subsystem entities may be allocated SIP URLs. For example sip:pcscf.home1.net and sip:<impl-specific-info>@pcscf.home1.net are valid SIP URLIs. If the user part exists, it is an essential part of the address and shall not be omitted when copying or moving the address. How these addresses are assigned to the logical entities is up to the network operator. For example, a single SIP URL may be assigned to all I-CSCFs, and the load shared between various physical boxes by underlying IP capabilities, or separate SIP URLs may be assigned to each I-CSCF, and the load shared between various physical boxes using DNS SRV capabilities.

2)
All IM CN subsystem entities are allocated IPv6 addresses in accordance with the constraints specified in 3GPP TS 23.221 [6] subclause 5.1.

3)
The subscriber is allocated a private user identity by the home network operator, and this is contained within the ISIM application, if present, on the UICC. Where no ISIM application is present, the private user identity is derived from the IMSI, which is contained on the USIM (see 3GPP TS 23.003 [3]). This private user identity is available to the SIP application within the UE.

NOTE:
The SIP URLs may be resolved by using any of public DNSs, private DNSs, or peer-to-peer agreements.

4)
The subscriber is allocated one or more public user identities by the home network operator. At least one of these is contained within the ISIM application, if present, on the UICC. Where no ISIM application is present, the UE shall derive a temporary public user identity from the IMSI contained on the USIM (see 3GPP TS 23.003 [3]). All registered public user identities are available to the SIP application within the UE, after registration.

5)
For the purpose of access to the IM CN subsystem, UEs are allocated IPv6 addresses in accordance with the constraints specified in 3GPP TS 23.221 [6] subclause 5.1.
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