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                                               Start of First change

9.1
Introduction

A UE accessing the IM CN subsystem, and the IM CN subsystem itself, utilise the services provided by GPRS to provide packet-mode communication between the UE and the IM CN subsystem.

Requirements for the UE on the use of these packet-mode services are specified in this clause. Requirements for the GGSN in support of this communication are specified in 3GPP TS 29.061 [11] and 3GPP TS 29.207 [12]. Charging requirement for the dedicated PDP context is also specified in this subclause.  
                       End of First change    

                      Start of Second change                                                                                                     
9.2.5
PDP contexts for media

During establishment of a session, the UE establishes data streams(s) for media related to the session. Such data stream(s) may result in activation of additional PDP context(s). Such additional PDP context(s) shall be established as secondary PDP contexts associated to the PDP context used for signalling.
The P-CSCF shall indicate to the UE in SIP/SDP if a separate PDP Context is required for a media component as per procedures defined in 3GPP TS 23.228 [7]. The UE shall establish an additional PDP context for a media component if so indicated by the P-CSCF.

The UE shall pass the authorisation token received from the P-CSCF in the 183 (Session Progress) response to an INVITE request at originating setup or in the INVITE request at terminating setup to the GGSN by inserting it within the Traffic Flow Template IE at PDP Context activation/modification.

In order to identify to the GGSN which flow(s) (identified by m-lines within the SDP) are to be transferred within a particular PDP context, the UE shall set the flow identifier(s) within the Traffic Flow Template IE at PDP Context activation modification. Detailed description of how the flow identifiers are constructed is provided in 3GPP TS 29.207 [12].

Detailed description of how the authorization token and flow identifiers are carried in the Traffic Flow Template IE is provided in 3GPP TS 24.008 [8].
9.3
Charging requirement for dedicated PDP context for IMS signalling
IMS signalling flag per dedicated PDP context shall be stored  locally at GGSN for later use for charging perposes. Operator may provide special charging (e.g. free of charge )for the dedicated PDP context for IMS signalling.
                       End of Second change                                                                                                     
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