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5.1.1.2
Initial registration

The UE can register a public user identity at any time that a valid PDP context exists. However, the UE shall only initiate a new registration procedure when it has received a final response from the registrar for the ongoing registration, or the previous REGISTER request has timed out.
As the UE supports the SIP MESSAGE method, at registration time the UE shall add the ";methods" tag to the Contact header, with an indication of support of the MESSAGE method, according to the procedures described in the SIP MESSAGE method draft-ietf-sip-message-06 [50], and in the Caller Preferences draft-ietf-sip-callerprefs-06.txt [51].
A REGISTER request shall be integrity protected using IK, see 3GPP TS 33.203 [19], if a valid IK is available at the UE, from a previous authentication. 

The public user identity to be registered can be extracted either from the ISIM application, if present, on the UICC or derived from the USIM, according to the procedures described in subclause 5.1.1.1A. A public user identity may be input by the end user. On sending a REGISTER request, the UE shall populate the header fields as follows:

a)
the user ID field of the authentication protocol, carried in the Authorization header, shall contain the private user identity;

b)
the From header shall contain the public user identity to be registered;

c)
the To header shall contain the public user identity to be registered;

d)
the Expires header, or the expires parameter within the Contact header, shall contain 600 000 seconds as the value desired for the duration of the registration;

e)
a Request-URI that contains the SIP URI of the domain name of the home network; and

f)
insert the Security-Client header field by specifying the security mechanism it supports, the IPSec layer algorithms it supports and the parameters needed for the security association setup. For further details see 3GPP TS 33.203 [19] and draft-ietf-sip-sec-agree [48].

NOTE:
The registrar (S-CSCF) might decrease the duration of the registration in accordance with network policy. Registration attempts with a registration period of less than a predefined minimum value defined in the registrar will be rejected with a 423 (Interval Too Brief) response.

The UE shall extract or derive from the UICC a public user identity, the private user identity, and the domain name to be used in the Request-URI in the registration, according to the procedures described in subclause 5.1.1.1A.


The UE shall also include the P-Access-Network-Info header in the REGISTER request. This header shall contain information concerning the access network technology and, if applicable, the cell ID (see subclause 7.2.3).

On receiving the 200 (OK) response to the REGISTER request, the UE shall store the expiration time of the registration for the public user identities found in the To header value. The UE shall also store the list of URIs contained in the P-Associated-URI header value. This list contains the URIs that are associated to the registered public user identity.

When a 401 (Unauthorized) response to a REGISTER is received the UE shall behave as described in subclause 5.1.1.5.1.

On receiving a 423 (Interval Too Brief) too brief response to the REGISTER request, the UE shall:

-
send another REGISTER request populating the Expires header or the expires parameter with an expiration timer of at least the value received in the Min-Expires header of the 423 (Interval Too Brief) response.
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