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6
Application usage of SDP

6.1
Procedures at the UE

Usage of SDP by the UE:

1.
In order to authorize the media streams, the P-CSCF and S-CSCF have to be able to inspect and possibly modify the SDP payloads. Hence, the UE shall not encrypt the SDP payloads.

2.
An INVITE request generated by a UE shall contain SDP payload. The SDP payload shall reflect the calling user's terminal capabilities and user preferences for the session. In addition, the calling user shall indicate the desired QoS for the session, using the segmented status type. In an initial INVITE the UE shall indicate that it mandates local QoS and that this precondition is not yet satisfied, i.e. the UE shall include the following preconditions:


a=des: qos mandatory local sendrecv


a=curr: qos local none

3.
The first 183 (Session Progress) provisional response sent out shall contain the answer for the SDP received in the INVITE. The SDP payload shall reflect the called user's terminal capabilities and user preferences.

4.
When UE sends out an 183 (Session Progress) response with SDP payload, it shall request confirmation for the result of the resource reservation at the originating end point.

5.
During session establishment procedure, SIP messages shall only contain SDP payload if that is intended to modify the session description.
6.
For "video" and "audio" media types that utilize the RTP/RTCP, the UE shall specify the proposed bandwidth for each media stream utilizing the "b=" media descriptor in the SDP. For other media streams the "b=" media descriptor may be included. The value or absence of the "b=" parameter will affect the assigned QoS which is defined in 3GPP TS 29.208 [13].

7.
The UE shall include the DTMF media format at the end of the "m=" media descriptor in the SDP for audio media flows that support both audio codec and DTMF payloads in RTP packets as described in RFC 2833 [23].
6.2
Procedures at the P-CSCF

When the P-CSCF receives an INVITE request or reINVITE request, the P-CSCF shall examine the media parameters in the received SDP, and remove those which are not allowed on the network by local policy. The P-CSCF will also remove those codecs from the approved media streams which are not allowed by local policy. If the P-CSCF modifies the SDP, it shall also revise the SDP to reflect the modified bandwidth requirements. For the rejected media streams, the P-CSCF should ignore the b= lines.  The relevant part of SDP data may be collected for later use for CDR as described in 3GPP TS 32.225 [17 ] when P-CSCF receives SDP in the body of  request or response messages. It is implementation dependent how the SDP data may be collected at P-CSCF.
6.3
Procedures at the S-CSCF

When the S-CSCF receives an INVITE request or reINVITE request, the S-CSCF shall examine the media parameters in the received SDP, and remove those media streams which are not allowed based on the subscription. The S-CSCF will also remove those codecs from the approved media streams which are not allowed by the subscription. If the S-CSCF modifies the SDP, it shall also revise the SDP to reflect the modified bandwidth requirements. For the rejected media streams, the S-CSCF should ignore the b= lines The relevant part of SDP data may be collected for later use for CDR as described in 3GPP TS 32.225 [17 ] when S-CSCF receives SDP in the body of  request or response messages. It is implementation dependent how the SDP data may be collected at S-CSCF.
6.4
Procedures at the MGCF

The usage of SDP by the MGCF is the same as its usage by the UE, as defined in the subclause 6.1 and A.3.2. When sending an SDP, the MGCF shall not include the "i", "u", "e", "p", "r", and "z" descriptors in the SDP, and it shall ignore them when received in the SDP.  The relevant part of SDP data may be collected for later use for CDR as described in 3GPP TS 32.225 [17 ] when MGC receives SDP in the body of  request or response messages. It is implementation dependent how the SDP data may be collected at MGCF.
6.4.1
Calls originating from circuit-switched networks

When the MGCF generates and sends an INVITE request for a call originating in a circuit-switched network, the MGCF shall:

-
populate the SDP with the codecs supported by the associated MGW (see 3GPP TS 26.235 [10] for the supported codecs).

When the MGCF receives 183 (Session Progress) response to an INVITE request, the MGCF shall:

-
check that a supported codec has been indicated in the SDP.

6.4.2
Calls terminating in circuit-switched networks

When the MGCF receives an initial INVITE request, the MGCF shall:

-
check for a codec that matches the requested SDP, which may include DTMF support.

When the MGCF generates and sends a 183 (Session Progress) response to an initial INVITE request, the MGCF shall:

-
set SDP indicating the selected codec, which may include DTMF support.

6.5
Procedures at the MRFC

Void.
                                                              End of Change                                                                                                  
�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

