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A.1
Profiles 

A.1.1
Relationship to other specifications

This annex contains a profile to the IETF specifications, and the PICS proformas underlying profiles do not add requirements to the specifications they are proformas for.

This annex provides a profile specification according to both the current IETF specifications for SIP, SDP and other protocols (as indicated by the "RFC status" column in the tables in this annex) and to the 3GPP specifications using SIP (as indicated by the "Profile status" column in the tables in this annex.

In the "RFC status" column the contents of the referenced specification takes precedence over the contents of the entry in the column. However, a number of the referenced specifications reference RFC 2543 rather than RFC 3261 [26], and therefore certain extensions (particularly new headers) have not been included in these referenced specifications. 3GPP apply the extensions of the bis draft to IETF specifications that reference RFC 2543, and where this consideration applies to the entry in the "RFC status" column, then the entry should apply and override the referenced IETF specification.

In the "Profile status" column, there are a number of differences from the "RFC status" column. Where these differences occur, these differences take precedence over any requirements of the IETF specifications. Where specification concerning these requirements exists in the main body of the present document, the main body of the present document takes precedence.

Where differences occur in the "Profile status" column, the "Profile status" normally gives more strength to a "RFC status" and is not be in contradiction with the "RFC status", e.g. it may change an optional "RFC status" to a mandatory "Profile status". If the "Profile status" weakens the strength of a "RFC status" then additionally this will be indicated by further textual description in the present document. 

NOTE 1:
The referenced specifications consist of the set of IETF specifications that existed at the time of freezing of this document. Further extensions continue to be specified to SIP, SDP and other protocols, and profiles detailing the support or absence of support of these will not be specified in this major version. An exception exists where the extension specifies functionality that had been agreed by stage 1 and stage 2 to be included in this major version (where the related IETF draft had not been completed in time). 

NOTE 2:
Absence of a referenced specification does not necessarily preclude the use end-to-end by the UE or AS of such an extension. However, the UE or AS cannot depend on the support of such an extension by other functional entities within the IM CN subsystem within this major version.

A.1.2
Introduction to methodology within this profile

This subclause does not reflect dynamic conformance requirements but static ones. In particular, an condition for support of a PDU parameter does not reflect requirements about the syntax of the PDU (i.e. the presence of a parameter) but the capability of the implementation to support the parameter.

In the sending direction, the support of a parameter means that the implementation is able to send this parameter (but it does not mean that the implementation always sends it).

In the receiving direction, it means that the implementation supports the whole semantic of the parameter.

As a consequence, PDU parameter tables in this subclause are not the same as the tables describing the syntax of a PDU in the reference specification, e.g. RFC 3261 [26] tables 2 and 3. It is not rare to see a parameter which is optional in the syntax but mandatory in subclause below.

The various statii used in this subclause are in accordance with the rules in table A.1.

Table A.1: Key to status codes
	Status code
	Status name
	Meaning

	m
	mandatory
	the capability shall be supported. It is a static view of the fact that the conformance requirements related to the capability in the reference specification are mandatory requirements. This does not mean that a given behaviour shall always be observed (this would be a dynamic view), but that it shall be observed when the implementation is placed in conditions where the conformance requirements from the reference specification compel it to do so. For instance, if the support for a parameter in a sent PDU is mandatory, it does not mean that it shall always be present, but that it shall be present according to the description of the behaviour in the reference specification (dynamic conformance requirement).

	o
	optional
	the capability may or may not be supported. It is an implementation choice.

	n/a
	not applicable
	it is impossible to use the capability. No answer in the support column is required.

	x
	prohibited (excluded)
	It is not allowed to use the capability. This is more common for a profile.

	c <integer>
	conditional
	the requirement on the capability ("m", "o", "n/a" or "x") depends on the support of other optional or conditional items. <integer> is the identifier of the conditional expression.

	o.<integer>
	qualified optional
	for mutually exclusive or selectable options from a set. <integer> is the identifier of the group of options, and the logic of selection of the options.

	i 
	irrelevant
	capability outside the scope of the given specification. Normally, this notation should be used in a base specification ICS proforma only for transparent parameters in received PDUs. However, it may be useful in other cases, when the base specification is in fact based on another standard.


The following additional comments apply to the interpretation of the tables in this Annex.

NOTE 1:
The tables are constructed according to the conventional rules for ICS proformas and profile tables.

NOTE 2:
The notation (either directly or as part of a conditional) of "m" for the sending of a parameter and "i" for the receipt of the same parameter, may be taken as indicating that the parameter is passed on transparently, i.e. without modification. Where a conditional applies, this behaviour only applies when the conditional is met.

A.1.3
Roles

Table A.2: Roles

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	User agent
	[26]
	o.1
	o.1

	2
	Proxy 
	[26]
	o.1
	o.1

	o.1:
It is mandatory to support exactly one of these items.

	NOTE:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.


Table A.3: Roles specific to this profile

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	UE
	5.1
	n/a
	o.1

	2
	P-CSCF
	5.2
	n/a
	o.1

	3
	I-CSCF
	5.3
	n/a
	o.1

	3A
	I-CSCF (THIG)
	5.3
	n/a
	c1

	4
	S-CSCF
	5.4
	n/a
	o.1

	5
	BGCF
	5.6
	n/a
	o.1

	6
	MGCF
	5.5
	n/a
	o.1

	7
	AS
	5.7
	n/a
	o.1

	7A
	AS acting as terminating UA, or redirect server
	5.7.2
	n/a
	c2

	7B
	AS acting as originating UA
	5.7.3
	n/a
	c2

	7C
	AS acting as a SIP proxy
	5.7.4
	n/a
	c2

	7D
	AS performing 3rd party call control
	5.7.5
	n/a
	c2

	8
	MRFC
	5.8
	n/a
	o.1

	c1:
IF A.3/3 THEN o ELSE x - - I-CSCF.
c2:
IF A.3/7 THEN o.2 ELSE n/a - - AS.
o.1:
It is mandatory to support exactly one of these items. 

o.2:
It is mandatory to support at least one of these items.

	NOTE:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.
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