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	The SAs between the UE and P-CSCF are removed after the deregistration of all public user identities. This will result in the loss of the "signalling channel" between the UE and the S-CSCF. Therefore, the S-CSCF should - prior to deregistering the last public user identity - release all dialogs belonging to this user, except the dialog which will be used to send the NOTIFY (de-registration) request to the UE.
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5.4.1.5
Network-initiated deregistration

Prior to initiating the network-initiated deregistration for the last registered public user identity - while there are still active dialogs belonging to this user - the S-CSCF shall release all dialogs belonging to this user (as described in subclause 5.4.5.1), except the dialog which was generated by user subscribing to the reg event package (as described in subclause 5.1.1.3).
When a network-initiated deregistration event occurs for one or more public user identity, the S-CSCF shall generate a NOTIFY request on all dialogs which have been established due to subscription to the reg event package of that user. For each NOTIFY request, the S-CSCF shall:

-
set the Request-URI and Route header to the saved route information during subscription;

-
set the Event header to the "reg" value;

-
in the body of the NOTIFY request, include as many <registration> elements as many public user identities the S-CSCF is aware of the user owns;

-
set the aor attribute within each <registration> element to one public user identity:

-
set the <contact> sub-element of each <registration> element to the contact address provided by the UE;

-
if the public user identity:

-
has been deregistered then:

-
set the state attribute within the <registration> element to "terminated";

-
set the state attribute within the <contact> element to "terminated"; and

-
set the event attribute within the <contact> element to "deactivated" if the S-CSCF expects the UE to reregister or "rejected" if the S-CSCF does not expect the UE to reregister; or

-
has been kept registered then:

-
set the state attribute within the <registration> element to "active"; and

-
set the state attribute within the <contact> element to "active".

If all public user identities of the UE are deregistered, then the S-CSCF may consider the UE subscription to the reg event package cancelled (i.e. as if the UE had sent a SUBSCRIBE request with an Expires header containing a value of zero).

The S-CSCF shall only include the non-barred public user identities in the NOTIFY request.

Also, the S-CSCF shall send a third-party REGISTER request, as described in subclause 5.4.1.7, to each Application Server that matches the Filter Criteria from the HSS for the REGISTER event.
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