3GPP TSG-CN1 Meeting #28 
Tdoc N1-030169

Dublin, Ireland,   10 – 14 February 2003
Source:
Ericsson

Title:
Emergency Calls for IP& PS Based Calls, update of WID structure

Agenda item:
8.5

Document for:
INFORMATION / APPROVAL
Background

The current work plan indicates the following work for emergency calls: 

	1652
	Emergency call enhancements
	EMC1
	1
	Rel6
	Yes
	N1

	1653
	For IP & PS based calls
	EMC1-PS
	2
	Rel6
	No
	N1

	1314
	Service Requirements for IP-based emergency calls
	3
	
	No
	S1

	1315
	SIP emergency calls and packet emergency calls signalling flowsl
	3
	
	No
	N1

	1316
	Stage 2 for emergency calls and packet emergency calls in general
	3
	
	Yes
	S2

	1317
	Distinction of emergency call types to different emergency services
	3
	
	No
	N1

	1646
	Stage 3 for emergency calls and packet emergency calls in general
	3
	
	No
	N1

	2224
	Conformance Test Aspects - Emergency call enhancements
	3
	
	No
	T1

	2225
	Testing Stage 3 for emergency calls and packet emergency calls in general
	3
	
	No
	T1


	2527
	Emergency calls without UICC/SIM in netw. with IMS
	1
	Rel6
	No
	S2

	32014
	Stage 2
	
	2
	
	No
	S2

	2528
	Stage 3 work for CN1
	EMC-NOSIM
	2
	
	No
	N1


CN1 has previously written NP-000380 (id-1646) and NP-010137 (id-1653), both visible in the work plan. NP-000380 is a previous version of NP-010137 and was intended to be replaced by NP-010137.

The WID NP-010137 describes the complete feature covering also stage 1 and stage 2 aspects of emergency calls for IP and PS based calls.

SA2 has written SP-010210 (id-2527), concerning UICC/SIM-less terminals placing emergency calls for PS based networks.

Both WIDs (NP-010137 and SP-010210) are not updated for a long time.

Note also a new related WID (S1-030262) on Priority Multimedia Service.

Proposed solution

It is proposed that the work item for emergency calls for IP and PS based calls is restructured to better reflect the work to be done for stage 1, 2 and 3.

The following is proposed:

· The WID with id-1653 (NP-010137) is updated to release 6 and is written as a CN-wide WID. A proposed update of this WID can be found in Tdoc N1-030170.

· The WID with id-1646 is removed from the work plan.

· A new parent WID is created in SA2 to address requirements, architecture and security (id-1652)

· A new WID for possible issues in RAN is FFS.

· The WID with id-2527 (SP 010210) is updated by SA2 and used for stage 1, 2 and 3 issues regarding UICC/SIM-less UEs.
