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	· Where the UE indicates privacy, this is restricted to the P-Asserted-Identity header. The more general provisions of RFC 3323 do no apply in release 5.

· Firstly, the restriction to this header is given by the privacy RFC, but with an additional reference to RFC 3325 which specifies the type required to indicate the id privacy. This additional reference is missing in clause 5.1.2A.2. 
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5.1.2A
Generic procedures applicable to all methods

5.1.2A.1
Mobile-originating case

In accordance with RFC 3325 [34] the UE may insert a P-Preferred-Identity header in any initial request for a dialog or request for a standalone transaction as a hint for creation of an asserted identity within the IM CN subsystem. The UE may include any of the following in the P-Preferred-Identity header:

-
a public user identity stored in the USIM which has been registered by the user;

-
a public user identity returned in a registration-state event package of a NOTIFY request as a result of an implict registration that was not subsequently deregistered or has expired; or

-
any other public user identity which the user has assumed by mechanisms outside the scope of this specification to have a current registration.

NOTE 1:
The temporary public user identity specified in subclause 5.1.1.1 is not a public user identity suitable for use in the P-Preferred-Identity header.

Where privacy is required, in any initial request for a dialog or request for a standalone transaction, the UE shall set the From header to "Anonymous".

NOTE 2:

The contents of the From header should not be relied upon to be modified by the network based on any privacy specified by the user either within the UE indication of privacy or by network subscription or network policy. Therefore the user should include the value "Anonymous" whenever privacy is explicitly required. As the user may well have privacy requirements, terminal manufacturers should not automatically derive and include values in this header from the public user identity or other values stored in the USIM. Where the user has not expressed a preference in the configuration of the terminal implementation, the implementation should assume that privacy is required. Users that require to identify themselves, and are making calls to SIP destinations beyond the IM CN subsystem, where the destination does not implement RFC 3325 [34], will need to include a value in the From header other than Anonymous.
The UE can indicate privacy of the P-Asserted-Identity that will be generated by the P-CSCF in accordance with RFC 3323 [33], and the additional requirements contained within RFC 3325 [34].

The UE shall insert a P-Access-Network-Info header into any request for a dialog, any subsequent request or response within a dialog or any request for a standalone method. This header shall contain information concerning the access network technology and, if applicable, the cell ID (see subclause 7.2.3).

The UE shall build a proper preloaded Route header value for all new dialogs and standalone transactions. The UE shall build a list of Route header values made out of, in this order, the P-CSCF URI (learnt through the P-CSCF discovery procedures) and the values received in the Service-Route header saved from the 200 (OK) response to the last registration or re-registration. 

5.1.2A.2

Mobile-terminating case

The UE can indicate privacy of the P-Asserted-Identity that will be generated by the P-CSCF in accordance with RFC 3323 [33], and the additional requirements contained within RFC 3325 [34].

NOTE 1:
In the mobile-terminating case, this version of the document makes no provision for the UE to provide an P-Preferred-Identity in the form of a hint.

The UE shall insert a P-Access-Network-Info header into any response to a request for a dialog, any subsequent request or response within a dialog or any response to a standalone method. This header shall contain information concerning the access network technology and, if applicable, the cell ID (see subclause 7.2.3).
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