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A.3
Flows demonstrating the creation of a conference

A.3.1
Introduction

This subclause covers the flows that show how a user can create conferences at a MRFC/AS.  

A.3.2
User automatically creating a conference with a Conference Factory URI

A.3.2.1
User in home network
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Figure A.3.2.1-1: User automatically creating a conference with a conference factory URI – User in home network

Figure A.3.2.1-1 shows an IMS user creating a conference by using a conference-factory URI. The conference is created at a MRFC/AS of the users home network. 

The details of the flows are as follows: 

1.
INVITE (UE to P-CSCF) - see example in table A.3.2.1-1


A user agent wants to create a conference. For this purpose the user agent is aware of a conference-factory URI that was obtained by means outside this specification (e.g. due to pre-configuration or via other protocols, such as http)


The UE determines the complete set of codecs that it is capable of supporting for this conference. It builds a SDP Offer containing bandwidth requirements and characteristics of each, and assigns local port numbers for each possible media flow. Multiple media flows may be offered, and for each media flow (m= line in SDP), there may be multiple codec choices offered.


For this example, it is assumed that UE#1 is willing to establish a multimedia session comprising a video stream and an audio stream. The video stream supports two codecs, either H.263 or MPEG-4 Visual. The audio stream supports the AMR codec.
UE sends the INVITE request to the P-CSCF.

Table A.3.2.1-1: INVITE (UE to P-CSCF)

INVITE sip:conference-factory1@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Privacy: none

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference-factory1@mrfc1.home1.net>

Call-ID: cb03a0s09a2sdfglkj490333 

Cseq: 127 INVITE

Require: precondition, sec-agree

Proxy-Require: sec-agree

Supported: 100rel

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Contact: <sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp>

Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE
Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933615 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd 

t=0 0

m=video 3400 RTP/AVP 98 99

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos none remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0
a=rtpmap:99:MPVMP4V-ES
m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos none remote sendrecv

a=rtpmap:97 AMR 

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event
Request-URI:
contains the conference factory URI.

Via:
contains the IP address or FQDN of the originating UE.

Route:
contains the P-CSCF address learnt during P-CSCF discovery, plus the elements from the Service-Route header from registration. The P-CSCF URI contains the port number learnt during the security agreement negotiation

Privacy:
the user does not require privacy, therefore the Privacy header is set to the value “none” as specified in RFC 3325 [17] and RFC 3323 [13].

P-Preferred-Identity: the user provides a hint about the identity to be used for this session.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-Access-Network-Info header', in 3GPP TS 24.229 [16].

From:
the user does not require privacy, the From header contains the value requested by the user.

To:
same as the Request-URI.

Cseq:
is a random starting number.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.

Contact:
is a SIP URI that contains the IP address or FQDN of the originating UE.

SDP
The SDP contains a set of codecs supported by UE#1 and desired by the user at UE#1 for this session.

2.
100 Trying (P-CSCF to UE) - see example in table A.3.2.1-2


P-CSCF responds to the INVITE request (1) with a 100 Trying provisional response.

Table A.3.2.1-2: 100 Trying (P-CSCF to UE)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

3.
INVITE (P-CSCF to S-CSCF) - see example in table A.3.2.1-3

The P-CSCF adds itself to the Record-Route header and Via header. As the request is forwarded to an interface that is not compressed, the own P-CSCF SIP URI does not contain the "comp=sigcomp" parameter.


The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Proxy-Require header is empty, it removes this header completely.


The P-CSCF examines the media parameters, and does not find any choices that the local policy does not allow. 


The INVITE request is forwarded to the S-CSCF.

Table A.3.2.1-3: INVITE (P-CSCF to S-CSCF)

INVITE sip:conference-factory1@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

Route: <sip:orig@scscf1.home1.net;lr>

Record-Route: <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Access-Network-Info: 

P-Charging-Vector:  icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"
Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Require: precondition

Supported:

Contact: 

Allow:

Content-Type: 

Content-Length: (…)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a= 

a= 

a= 

a=

a=

m= 

b=

a= 

a= 

a= 

a= 

a= 

a= 

a= 

P-Asserted-Identity: P-CSCF inserts the SIP URI in the P-Asserted-Identity header field and it also removes P-Preferred-Identity header field.
P-Access-Network-Info: this header contains information from the UE 

P-Charging-Vector: The P-CSCF inserts this header and populates the icid parameters with a globally unique value.

4.
100 Trying (S-CSCF to P-CSCF) - see example in table A.3.2.1-4

S-CSCF responds to the INVITE request (3) with a 100 Trying provisional response.

Table A.3.2.1-4: 100 Trying (S-CSCF to P-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

5.
Evaluation of initial filter criteria

S-CSCF validates the service profile of this subscriber and evaluates the initial filter criteria.

6.
INVITE (S-CSCF to MRFC/AS) - see example in table A.3.2.1-6


S-CSCF examines the media parameters based on the network operators policy. For this example, assume the subscriber is allowed requested parameters.

S-CSCF forwards the INVITE request to the MRFC/AS that is indicated in the host part of the request URI. The S-CSCF does not re-write the request URI.

Table A.3.2.1-6: INVITE request (S-CSCF to MRFC/AS)

INVITE sip:conference-factory1@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>, <tel:+358-50-4821437>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net

Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Require:

Supported:

Contact: 

Content-Type: 

Content-Length: (...)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a= 

a= 

a= 

a=

a=

m= 

b=

a= 

a= 

a= 

a= 

a= 

a= 

a= 

P-Asserted-Identity: The S-CSCF inserts the corresponding TEL URL to the P-Asserted-Identity header.

P-Charging-Vector: The S-CSCF adds the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.

7.
100 Trying (MRFC/AS to S-CSCF) - see example in table A.3.2.1-7 (related to table A.3.2.1-6)

MRFC/AS  responds to the INVITE request (6) with a 100 Trying provisional response.

Table A.3.2.1-7: 100 Trying (MRFC/AS to S-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

8.
Allocate Conference URI
MRFC/AS allocates a conference URI, based on local information and information gained from the conference-factory URI, as well as information gained from other elements of the SIP signalling. 

9. 
H.248 interaction to Create Connection

MRFC initiates a H.248 interaction to create an IMS connection point for UE#1 in MRFP and to determine media capabilities of MRFP.

10.
183 Session Progress (MRFC/AS to S-CSCF) - see example in table A.3.2.1-13 (related to table A.3.2.1-6)

The MRFC determines the complete set of codecs that it is capable of supporting for this conference. It determines the intersection with those appearing in the SDP in the INVITE request.

The media stream capabilities of the destination are returned along the signalling path, in a 183 Session Progress provisional response (to 6).

Table A.3.2.1-10: 183 Session Progress (MRFC/AS to S-CSCF)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "Conference Server" <sip:mrfc1.home1.net>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024" 

Privacy: none

From: 

To: <sip:conference-factory1@mrfc1.home1.net>; tag=314159

Call-ID: 

CSeq: 

Require: 100rel

Contact: <sip:lmaa234269@mrfc1.home1.net >

Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE 

RSeq: 9021

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933623 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 10001 RTP/AVP 98 99

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

a=rtpmap:99 MP4V-ES
m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

To:
a tag is added to the To header.

Contact:
contains the IP address or FQDN of the MRFC/AS and a temporary identifier of the conference being created in the user part. The URI for the allocated conference is not indicated yet.

SDP:
contains the set of codecs supported by the MRFC. It requests confirmation of the QoS preconditions for establishing the session.

P-Charging-Vector: 
The MRFC/AS inserts this header and populates the icid parameters with a unique value.

11.
183 Session Progress (S-CSCF to P-CSCF) - see example in table A.3.2.1-11

S-CSCF forwards the 183 Session Progress response to P-CSCF.

Table A.3.2.1-11: 183 Session Progress (S-CSCF to P-CSCF)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

P-Asserted-Identity:

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net; term-ioi=home1.net 

Privacy:

From: 

To: 

Call-ID: 

CSeq: 

Require:

Contact: 

Allow:

RSeq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

a=
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b=

a=
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a=

a=
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P-Charging-Vector: 
The S-CSCF inserts the originating and terminating IOI (both are in the home network).

12.
Authorize QoS Resources

P-CSCF authorizes the resources necessary for this session. The approval of QoS commitment either happens at this stage or after 200 OK of INVITE (39) based on operator local policy.

13
183 Session Progress (P-CSCF to UE) – see example in table A.3.2.1-13

P-CSCF forwards the 183 Session Progress response to the originating endpoint.

Table A.3.2.1-13: 183 Session Progress (P-CSCF to UE)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

P-Asserted-Identity:

Privacy:

P-Media-Authorization: 0020000100100101706466322e76697369746564322e6e6574000c020139425633303732

From: 

To: 

Call-ID: 

CSeq: 

Require: 

Contact: 

RSeq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

P-Media-Authorization:
a P-CSCF generated authorization token. This particular example shows a Policy-Element generated by "pdf2.visited1.net" with credentials "9BV3072". "00" at the end of the authorization token is required to pad to a multiple of 4 bytes.

Record-Route:
The P-CSCF rewrites the Record-Route header to add the port number negotiated during the security agreement and the comp=sigcomp parameter to its own SIP URI.

14.
PRACK (UE to P-CSCF) - see example in table A.3.2.1-14

The UE determines which media flows should be used for this session, and which codecs should be used for each of those media flows. If there was any change in media flows, or if there was more than one choice of codec for a media flow, then UE includes a new SDP offer in the PRACK message sent to the MRFC/AS.


For this example, assume the UE chooses H.263 as the codec to use for the single video stream. Therefore, UE#1 sends a new SDP offer in the PRACK request.

Table A.3.2.1-14: PRACK (UE to P-CSCF)

PRACK sip:lmaa234269@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr> From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference-factory1@mrfc1.home1.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 128 PRACK

Require: precondition, sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

RAck: 9021 127 INVITE

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933616 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd

t=0 0

m=video 3400 RTP/AVP 98

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0
m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

Request-URI:
takes the value of the Contact header of the received 183 Session Progress response.

Via:
takes the value of either the IP address or FQDN of the originating UE.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [5].

From:/To:/Call-ID: copied from the 183 Session Progress response so that they include any tag parameter.

Cseq:
takes a higher value than that in the previous request.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.

15.
Resource Reservation

After determining the final media streams in step #11, UE initiates the reservation procedures for the resources needed for this session.

16.
PRACK (P-CSCF to S-CSCF) – see example in table A.3.2.1-16


The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Proxy-Require header is empty, it removes this header completely.

The P-CSCF forwards the PRACK request to S-CSCF.

Table A.3.2.1-16: PRACK (P-CSCF to S-CSCF)

PRACK sip:lmaa234269@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Require: precondition

RAck: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

P-Access-Network-Info: this header contains information from the UE.
17.
PRACK (S-CSCF to MRFC/AS) – see example in table A.3.2.1-17

S-CSCF forwards the PRACK request to the MRFC/AS.

Table A.3.2.1-17: PRACK (S-CSCF to MRFC/AS)

PRACK sip:lmaa234269@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Require:

RAck: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

18.
200 OK (MRFC/AS to S-CSCF) – see example in table A.3.2.1-18 (related to table A.3.2.1-17)

The MRFC/AS acknowledges the PRACK request (17) with a 200 (OK) response. 

Table A.3.2.1-18: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933624 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 10001 RTP/AVP 98

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event


19. H.248 interaction to Modify Connection


MRFC initiates a H.248 interaction to modify the connection established in step #9 and instructs MRFP to reserve the IMS multimedia processing resources for UE#1 according to the preceding resource negotiation between the UE#1 and the MRFC.
20.
200 OK (S-CSCF to P-CSCF) - see example in table A.3.2.1-20

S-CSCF forwards the 200 (OK) response to P-CSCF.

Table A.3.2.1-20: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

m=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=
21.
200 OK (P-CSCF to UE) - see example in table A.3.2.1-21

P-CSCF forwards the 200 OK response to UE.

Table A.3.2.1-21: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length:

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

m=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

22.
UPDATE (UE to P-CSCF) – see example in table A.3.2.1-22

When the resource reservation is completed, UE sends the UPDATE request to the MRFC/AS, via the signalling path established by the INVITE request.

Table A.3.2.1-22: UPDATE (UE to P-CSCF)

UPDATE sip:lmaa234269@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference-factory1@mrfc1.home1.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 129 UPDATE

Require: sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933617 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd

t=0 0

m=video 0 RTP/AVP 98

b=AS:75

a=curr:qos local sendrecv

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local sendrecv

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telphone-event

Request-URI:
takes the value of the Contact header of the received 183 Session Progress response.

Via:
takes the value of either the IP address or FQDN of the originating UE.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [16].

From:/To:/Call-ID: copied from the 183 Session Progress response so that they include any tag parameters.

Cseq:
takes a higher value than that in the previous request.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.


The SDP indicates that the resource reservation was successful in the local segment.

23.
UPDATE (P-CSCF to S-CSCF) – see example in table A.3.2.1-23

The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Require and Proxy-Require headers are empty, it removes these headers completely.


The P-CSCF forwards the UPDATE request to S-CSCF.

Table A.3.2.1-23: UPDATE (P-CSCF to S-CSCF)

UPDATE sip:lmaa234269@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; ggsn=[5555::4b4:3c3:2d2:1e1]; pdp-sig=no; gcid=723084371; auth-token=43876559; flow-id=3

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

m=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

P-Access-Network-Info: this header contains information from the UE.

P-Charging-Vector: The P-CSCF added the GPRS access network information to this header, which is removed and stored by the S-CSCF.

24.
UPDATE (S-CSCF to MRFC/AS) - see example in table A.3.2.1-24

S-CSCF forwards the UPDATE request to MRFC/AS. 

Table A.3.2.1-24: UPDATE (S-CSCF to MRFC/AS)

UPDATE sip:lmaa234269@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

m=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

25.
200 OK (MRFC/ASto S-CSCF) – see example in table A.3.2.1-25 (related to table A.3.2.1-24)

The MRFC/AS acknowledges the UPDATE request (24) with a 200 OK response.

Table A.3.2.1-25: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933625 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 0 RTP/AVP 98

b=AS:75

a=curr:qos local sendrecv

a=curr:qos remote sendrecv

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local sendrecv

a=curr:qos remote sendrecv

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

The SDP indicates that the resource reservation was successful both in the local and the remote segment.

26. 
H.248 interaction to Modify Connection


MRFC initiates a H.248 interaction to connect through the IMS multimedia processing resources for UE#1 in MRFP.

27.
200 OK (S-CSCF to P-CSCF) - see example in table A.3.2.1-27

S-CSCF forwards the 200 OK response to P-CSCF.

Table A.3.2.1-27: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq:

Content-Type:

Content-Length:

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

28.
200 OK (P-CSCF to UE) – see example in table A.3.2.1-28

P-CSCF forwards the 200 OK response to UE.

Table A.3.2.1-28: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

29.
200 OK (MRFC/AS to S-CSCF) – see example in table A.3.2.1-29 (related to table A.3.2.1-6)

After the success modification of the session (26), the MRFC/AS sends a 200 OK final response to the INVITE request (6) to the S-CSCF.

Table A.3.2.1-29: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: 

To:

Call-ID: 

CSeq: 127 INVITE

Contact: <sip:conference1@mrfc1.home1.net>:2342;isfocus

Content-Length:0

Contact:
contains the conference URI for the conference allocated at the MRFC/AS and the isfocus tag. 

30.
200 OK (S-CSCF to P-CSCF) – see example in table A.3.2.1-30

S-CSCF sends a 200 OK final response along the signalling path back to P-CSCF.

Table A.3.2.1-30: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

From: 

To: 

Call-ID: 

CSeq: 

Contact: 

Content-Length: 

31.
Approval of QoS Commit


The P-CSCF approves the commitment of the QoS resources if it was not approved already in step (12).

32.
200 OK (P-CSCF to UE) – see example in table A.3.2.1-32

P-CSCF forwards the 200 OK final response to the session originator. UE can start the media flow(s) for this session.

Table A.3.2.1-32: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

From: 

To: 

Call-ID: 

CSeq: 

Contact: 

Content-Length: 

Record-Route:
The P-CSCF rewrites the Record-Route header to add the comp=sigcomp parameter and port number negotiated during the security agreement to its own SIP URI.

33.
ACK (UE to P-CSCF) – see example in table A.3.2.1-33

UE starts the media flow for this session, and responds to the 200 OK (32) with an ACK request sent to P-CSCF.

Table A.3.2.1-33: ACK (UE to P-CSCF)

ACK sip:conference1@mrfc1.home1.net:2342 SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr>From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference-factory1@mrfc1.home1.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 127 ACK

Content-Length: 0

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [16].
Cseq:
is required to be the same value as Cseq contained in original INVITE request [3].

34.
ACK (P-CSCF to S-CSCF) – see example in table A.3.2.1-34

P-CSCF forwards the ACK request to S-CSCF.

Table A.3.2.1-34: ACK (P-CSCF to S-CSCF)

ACK sip:conference1@mrfc1.home1.net:2342 SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Content-Length: 

P-Access-Network-Info: this header contains information from the UE.
35.
ACK (S-CSCF to MRFC/AS) - see example in table A.3.2.1-35


S-CSCF forwards the ACK request to the MRFC/AS. 

Table A.3.2.1-35: ACK (S-CSCF to MRFC/AS)

ACK sip:conference1@mrfc1.home1.net:2342 SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Content-Length:

A.3.2.2
User in different network

Figure A.3.2.2-1 shows an IMS user creating a conference by using a conference-factory URI. The conference is created at a MRFC/AS located in a different network than user’s S-CSCF.


[image: image2.wmf]UE#1

P-CSCF

MRFP

MRFC/AS

I-CSCF

1. INVITE

2. 100 Trying

3. INVITE

4. 100 Trying

Visited Network

Home Network

11. Allocate

Conference URI

12. H.248 interaction to create

conference connection resources

for UE#1

13. 183 Session

Progress

15. 183 Session

Progress

16. Authorize QoS resources

17. 183 Session

Progress

18. PRACK

19. Resource

Reservation

20. PRACK

22. 200 OK

25. 200 OK

6. INVITE

7. 100 Trying

26. UPDATE

27. UPDATE

31. 200 OK

32. 200 OK

33. 200 OK

35. 200 OK

37. 200 OK

38. ACK

39. ACK

23. H.248 interaction to modify

conference connection resources

for UE#1

30. H.248 interaction to connect

through conference connection

resources for UE#1

36. Approval of QoS Commit

Conference AS home network

S-CSCF

5. Evaluation of initial

Filter Criteria

9. INVITE

10. 100 Trying

14. 183 Session

Progress

21. PRACK

28. UPDATE

34. 200 OK

40. ACK

29. 200 OK

24. 200 OK

8. Database query


Figure A.3.2.2-1: User automatically creating a conference with a conference factory URI – user in different network

The details of the flows are as follows: 

1.
INVITE (UE to P-CSCF) - see example in table A.3.2.2-1


A user agent wants to create a conference to a MRFC/AS in other network. For this purpose the user agent is aware of a conference-factory URI that was obtained by means outside this specification (e.g. due to pre-configuration or via other protocols, such as http)


The UE determines the complete set of codecs that it is capable of supporting for this conference. It builds a SDP Offer containing bandwidth requirements and characteristics of each, and assigns local port numbers for each possible media flow. Multiple media flows may be offered, and for each media flow (m= line in SDP), there may be multiple codec choices offered.


For this example, it is assumed that UE#1 is willing to establish a multimedia session comprising a video stream and an audio stream. The video stream supports two codecs, either H.263 or MPEG-4 Visual. The audio stream supports the AMR codec.
UE sends the INVITE request to the P-CSCF.

Table A.3.2.2-1: INVITE (UE to P-CSCF)

INVITE sip:conference-factory@home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Privacy: none

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference-factory@home2.net>

Call-ID: cb03a0s09a2sdfglkj490333 

Cseq: 127 INVITE

Require: precondition, sec-agree

Proxy-Require: sec-agree

Supported: 100rel

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Contact: <sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp>

Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE
Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933615 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd 

t=0 0

m=video 3400 RTP/AVP 98 99

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos none remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0
a=rtpmap:99:MPVMP4V-ES
m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos none remote sendrecv

a=rtpmap:97 AMR 

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event
Request-URI:
contains the conference factory URI.

Via:
contains the IP address or FQDN of the originating UE.

Route:
contains the P-CSCF address learnt during P-CSCF discovery, plus the elements from the Service-Route header from registration. The P-CSCF URI contains the port number learnt during the security agreement negotiation

Privacy:
the user does not require privacy, therefore the Privacy header is set to the value “none” as specified in RFC 3325 [17] and RFC 3323 [13].

P-Preferred-Identity: the user provides a hint about the identity to be used for this session.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-Access-Network-Info header', in 3GPP TS 24.229 [16].

From:
the user does not require privacy, the From header contains the value requested by the user.

To:
same as the Request-URI.

Cseq:
is a random starting number.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.

Contact:
is a SIP URI that contains the IP address or FQDN of the originating UE.

SDP
The SDP contains a set of codecs supported by UE#1 and desired by the user at UE#1 for this session.

2.
100 Trying (P-CSCF to UE) - see example in table A.3.2.2-2


P-CSCF responds to the INVITE request (1) with a 100 Trying provisional response.

Table A.3.2.2-2: 100 Trying (P-CSCF to UE)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

3.
INVITE (P-CSCF to S-CSCF) - see example in table A.3.2.2-3

The P-CSCF adds itself to the Record-Route header and Via header. As the request is forwarded to an interface that is not compressed, the own P-CSCF SIP URI does not contain the "comp=sigcomp" parameter.


The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Proxy-Require header is empty, it removes this header completely.


The P-CSCF examines the media parameters, and does not find any choices that the local policy does not allow. 


The INVITE request is forwarded to the S-CSCF.

Table A.3.2.2-3: INVITE (P-CSCF to S-CSCF)

INVITE sip:conference-factory@home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

Route: <sip:orig@scscf1.home1.net;lr>

Record-Route: <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Access-Network-Info: 

P-Charging-Vector:  icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"
Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Require: precondition

Supported:

Contact: 

Allow:

Content-Type: 

Content-Length: (…)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a= 

a= 

a= 

a=

a=

m= 

b=

a= 

a= 

a= 

a= 

a= 

a= 

a= 

P-Asserted-Identity: P-CSCF inserts the SIP URI in the P-Asserted-Identity header field and it also removes P-Preferred-Identity header field.
P-Access-Network-Info: this header contains information from the UE 

P-Charging-Vector: The P-CSCF inserts this header and populates the icid parameters with a globally unique value.

4.
100 Trying (S-CSCF to P-CSCF) - see example in table A.3.2.2-4

S-CSCF responds to the INVITE request (3) with a 100 Trying provisional response.

Table A.3.2.2-4: 100 Trying (S-CSCF to P-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

5.
Evaluation of initial filter criteria

S-CSCF validates the service profile of this subscriber and evaluates the initial filter criteria.

6.
INVITE (S-CSCF to I-CSCF) - see example in table A.3.2.2-6


S-CSCF examines the media parameters based on the network operators policy. For this example, assume the subscriber is allowed requested parameters.

S-CSCF determines the network where the INVITE request should be forwarded. The S-CSCF resolves the I-CSCF as the next hop for this request. 

Table A.3.2.2-6: INVITE request (S-CSCF to I-CSCF)

INVITE sip:conference-factory@home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>, <tel:+358-50-4821437>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net

Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Require:

Supported:

Contact: 

Content-Type: 

Content-Length: (...)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a= 

a= 

a= 

a=

a=

m= 

b=

a= 

a= 

a= 

a= 

a= 

a= 

a= 

P-Asserted-Identity: The S-CSCF inserts the corresponding TEL URL to the P-Asserted-Identity header.

P-Charging-Vector: The S-CSCF adds the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.

7.
100 Trying (I-CSCF to S-CSCF) - see example in table A.3.2.2-7 

I-CSCF responds to the INVITE request (6) with a 100 Trying provisional response.

Table A.3.2.2-7: 100 Trying (I-CSCF to S-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

8.
Database query


I-CSCF resolves the conference-factory URI. In this example the I-CSCF queries a generic database to resolve the MRFC/AS address to be contacted.

Editor's Note: It is still under discussion in SA2, which functional entity will fulfil the database capabilities. This section has to be changed later on, when a decision has been taken on this issue. 

9.
INVITE (I-CSCF to MRFC/AS) - see example in table A.3.2.2-9
I-CSCF forwards the INVITE request to the MRFC/AS. The I-CSCF does not add itself to the Record-Route header since it does not need to stay on the signalling path for subsequent requests.

Table A.3.2.2-9: INVITE request (I-CSCF to MRFC/AS)

INVITE sip:conference-factory@home2.net SIP/2.0

Via: SIP/2.0/UDP icscf1.home2.net;branch=z9hG4bK32f432.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 67

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: 

P-Charging-Vector: 
Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Require:

Supported:

Contact: 

Content-Type: 

Content-Length: (...)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a= 

a= 

a= 

a=

a=

m= 

b=

a= 

a= 

a= 

a= 

a= 

a= 

a= 

10.
100 Trying (MRFC/AS to I-CSCF) - see example in table A.3.2.2-10 (related to table A.3.2.2-9)

MRFC/AS  responds to the INVITE request (6) with a 100 Trying provisional response.

Table A.3.2.2-10: 100 Trying (MRFC/AS to I-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP icscf1.home2.net;branch=z9hG4bK32f432.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

11. 
Allocate Conference URI
MRFC/AS allocates a conference URI, based on local information and information gained from the conference-factory URI, as well as information gained from other elements of the SIP signalling. 

12. 
H.248 interaction to Create Connection

MRFC initiates a H.248 interaction to create an IMS connection point for UE#1 in MRFP and to determine media capabilities of MRFP.

13.
183 Session Progress (MRFC/AS to I-CSCF) - see example in table A.3.2.2-13 (related to table A.3.2.2-9)

The MRFC determines the complete set of codecs that it is capable of supporting for this conference. It determines the intersection with those appearing in the SDP in the INVITE request.

The media stream capabilities of the destination are returned along the signalling path, in a 183 Session Progress provisional response (to 8).

Table A.3.2.2-13: 183 Session Progress (MRFC/AS to I-CSCF)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP icscf1.home2.net;branch=z9hG4bK32f432.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "Conference Server" <sip:mrfc1.home2.net>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net; term-ioi=home2.net

P-Charging-Function-Addresses: ccf=[5555::b99:c88:d77:e66]; ccf=[5555::a55:b44:c33:d22]; ecf=[5555::1ff:2ee:3dd:4cc]; ecf=[5555::6aa:7bb:8cc:9dd]
Privacy: none

From: 

To: <sip:conference-factory1@home2.net>; tag=314159

Call-ID: 

CSeq: 

Require: 100rel

Contact: <sip:conference1@mrfc1.home2.net;isfocus>

Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE 

RSeq: 9021

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933623 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 10001 RTP/AVP 98 99

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

a=rtpmap:99 MP4V-ES
m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

To:
a tag is added to the To header.

Contact:
contains the IP address or FQDN of the MRFC/AS and the Request-URI of the conference.

SDP:
contains the set of codecs supported by the MRFC. It requests confirmation of the QoS preconditions for establishing the session.

P-Charging-Vector: 
The MRFC/AS inserts the terminating IOI parameter.

P-Charging-Function-Addresses: The MRFC/AS inserts the P-Charging-Function-Addresses header field to be passed to the I-CSCF.

14.
183 Session Progress (I-CSCF to S-CSCF) - see example in table A.3.2.2-14

I-CSCF forwards the 183 Session Progress response to P-CSCF.

Table A.3.2.2-14: 183 Session Progress (I-CSCF to S-CSCF)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

P-Asserted-Identity:

P-Charging-Vector: 

Privacy:

From: 

To: 

Call-ID: 

CSeq: 

Require:

Contact: 

Allow:

RSeq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

15.
183 Session Progress (S-CSCF to P-CSCF) - see example in table A.3.2.2-15

S-CSCF forwards the 183 Session Progress response to P-CSCF.

Table A.3.2.2-15: 183 Session Progress (S-CSCF to P-CSCF)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

P-Asserted-Identity:

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; 

Privacy:

From: 

To: 

Call-ID: 

CSeq: 

Require:

Contact: 

Allow:

RSeq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

16.
Authorize QoS Resources

P-CSCF authorizes the resources necessary for this session. The approval of QoS commitment either happens at this stage or after 200 OK of INVITE (34) based on operator local policy.

17.
183 Session Progress (P-CSCF to UE) – see example in table A.3.2.2-17

P-CSCF forwards the 183 Session Progress response to the originating endpoint.

Table A.3.2.2-17: 183 Session Progress (P-CSCF to UE)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

P-Asserted-Identity:

Privacy:

P-Media-Authorization: 0020000100100101706466322e76697369746564322e6e6574000c020139425633303732

From: 

To: 

Call-ID: 

CSeq: 

Require: 

Contact: 

RSeq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

P-Media-Authorization:
a P-CSCF generated authorization token. This particular example shows a Policy-Element generated by "pdf2.visited1.net" with credentials "9BV3072". "00" at the end of the authorization token is required to pad to a multiple of 4 bytes.

Record-Route:
The P-CSCF rewrites the Record-Route header to add the port number negotiated during the security agreement and the comp=sigcomp parameter to its own SIP URI.

18.
PRACK (UE to P-CSCF) - see example in table A.3.2.2-18

The UE determines which media flows should be used for this session, and which codecs should be used for each of those media flows. If there was any change in media flows, or if there was more than one choice of codec for a media flow, then UE includes a new SDP offer in the PRACK message sent to the MRFC/AS.


For this example, assume the UE chooses H.263 as the codec to use for the single video stream. Therefore, UE#1 sends a new SDP offer in the PRACK request.

Table A.3.2.2-18: PRACK (UE to P-CSCF)

PRACK sip:conference1@mrfc1.home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr> 

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference-factory1@home2.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 128 PRACK

Require: precondition, sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-c=87654321; port-c=8642; port-s=7531

RAck: 9021 127 INVITE

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933616 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd

t=0 0

m=video 3400 RTP/AVP 98

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0
m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

Request-URI:
takes the value of the Contact header of the received 183 Session Progress response.

Via:
takes the value of either the IP address or FQDN of the originating UE.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [5].

From:/To:/Call-ID: copied from the 183 Session Progress response so that they include any tag parameter.

Cseq:
takes a higher value than that in the previous request.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.

19.
Resource Reservation

After determining the final media streams in step #11, UE initiates the reservation procedures for the resources needed for this session.

20.
PRACK (P-CSCF to S-CSCF) – see example in table A.3.2.2-20


The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Proxy-Require header is empty, it removes this header completely.

The P-CSCF forwards the PRACK request to S-CSCF.

Table A.3.2.2-20: PRACK (P-CSCF to S-CSCF)

PRACK sip:conference1@mrfc1.home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Require: precondition

RAck: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

P-Access-Network-Info: this header contains information from the UE.
21.
PRACK (S-CSCF to MRFC/AS) – see example in table A.3.2.2-21

S-CSCF resolves the Request-URI and forwards the PRACK request directly to MRFC/AS. 

Table A.3.2.2-21: PRACK (S-CSCF to MRFC/AS)

PRACK sip:conference1@mrfc1.home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Require:

RAck: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

22.
200 OK (MRFC/AS to S-CSCF) – see example in table A.3.2.2-22 (related to table A.3.2.2-21)

The MRFC/AS acknowledges the PRACK request (20) with a 200 (OK) response. 

Table A.3.2.2-22: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933624 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 10001 RTP/AVP 98

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

23. H.248 interaction to Modify Connection


MRFC initiates a H.248 interaction to modify the connection established in step #11 and instructs MRFP to reserve the IMS multimedia processing resources for UE#1 according to the preceding resource negotiation between the UE#1 and the MRFC.
24.
200 OK (S-CSCF to P-CSCF) - see example in table A.3.2.2-24

S-CSCF forwards the 200 (OK) response to P-CSCF.

Table A.3.2.2-24: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

m=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=
25.
200 OK (P-CSCF to UE) - see example in table A.3.2.2-25

P-CSCF forwards the 200 OK response to UE.

Table A.3.2.2-25: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length:

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

m=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

26.
UPDATE (UE to P-CSCF) – see example in table A.3.2.2-26

When the resource reservation is completed, UE sends the UPDATE request to the MRFC/AS, via the signalling path established by the INVITE request.

Table A.3.2.2-26: UPDATE (UE to P-CSCF)

UPDATE sip:conference1@mrfc1.home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference-factory1@home2.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 129 UPDATE

Require: sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933617 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd

t=0 0

m=video 0 RTP/AVP 98

b=AS:75

a=curr:qos local sendrecv

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local sendrecv

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telphone-event

Request-URI:
takes the value of the Contact header of the received 183 Session Progress response.

Via:
takes the value of either the IP address or FQDN of the originating UE.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [16].

From:/To:/Call-ID: copied from the 183 Session Progress response so that they include any tag parameters.

Cseq:
takes a higher value than that in the previous request.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.


The SDP indicates that the resource reservation was successful in the local segment.

27.
UPDATE (P-CSCF to S-CSCF) – see example in table A.3.2.2-27

The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Require and Proxy-Require headers are empty, it removes these headers completely.


The P-CSCF forwards the UPDATE request to S-CSCF.

Table A.3.2.2-27: UPDATE (P-CSCF to S-CSCF)

UPDATE sip:conferece1@mrfc1.home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; ggsn=[5555::4b4:3c3:2d2:1e1]; pdp-sig=no; gcid=723084371; auth-token=43876559; flow-id=3

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

m=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

P-Access-Network-Info: this header contains information from the UE.

P-Charging-Vector: The P-CSCF added the GPRS access network information to this header, which is removed and stored by the S-CSCF.

28.
UPDATE (S-CSCF to MRFC/AS) - see example in table A.3.2.2-28

S-CSCF forwards the UPDATE request to MRFC/AS. 

Table A.3.2.2-28: UPDATE (S-CSCF to MRFC/AS)

UPDATE sip:conference1@mrfc1.home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

m=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

29.
200 OK (MRFC/ASto S-CSCF) – see example in table A.3.2.2-29 (related to table A.3.2.2-28)

The MRFC/AS acknowledges the UPDATE request (27) with a 200 OK response.

Table A.3.2.2-29: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933625 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 0 RTP/AVP 98

b=AS:75

a=curr:qos local sendrecv

a=curr:qos remote sendrecv

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local sendrecv

a=curr:qos remote sendrecv

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

The SDP indicates that the resource reservation was successful both in the local and the remote segment.

30. 
H.248 interaction to Modify Connection


MRFC initiates a H.248 interaction to connect through the IMS multimedia processing resources for UE#1 in MRFP.

31.  200 OK (S-CSCF to P-CSCF) - see example in table A.3.2.2-31

S-CSCF forwards the 200 OK response to P-CSCF.

Table A.3.2.2-31: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq:

Content-Type:

Content-Length:

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

32.
200 OK (P-CSCF to UE) – see example in table A.3.2.2-32

P-CSCF forwards the 200 OK response to UE.

Table A.3.2.2-32: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

33.
200 OK (MRFC/AS to I-CSCF) – see example in table A.3.2.2-33 (related to table A.3.2.2-9)

After the success modification of the session (29), the MRFC/AS sends a 200 OK final response to the INVITE request (8) to the I-CSCF.

Table A.3.2.2-33: 200 OK (MRFC/AS to I-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP icscf1.home2.net;branch=z9hG4bK32f432.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: 

To:

Call-ID: 

CSeq: 127 INVITE

Contact: <sip:conference1@mrfc1.home2.net;isfocus>;isfocus

Content-Length:0

Contact:
contains the conference URI for the conference allocated at the MRFC/AS and the isfocus tag. 

34.
200 OK (I-CSCF to S-CSCF) – see example in table A.3.2.2-34 

I-CSCF forwards the 200OK to the S-CSCF

Table A.3.2.2-34: 200 OK (I-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route:

From: 

To:

Call-ID: 

CSeq:

Contact:

Content-Length:0

35.
200 OK (S-CSCF to P-CSCF) – see example in table A.3.2.2-35

S-CSCF sends a 200 OK final response along the signalling path back to P-CSCF.

Table A.3.2.2-35: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

From: 

To: 

Call-ID: 

CSeq: 

Contact: 

Content-Length: 

36.
Approval of QoS Commit


The P-CSCF approves the commitment of the QoS resources if it was not approved already in step (12).

37.
200 OK (P-CSCF to UE) – see example in table A.3.2.2-37

P-CSCF forwards the 200 OK final response to the session originator. UE can start the media flow(s) for this session.

Table A.3.2.2-37: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

From: 

To: 

Call-ID: 

CSeq: 

Contact: 

Content-Length: 

Record-Route:
The P-CSCF rewrites the Record-Route header to add the comp=sigcomp parameter and port number negotiated during the security agreement to its own SIP URI.

38.
ACK (UE to P-CSCF) – see example in table A.3.2.2-38

UE starts the media flow for this session, and responds to the 200 OK (32) with an ACK request sent to P-CSCF.

Table A.3.2.2-38: ACK (UE to P-CSCF)

ACK sip:conference1@mrfc1.home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr>

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference-factory1@home2.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 127 ACK

Content-Length: 0

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [16].
Cseq:
is required to be the same value as Cseq contained in original INVITE request [3].

39.
ACK (P-CSCF to S-CSCF) – see example in table A.3.2.2-39

P-CSCF forwards the ACK request to S-CSCF.

Table A.3.2.2-39: ACK (P-CSCF to S-CSCF)

ACK sip:conference1@mrfc1.home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Content-Length: 

P-Access-Network-Info: this header contains information from the UE.
40.
ACK (S-CSCF to MRFC/AS) - see example in table A.3.2.2-40


S-CSCF forwards the ACK request to the MRFC/AS. 

Table A.3.2.2-40: ACK (S-CSCF to MRFC/AS)

ACK sip:conference1@mrfc1.home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Content-Length:
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Figure A.4.2.1.1-1: User calling into a conference – user in a different network – conference URI does not include a FQDN

Figure A.4.2.1.1-1 shows an IMS user calling into a conference by using a conference URI. The focus of that conference is at a MRFC/AS which are located in another network. The conference URI in this example does not include a FQDN in the host part.

The details of the flows are as follows: 

1.
INVITE (UE to P-CSCF) - see example in table A.4.2.1.1-1


A user agent wants to join a conference. For this purpose the user agent is aware of the related conference URI that was obtained by means outside this specification (e.g. via other protocols, such as http)


The UE determines the complete set of codecs that it is capable of supporting for this conference. It builds a SDP Offer containing bandwidth requirements and characteristics of each, and assigns local port numbers for each possible media flow. Multiple media flows may be offered, and for each media flow (m= line in SDP), there may be multiple codec choices offered.


For this example, it is assumed that UE#1 is willing to establish a multimedia session comprising a video stream and an audio stream. The video stream supports two codecs, either H.263 or MPEG-4 Visual. The audio stream supports the AMR codec.capable of sending two simultaneous video streams, either H261 or
UE sends the INVITE request to the P-CSCF.

Table A.4.2.1.1-1: INVITE (UE to P-CSCF)

INVITE sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Privacy: none

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference1@home2.net>

Call-ID: cb03a0s09a2sdfglkj490333 

Cseq: 127 INVITE

Require: precondition, sec-agree

Proxy-Require: sec-agree

Supported: 100rel

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Contact: <sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp>

Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE
Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933615 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd 

t=0 0

m=video 3400 RTP/AVP 98 99

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos none remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0
a=rtpmap:99:MPVMP4V-ES
m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos none remote sendrecv

a=rtpmap:97 AMR 

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event
Request-URI:
contains the conference URI.

Via:
contains the IP address or FQDN of the originating UE.

Route:
contains the P-CSCF address learnt during P-CSCF discovery, plus the elements from the Service-Route header from registration. The P-CSCF URI contains the port number learnt during the security agreement negotiation

Privacy:
the user does not require privacy, therefore the Privacy header is set to the value “none” as specified in RFC 3325 [17] and RFC 3323 [13].

P-Preferred-Identity: the user provides a hint about the identity to be used for this session.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-Access-Network-Info header', in 3GPP TS 24.229 [16].

From:
the user does not require privacy, the From header contains the value requested by the user.

To:
same as the Request-URI.

Cseq:
is a random starting number.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.

Contact:
is a SIP URI that contains the IP address or FQDN of the originating UE.

SDP
The SDP contains a set of codecs supported by UE#1 and desired by the user at UE#1 for this session.

2.
100 Trying (P-CSCF to UE) - see example in table A.4.2.1.1-2


P-CSCF responds to the INVITE request (1) with a 100 Trying provisional response.

Table A.4.2.1.1-2: 100 Trying (P-CSCF to UE)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

3.
INVITE (P-CSCF to S-CSCF) - see example in table A.4.2.1.1-3

The P-CSCF adds itself to the Record-Route header and Via header. As the request is forwarded to an interface that is not compressed, the own P-CSCF SIP URI does not contain the "comp=sigcomp" parameter.


The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Proxy-Require header is empty, it removes this header completely.


The P-CSCF examines the media parameters, and does not find any choices that the local policy does not allow. 


The INVITE request is forwarded to the S-CSCF.

Table A.4.2.1.1-3: INVITE (P-CSCF to S-CSCF)

INVITE sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

Route: <sip:orig@scscf1.home1.net;lr>

Record-Route: <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Access-Network-Info: 

P-Charging-Vector:  icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"
Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Require: precondition

Supported:

Contact: 

Allow:

Content-Type: 

Content-Length: (…)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a= 

a= 

a= 

a=

a=

m= 

b=

a= 

a= 

a= 

a= 

a= 

a= 

a= 

P-Asserted-Identity: P-CSCF inserts the SIP URI in the P-Asserted-Identity header field and it also removes P-Preferred-Identity header field.
P-Access-Network-Info: this header contains information from the UE 

P-Charging-Vector: The P-CSCF inserts this header and populates the icid parameters with a globally unique value.

4.
100 Trying (S-CSCF to P-CSCF) - see example in table A.4.2.1.1-4

S-CSCF responds to the INVITE request (3) with a 100 Trying provisional response.

Table A.4.2.1.1-4: 100 Trying (S-CSCF to P-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

5.
Evaluation of initial filter criteria

S-CSCF validates the service profile of this subscriber and evaluates the initial filter criteria.

6.
INVITE (S-CSCF to I-CSCF) - see example in table A.4.2.1.1-6

S-CSCF performs an analysis of the destination address, and determines the network operator to whom the destination subscriber belongs. Since the originating operator does not desire to keep their internal configuration hidden, S-CSCF forwards the INVITE request directly to to I-CSCF in the destination network.

As the S-CSCF does not know whether the I-CSCF at home2.net is a loose router or not, it does not introduce a Route header.

Table A.4.2.1.1-6: INVITE request (S-CSCF to I-CSCF)

INVITE sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>, <tel:+358-50-4821437>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net

Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Require:

Supported:

Contact: 

Content-Type: 

Content-Length: (...)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a= 

a= 

a= 

a=

a=

m= 

b=

a= 

a= 

a= 

a= 

a= 

a= 

a= 

P-Asserted-Identity: The S-CSCF inserts the corresponding TEL URL to the P-Asserted-Identity header in order that the TEL URL is known to the destination network.

P-Charging-Vector: The S-CSCF adds the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.

7.
100 Trying (I-CSCF to S-CSCF) - see example in table A.4.2.1.1-7 (related to table A.4.2.1.1-6)

I-CSCF responds to the INVITE request (6) with a 100 Trying provisional response.

Table A.4.2.1.1-7: 100 Trying (MRFC/AS to S-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

8.
Public service identity (PSI) location query

The I-CSCF sends a query to the database to find out the MRFC/AS at which the conference has been created. The database responds with the address of the MRFC/AS at which the conference is hosted.

Editor's Note:

It is still under discussion in SA2 which entity in the IMS shall act as the database. Therefore the text of the above paragraph has to be updated according to SA2 decision.

Editor's Note: 
More detailed information is needed here, similar to the Cx interface information given in 24.228.

9.
INVITE (I-CSCF to MRFC/AS) - see example in table A.4.2.1.1-9
I-CSCF forwards the INVITE request to the MRFC/AS that was resolved during the PSI location query (8). The I-CSCF does not re-write the request URI.

Table A.4.2.1.1-9: INVITE request (I-CSCF to MRFC/AS)

INVITE sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 67

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: 

P-Charging-Vector: 
Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Require:

Supported:

Contact: 

Content-Type: 

Content-Length: (...)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a= 

a= 

a= 

a=

a=

m= 

b=

a= 

a= 

a= 

a= 

a= 

a= 

a= 

NOTE:
The I-CSCF does not add itself to the Record-Route header, as it has no need to remain in the signalling path once the session is established.

10.
100 Trying (MRFC/AS to I-CSCF) - see example in table A.4.2.1.1-10 (related to table A.4.2.1.1-9)

MRFC/AS  responds to the INVITE request (9) with a 100 Trying provisional response.

Table A.4.2.1.1-10: 100 Trying (MRFC/AS to I-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

11. 
H.248 interaction to create conference connection resources for UE#1

MRFC initiates a H.248 interaction to create an IMS connection point for UE#1 in MRFP.

12.

183 Session Progress (MRFC/AS to I-CSCF) - see example in table A.4.2.1.1-12 (related to table A.4.2.1.1-9)
The media stream capabilities of the conference are returned along the signalling path, in a 183 Session Progress provisional response (to 9).

Table A.4.2.1.1-12: 183 Session Progress (MRFC/AS to I-CSCF)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "Conference Server" <sip:mrfc1.home2.net>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net; term-ioi=home2.net

Privacy: none

From: 

To: <sip:conference1@home2.net>; tag=314159

Call-ID: 

CSeq: 

Require: 100rel

Contact: <sip:conference1@home2.net;isfocus>

Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE 

RSeq: 9021

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933623 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 10001 RTP/AVP 98 99

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

a=rtpmap:99 MP4V-ES
m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

To:
a tag is added to the To header.

Contact:
contains the conference URI for the conference allocated at the MRFC/AS and the isfocus tag.

SDP:
contains the set of codecs supported for this conference. It requests confirmation of the QoS preconditions for establishing the session.

P-Charging-Vector: 
The MRFC/AS inserts this header and populates the icid parameters with an unique value and the terminating Inter Operator Identifier (IOI) for the home network of the MRFC/AS and puts back the originating IOI.

13.
183 Session Progress (I-CSCF to S-CSCF) - see example in table A.4.2.1.1-13

I-CSCF forwards the 183 Session Progress response to S-CSCF.

Table A.4.2.1.1-13: 183 Session Progress (I-CSCF to S-CSCF)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

P-Asserted-Identity:

P-Charging-Vector: 

Privacy:

From: 

To: 

Call-ID: 

CSeq: 

Require:

Contact: 

Allow:

RSeq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

14.
183 Session Progress (S-CSCF to P-CSCF) - see example in table A.4.2.1.1-14

S-CSCF forwards the 183 Session Progress response to P-CSCF.

Table A.4.2.1.1-14: 183 Session Progress (S-CSCF to P-CSCF)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

P-Asserted-Identity:

P-Charging-Vector: 

Privacy:

From: 

To: 

Call-ID: 

CSeq: 

Require:

Contact: 

Allow:

RSeq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

15.
Authorize QoS Resources

P-CSCF authorizes the resources necessary for this session. The approval of QoS commitment either happens at this stage or after 200 OK of INVITE (38) based on operator local policy.

16.
183 Session Progress (P-CSCF to UE) – see example in table A.4.2.1.1-16

P-CSCF forwards the 183 Session Progress response to the originating endpoint.

Table A.4.2.1.1-16: 183 Session Progress (P-CSCF to UE)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

P-Asserted-Identity:

Privacy:

P-Media-Authorization: 0020000100100101706466322e76697369746564322e6e6574000c020139425633303732

From: 

To: 

Call-ID: 

CSeq: 

Require: 

Contact: 

RSeq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

P-Media-Authorization:
a P-CSCF generated authorization token. This particular example shows a Policy-Element generated by "pdf2.visited1.net" with credentials "9BV3072". "00" at the end of the authorization token is required to pad to a multiple of 4 bytes.

Record-Route:
The P-CSCF rewrites the Record-Route header to add the port number negotiated during the security agreement and the comp=sigcomp parameter to its own SIP URI.

17.
PRACK (UE to P-CSCF) - see example in table A.4.2.1.1-17

The UE determines which media flows should be used for this session, and which codecs should be used for each of those media flows. If there was any change in media flows, or if there was more than one choice of codec for a media flow, then UE includes a new SDP offer in the PRACK message sent to the MRFC/AS.


For this example, assume the UE chooses H.263 as the codec to use for the single video stream. Therefore, UE#1 sends a new SDP offer in the PRACK request.

Table A.4.2.1.1-17: PRACK (UE to P-CSCF)

PRACK sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr> 

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference1@home2.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 128 PRACK

Require: precondition, sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; ports=7531

RAck: 9021 127 INVITE

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933616 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd

t=0 0

m=video 3400 RTP/AVP 98

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0
m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

Request-URI:
takes the value of the Contact header of the received 183 Session Progress response.

Via:
takes the value of either the IP address or FQDN of the originating UE.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [5].

From:/To:/Call-ID: copied from the 183 Session Progress response so that they include any tag parameter.

Cseq:
takes a higher value than that in the previous request.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.

18.
Resource Reservation

After determining the final media streams in step #17, UE initiates the reservation procedures for the resources needed for this session.

19.
PRACK (P-CSCF to S-CSCF) – see example in table A.4.2.1.1-19


The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Proxy-Require header is empty, it removes this header completely.

The P-CSCF forwards the PRACK request to S-CSCF.

Table A.4.2.1.1-19: PRACK (P-CSCF to S-CSCF)

PRACK sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Require: precondition

RAck: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

P-Access-Network-Info: this header contains information from the UE.
20.
PRACK (S-CSCF to I-CSCF) – see example in table A.4.2.1.1-20

S-CSCF performs an analysis of the destination address, and determines the network operator to whom the destination subscriber belongs. Since the originating operator does not desire to keep their internal configuration hidden, S-CSCF forwards the PRACK request directly to to I-CSCF in the destination network.

As the S-CSCF does not know whether the I-CSCF at home2.net is a loose router or not, it does not introduce a Route header.

Table A.4.2.1.1-20: PRACK (S-CSCF to I-CSCF)

PRACK sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Require:

RAck: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

21.
PRACK (I-CSCF to MRFC/AS) – see example in table A.4.2.1.1-21
I-CSCF forwards the PRACK request to the MRFC/AS that was resolved during the PSI location query (8). 

Table A.4.2.1.1-21: PRACK (I-CSCF to MRFC/AS)

PRACK sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 67

From: 

To: 

Call-ID: 

Cseq: 

Require:

RAck: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

22.
200 OK (MRFC/AS to I-CSCF) – see example in table A.4.2.1.1-22 (related to table A.4.2.1.1-21)

The MRFC/AS acknowledges the PRACK request (21) with a 200 (OK) response. 

Table A.4.2.1.1-22: 200 OK (MRFC/AS to I-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933624 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 10001 RTP/AVP 98

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2a=rtpmap:96 telephone-event


23. H.248 interaction to Modify Connection for UE#1


MRFC initiates a H.248 interaction to modify the connection established in step #11 and instructs MRFP to reserve the IMS multimedia processing resources for UE#1 according to the preceding resource negotiation between the UE#1 and the MRFC.
24.
200 OK (I-CSCF to S-CSCF) - see example in table A.4.2.1.1-24

I-CSCF forwards the 200 (OK) response to S-CSCF.

Table A.4.2.1.1-24: 200 OK (I-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

m=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=
25.
200 OK (S-CSCF to P-CSCF) - see example in table A.4.2.1.1-25
S-CSCF forwards the 200 (OK) response to P-CSCF.

Table A.4.2.1.1-25: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

m=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=
26.
200 OK (P-CSCF to UE) - see example in table A.4.2.1.1-26

P-CSCF forwards the 200 OK response to UE.

Table A.4.2.1.1-26: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length:

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

m=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

27.
UPDATE (UE to P-CSCF) – see example in table A.4.2.1.1-27

When the resource reservation is completed, UE sends the UPDATE request to the MRFC/AS, via the signalling path established by the INVITE request.

Table A.4.2.1.1-27: UPDATE (UE to P-CSCF)

UPDATE sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference1@home2.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 129 UPDATE

Require: sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933617 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd

t=0 0

m=video 0 RTP/AVP 98

b=AS:75

a=curr:qos local sendrecv

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local sendrecv

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telphone-event

Request-URI:
takes the value of the Contact header of the received 183 Session Progress response.

Via:
takes the value of either the IP address or FQDN of the originating UE.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [16].

From:/To:/Call-ID: copied from the 183 Session Progress response so that they include any tag parameters.

Cseq:
takes a higher value than that in the previous request.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.


The SDP indicates that the resource reservation was successful in the local segment.

28.
UPDATE (P-CSCF to S-CSCF) – see example in table A.4.2.1.1-28

The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Require and Proxy-Require headers are empty, it removes these headers completely.


The P-CSCF forwards the UPDATE request to S-CSCF.

Table A.4.2.1.1-28: UPDATE (P-CSCF to S-CSCF)

UPDATE sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; ggsn=[5555::4b4:3c3:2d2:1e1]; pdp-sig=no; gcid=723084371; auth-token=43876559; flow-id=3

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

m=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

P-Access-Network-Info: this header contains information from the UE.

P-Charging-Vector: The P-CSCF added the GPRS access network information to this header, which is removed and stored by the S-CSCF.

29.
UPDATE (S-CSCF to I-CSCF) - see example in table A.4.2.1.1-29

S-CSCF performs an analysis of the destination address, and determines the network operator to whom the destination subscriber belongs. Since the originating operator does not desire to keep their internal configuration hidden, S-CSCF forwards the UPDATE  request directly to to I-CSCF in the destination network.

As the S-CSCF does not know whether the I-CSCF at home2.net is a loose router or not, it does not introduce a Route header.

Table A.4.2.1.1-29: UPDATE (S-CSCF to I-CSCF)

UPDATE sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

m=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

30.
UPDATE (I-CSCF to MRFC/AS) - see example in table A.4.2.1.1-30
I-CSCF forwards the UPDATE request to the MRFC/AS that was resolved during the PSI location query (8). The I-CSCF does not re-write the request URI.

Table A.4.2.1.1-30: UPDATE (I-CSCF to MRFC/AS)

UPDATE sip:conference1@home2.net SIP/2.0

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 67

From: 

To: 

Call-ID: 

Cseq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

m=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

31.
200 OK (MRFC/AS to I-CSCF) – see example in table A.4.2.1.1-31 (related to table A.4.2.1.1-30)

The MRFC/AS acknowledges the UPDATE request (30) with a 200 OK response.

Table A.4.2.1.1-31: 200 OK (MRFC/AS to I-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933625 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 0 RTP/AVP 98

b=AS:75

a=curr:qos local sendrecv

a=curr:qos remote sendrecv

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local sendrecv

a=curr:qos remote sendrecv

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

The SDP indicates that the resource reservation was successful both in the local and the remote segment.

32. 
H.248 interaction to Modify Connection


MRFC initiates a H.248 interaction to connect through the IMS multimedia processing resources for UE#1 in MRFP.

33.
200 OK (I-CSCF to S-CSCF) – see example in table A.4.2.1.1-31 

I-CSCF forwards the 200 OK response to S-CSCF.

Table A.4.2.1.1-31: 200 OK (I-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type: application/sdp

Content-Length: (…)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

34.
200 OK (S-CSCF to P-CSCF) - see example in table A.4.2.1.1-34

S-CSCF forwards the 200 OK response to P-CSCF.

Table A.4.2.1.1-34: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq:

Content-Type:

Content-Length:

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

35.
200 OK (P-CSCF to UE) – see example in table A.4.2.1.1-35

P-CSCF forwards the 200 OK response to UE.

Table A.4.2.1.1-35: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

36.
200 OK (MRFC/AS to I-CSCF) – see example in table A.4.2.1.1-36 (related to table A.4.2.1.1-9)

After the success modification of the session (32), the MRFC/AS sends a 200 OK final response to the INVITE request (9) to the I-CSCF.

Table A.4.2.1.1-36: 200 OK (MRFC/AS to I-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: 

To:

Call-ID: 

CSeq: 127 INVITE

Contact: <sip:conference1@home2.net>;isfocus

Content-Length:0

Contact:
contains the conference URI for the conference allocated at the MRFC/AS and the isfocus tag. 

37.
200 OK (I-CSCF to S-CSCF) – see example in table A.4.2.1.1-37

I-CSCF sends a 200 OK final response along the signalling path back to S-CSCF.

Table A.4.2.1.1-37: 200 OK (I-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

From: 

To: 

Call-ID: 

CSeq: 

Contact: 

Content-Length: 

38.
200 OK (S-CSCF to P-CSCF) – see example in table A.4.2.1.1-38

S-CSCF sends a 200 OK final response along the signalling path back to P-CSCF.

Table A.4.2.1.1-38: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

From: 

To: 

Call-ID: 

CSeq: 

Contact: 

Content-Length: 

39.
Approval of QoS Commit


The P-CSCF approves the commitment of the QoS resources if it was not approved already in step (15).

40.
200 OK (P-CSCF to UE) – see example in table A.4.2.1.1-40

P-CSCF forwards the 200 OK final response to the session originator. UE can start the media flow(s) for this session.

Table A.4.2.1.1-40: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

From: 

To: 

Call-ID: 

CSeq: 

Contact: 

Content-Length: 

Record-Route:
The P-CSCF rewrites the Record-Route header to add the comp=sigcomp parameter and port number negotiated during the security agreement to its own SIP URI.

41.
ACK (UE to P-CSCF) – see example in table A.4.2.1.1-41

UE starts the media flow for this session, and responds to the 200 OK (40) with an ACK request sent to P-CSCF.

Table A.4.2.1.1-41: ACK (UE to P-CSCF)

ACK sip:conference1@home2.net:2342 SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr>

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference1@home2.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 127 ACK

Content-Length: 0

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [16].
Cseq:
is required to be the same value as Cseq contained in original INVITE request [3].

42.
ACK (P-CSCF to S-CSCF) – see example in table A.4.2.1.1-42

P-CSCF forwards the ACK request to S-CSCF.

Table A.4.2.1.1-42: ACK (P-CSCF to S-CSCF)

ACK sip:conference1@home2.net:2342 SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Content-Length: 

43.
ACK (S-CSCF to I-CSCF) - see example in table A.4.2.1.1-43


S-CSCF performs an analysis of the destination address, and determines the network operator to whom the destination subscriber belongs. Since the originating operator does not desire to keep their internal configuration hidden, S-CSCF forwards the ACK request directly to to I-CSCF in the destination network.

As the S-CSCF does not know whether the I-CSCF at home2.net is a loose router or not, it does not introduce a Route header.

Table A.4.2.1.1-43: ACK (S-CSCF to I-CSCF)

ACK sip:conference1@home2.net:2342 SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Content-Length:

44.
ACK (I-CSCF to MRFC/AS) - see example in table A.4.2.1.1-44

I-CSCF forwards the ACK request to the MRFC/AS that was resolved during the PSI location query (8). The I-CSCF does not re-write the request URI.

Table A.4.2.1.1-44: ACK (I-CSCF to MRFC/AS)

ACK sip:conference1@home2.net:2342 SIP/2.0

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 67

From: 

To: 

Call-ID: 

Cseq: 

Content-Length:

A.4.2.1.2
Conference URI includes a FQDN
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Figure A.4.2.1.2-1: User calling into a conference – user in a different network – conference URI does include a FQDN

Figure A.4.2.1.2-1 shows an IMS user calling into a conference by using a conference URI. The focus of that conference is at a MRFC/AS which are located in another network. The conference URI in this example include a FQDN in the host part.

The details of the flows are as follows: 

1.
INVITE (UE to P-CSCF) - see example in table A.4.2.1.2-1


A user agent wants to join a conference. For this purpose the user agent is aware of the related conference URI that was obtained by means outside this specification.


The UE determines the complete set of codecs that it is capable of supporting for this conference. It builds a SDP Offer containing bandwidth requirements and characteristics of each, and assigns local port numbers for each possible media flow. Multiple media flows may be offered, and for each media flow (m= line in SDP), there may be multiple codec choices offered.


For this example, it is assumed that UE#1 is willing to establish a multimedia session comprising a video stream and an audio stream. The video stream supports two codecs, either H.263 or MPEG-4 Visual. The audio stream supports the AMR codec.

Table A.4.2.1.2-1: INVITE (UE to P-CSCF)

INVITE sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Privacy: none

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference1@mrfc2.home2.net>

Call-ID: cb03a0s09a2sdfglkj490333 

Cseq: 127 INVITE

Require: precondition, sec-agree

Proxy-Require: sec-agree

Supported: 100rel

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Contact: <sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp>

Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE
Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933615 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd 

t=0 0

m=video 3400 RTP/AVP 98 99

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos none remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0
a=rtpmap:99:MP4V-ES
m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos none remote sendrecv

a=rtpmap:97 AMR 

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event
Request-URI:
contains the conference URI.

Via:
contains the IP address or FQDN of the originating UE.

Route:
contains the P-CSCF address learnt during P-CSCF discovery, plus the elements from the Service-Route header from registration. The P-CSCF URI contains the port number learnt during the security agreement negotiation

Privacy:
the user does not require privacy, therefore the Privacy header is set to the value “none” as specified in RFC 3325 [17] and RFC 3323 [13].

P-Preferred-Identity: the user provides a hint about the identity to be used for this session.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-Access-Network-Info header', in 3GPP TS 24.229 [16].

From:
the user does not require privacy, the From header contains the value requested by the user.

To:
same as the Request-URI.

Cseq:
is a random starting number.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.

Contact:
is a SIP URI that contains the IP address or FQDN of the originating UE.

SDP
The SDP contains a set of codecs supported by UE#1 and desired by the user at UE#1 for this session.

2.
100 Trying (P-CSCF to UE) - see example in table A.4.2.1.2-2


P-CSCF responds to the INVITE request (1) with a 100 Trying provisional response.

Table A.4.2.1.2-2: 100 Trying (P-CSCF to UE)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

3.
INVITE (P-CSCF to S-CSCF) - see example in table A.4.2.1.2-3

The P-CSCF adds itself to the Record-Route header and Via header. As the request is forwarded to an interface that is not compressed, the own P-CSCF SIP URI does not contain the "comp=sigcomp" parameter.


The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Proxy-Require header is empty, it removes this header completely.


The P-CSCF examines the media parameters, and does not find any choices that the local policy does not allow. 


The INVITE request is forwarded to the S-CSCF.

Table A.4.2.1.2-3: INVITE (P-CSCF to S-CSCF)

INVITE sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

Route: <sip:orig@scscf1.home1.net;lr>

Record-Route: <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Access-Network-Info: 

P-Charging-Vector:  icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"
Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Require: precondition

Supported:

Contact: 

Allow:

Content-Type: 

Content-Length: (…)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a= 

a= 

a= 

a=

a=

m= 

b=

a= 

a= 

a= 

a= 

a= 

a= 

a= 

P-Asserted-Identity: P-CSCF inserts the SIP URI in the P-Asserted-Identity header field and it also removes P-Preferred-Identity header field.
P-Access-Network-Info: this header contains information from the UE 

P-Charging-Vector: The P-CSCF inserts this header and populates the icid parameters with a globally unique value.

4.
100 Trying (S-CSCF to P-CSCF) - see example in table A.4.2.1.2-4

S-CSCF responds to the INVITE request (3) with a 100 Trying provisional response.

Table A.4.2.1.2-4: 100 Trying (S-CSCF to P-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

5.
Evaluation of initial filter criteria

S-CSCF validates the service profile of this subscriber and evaluates the initial filter criteria.

6.
INVITE (S-CSCF to MRFC/AS) - see example in table A.4.2.1.2-6
S-CSCF forwards the INVITE request to the MRFC/AS based on the request URI of the INVITE request. The S-CSCF does not re-write the request URI.

Table A.4.2.1.2-6: INVITE request (S-CSCF to MRFC/AS)

INVITE sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>, <tel:+358-50-4821437>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net

Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Require:

Supported:

Contact: 

Content-Type: 

Content-Length: (...)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a= 

a= 

a= 

a=

a=

m= 

b=

a= 

a= 

a= 

a= 

a= 

a= 

a= 

P-Asserted-Identity: The S-CSCF inserts the corresponding TEL URL to the P-Asserted-Identity header in order that the TEL URL is known to the destination network.

P-Charging-Vector: The S-CSCF adds the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.

7.
100 Trying (MRFC/AS to S-CSCF) - see example in table A.4.2.1.2-7 (related to table A.4.2.1.2-6)

MRFC/AS  responds to the INVITE request (6) with a 100 Trying provisional response.

Table A.4.2.1.2-7: 100 Trying (MRFC/AS to S-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

8. 
H.248 interaction to create conference connection resources for UE#1

MRFC initiates a H.248 interaction to create an IMS connection point for UE#1 in MRFP.

9.

183 Session Progress (MRFC/AS to S-CSCF) - see example in table A.4.2.1.2-9 (related to table A.4.2.1.2-6)
The media stream capabilities of the conference are returned along the signalling path, in a 183 Session Progress provisional response (to 6).

Table A.4.2.1.2-9: 183 Session Progress (MRFC/AS to S-CSCF)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net; term-ioi=home2.net

Privacy: none

From: 

To: <sip:conference1@mrfc2.home2.net>; tag=314159

Call-ID: 

CSeq: 

Require: 100rel

Contact: <sip:conference1@mrfc2.home2.net;isfocus>

Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE 

RSeq: 9021

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933623 IN IP6 5555::1111:2222:3333:4444

s=-

c=IN IP6 5555::1111:2222:3333:4444

t=0 0

m=video 10001 RTP/AVP 98 99

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

a=rtpmap:99 MP4V-ES
m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

To:
a tag is added to the To header.

Contact:
contains the conference URI for the conference allocated at the MRFC/AS and the isfocus tag.

SDP:
contains the set of codecs supported for this conference. It requests confirmation of the QoS preconditions for establishing the session.

P-Charging-Vector: 
The MRFC/AS inserts this header and populates the icid parameters with an unique value and the terminating Inter Operator Identifier (IOI) for the home network of the MRFC/AS and puts back the originating IOI.

Editor's Note: It has to be investigated if the MRFC/AS includes a P-Asserted-Identity header. If it includes this header, it needs to be investigated which value needs to be populated in it.

10.
183 Session Progress (S-CSCF to P-CSCF) - see example in table A.4.2.1.2-10

S-CSCF forwards the 183 Session Progress response to P-CSCF.

Table A.4.2.1.2-10: 183 Session Progress (S-CSCF to P-CSCF)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

P-Asserted-Identity:

P-Charging-Vector: 

Privacy:

From: 

To: 

Call-ID: 

CSeq: 

Require:

Contact: 

Allow:

RSeq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

11.
Authorize QoS Resources

P-CSCF authorizes the resources necessary for this session. The approval of QoS commitment either happens at this stage or after 200 OK of INVITE (30) based on operator local policy.

12.
183 Session Progress (P-CSCF to UE) – see example in table A.4.2.1.2-12

P-CSCF forwards the 183 Session Progress response to the originating endpoint.

Table A.4.2.1.2-12: 183 Session Progress (P-CSCF to UE)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

P-Asserted-Identity:

Privacy:

P-Media-Authorization: 0020000100100101706466322e76697369746564322e6e6574000c020139425633303732

From: 

To: 

Call-ID: 

CSeq: 

Require: 

Contact: 

RSeq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

P-Media-Authorization:
a P-CSCF generated authorization token. This particular example shows a Policy-Element generated by "pdf2.visited1.net" with credentials "9BV3072". "00" at the end of the authorization token is required to pad to a multiple of 4 bytes.

Record-Route:
The P-CSCF rewrites the Record-Route header to add the port number negotiated during the security agreement and the comp=sigcomp parameter to its own SIP URI.

13.
PRACK (UE to P-CSCF) - see example in table A.4.2.1.2-13

The UE determines which media flows should be used for this session, and which codecs should be used for each of those media flows. If there was any change in media flows, or if there was more than one choice of codec for a media flow, then UE includes a new SDP offer in the PRACK message sent to the MRFC/AS.


For this example, assume the UE chooses H.263 as the codec to use for the single video stream. Therefore, UE#1 sends a new SDP offer in the PRACK request.

Table A.4.2.1.2-13: PRACK (UE to P-CSCF)

PRACK sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr> 

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference1@mrfc2.home2.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 128 PRACK

Require: precondition, sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

RAck: 9021 127 INVITE

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933616 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd

t=0 0

m=video 3400 RTP/AVP 98

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0
m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

Request-URI:
takes the value of the Contact header of the received 183 Session Progress response.

Via:
takes the value of either the IP address or FQDN of the originating UE.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [5].

From:/To:/Call-ID: copied from the 183 Session Progress response so that they include any tag parameter.

Cseq:
takes a higher value than that in the previous request.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.

14.
Resource Reservation

After determining the final media streams in step #13, UE initiates the reservation procedures for the resources needed for this session.

15.
PRACK (P-CSCF to S-CSCF) – see example in table A.4.2.1.2-15


The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Proxy-Require header is empty, it removes this header completely.

The P-CSCF forwards the PRACK request to S-CSCF.

Table A.4.2.1.2-15: PRACK (P-CSCF to S-CSCF)

PRACK sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Require: precondition

RAck: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

P-Access-Network-Info: this header contains information from the UE.
16.
PRACK (S-CSCF to MRFC/AS) – see example in table A.4.2.1.2-16
S-CSCF forwards the PRACK request to the MRFC/AS based on the request URI of the PRACK request. The S-CSCF does not re-write the request URI.

Table A.4.2.1.2-16: PRACK (S-CSCF to MRFC/AS)

PRACK sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Require:

RAck: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

17.
200 OK (MRFC/AS to S-CSCF) – see example in table A.4.2.1.2-17 (related to table A.4.2.1.2-16)

The MRFC/AS acknowledges the PRACK request (16) with a 200 (OK) response. 

Table A.4.2.1.2-17: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933624 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 10001 RTP/AVP 98

b=AS:75

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=conf:qos remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2a=rtpmap:96 telephone-event


18. H.248 interaction to Modify Connection for UE#1


MRFC initiates a H.248 interaction to modify the connection established in step #11 and instructs MRFP to reserve the IMS multimedia processing resources for UE#1 according to the preceding resource negotiation between the UE#1 and the MRFC.
19.
200 OK (S-CSCF to P-CSCF) - see example in table A.4.2.1.2-19
S-CSCF forwards the 200 (OK) response to P-CSCF.

Table A.4.2.1.2-19: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

m=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=
20.
200 OK (P-CSCF to UE) - see example in table A.4.2.1.2-20

P-CSCF forwards the 200 OK response to UE.

Table A.4.2.1.2-20: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length:

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

a=

m=

m=

b=

a=

a=

a=

a=

a=

a=

a=

a=

21.
UPDATE (UE to P-CSCF) – see example in table A.4.2.1.2-21

When the resource reservation is completed, UE sends the UPDATE request to the MRFC/AS, via the signalling path established by the INVITE request.

Table A.4.2.1.2-21: UPDATE (UE to P-CSCF)

UPDATE sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference1@mrfc2.home2.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 129 UPDATE

Require: sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933617 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd

t=0 0

m=video 0 RTP/AVP 98

b=AS:75

a=curr:qos local sendrecv

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local sendrecv

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telphone-event

Request-URI:
takes the value of the Contact header of the received 183 Session Progress response.

Via:
takes the value of either the IP address or FQDN of the originating UE.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [16].

From:/To:/Call-ID: copied from the 183 Session Progress response so that they include any tag parameters.

Cseq:
takes a higher value than that in the previous request.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.


The SDP indicates that the resource reservation was successful in the local segment.

22.
UPDATE (P-CSCF to S-CSCF) – see example in table A.4.2.1.2-22

The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Require and Proxy-Require headers are empty, it removes these headers completely.


The P-CSCF forwards the UPDATE request to S-CSCF.

Table A.4.2.1.2-22: UPDATE (P-CSCF to S-CSCF)

UPDATE sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; ggsn=[5555::4b4:3c3:2d2:1e1]; pdp-sig=no; gcid=723084371; auth-token=43876559; flow-id=3

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

m=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

P-Access-Network-Info: this header contains information from the UE.

P-Charging-Vector: The P-CSCF added the GPRS access network information to this header, which is removed and stored by the S-CSCF.

23.
UPDATE (S-CSCF to MRFC/AS) - see example in table A.4.2.1.2-23
S-CSCF forwards the UPDATE request to the MRFC/AS based on the request URI of the UPDATE request. The S-CSCF does not re-write the request URI.

Table A.4.2.1.2-23: UPDATE (S-CSCF to MRFC/AS)

UPDATE sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

m=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

24.
200 OK (MRFC/AS to S-CSCF) – see example in table A.4.2.1.2-24 (related to table A.4.2.1.2-23)

The MRFC/AS acknowledges the UPDATE request (23) with a 200 OK response.

Table A.4.2.1.2-24: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933623 2987933625 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::eee:fff:aaa:bbb

t=0 0

m=video 0 RTP/AVP 98

b=AS:75

a=curr:qos local sendrecv

a=curr:qos remote sendrecv

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:98 H263

a=fmtp:98 profile-level-id=0

m=audio 6544 RTP/AVP 97 96

b=AS:25.4

a=curr:qos local sendrecv

a=curr:qos remote sendrecv

a=des:qos mandatory local sendrecv

a=des:qos mandatory remote sendrecv

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

The SDP indicates that the resource reservation was successful both in the local and the remote segment.

25. 
H.248 interaction to Modify Connection


MRFC initiates a H.248 interaction to connect through the IMS multimedia processing resources for UE#1 in MRFP.

26.
200 OK (S-CSCF to P-CSCF) - see example in table A.4.2.1.2-26

S-CSCF forwards the 200 OK response to P-CSCF.

Table A.4.2.1.2-26: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq:

Content-Type:

Content-Length:

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

27.
200 OK (P-CSCF to UE) – see example in table A.4.2.1.2-27

P-CSCF forwards the 200 OK response to UE.

Table A.4.2.1.2-27: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

CSeq: 

Content-Type:

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=

a=

a=

m=

b=

a=

a=

a=

a=

a=

a=

a=

28.
200 OK (MRFC/AS to S-CSCF) – see example in table A.4.2.1.2-28 (related to table A.4.2.1.2-7)

After the success modification of the session (25), the MRFC/AS sends a 200 OK final response to the INVITE request (6) to the I-CSCF.

Table A.4.2.1.2-28: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: 

To:

Call-ID: 

CSeq: 127 INVITE

Contact: <sip:conference1@mrfc2.home2.net>;isfocus

Content-Length:0

Contact:
contains the conference URI for the conference allocated at the MRFC/AS and the isfocus tag. 

29.
200 OK (S-CSCF to P-CSCF) – see example in table A.4.2.1.2-29

S-CSCF sends a 200 OK final response along the signalling path back to P-CSCF.

Table A.4.2.1.2-29: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

From: 

To: 

Call-ID: 

CSeq: 

Contact: 

Content-Length: 

30.
Approval of QoS Commit


The P-CSCF approves the commitment of the QoS resources if it was not approved already in step (14).

31.
200 OK (P-CSCF to UE) – see example in table A.4.2.1.2-31

P-CSCF forwards the 200 OK final response to the session originator. UE can start the media flow(s) for this session.

Table A.4.2.1.2-31: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

From: 

To: 

Call-ID: 

CSeq: 

Contact: 

Content-Length: 

Record-Route:
The P-CSCF rewrites the Record-Route header to add the comp=sigcomp parameter and port number negotiated during the security agreement to its own SIP URI.

32.
ACK (UE to P-CSCF) – see example in table A.4.2.1.2-32

UE starts the media flow for this session, and responds to the 200 OK (31) with an ACK request sent to P-CSCF.

Table A.4.2.1.2-32: ACK (UE to P-CSCF)

ACK sip:conference1@mrfc2.home2.net:2342 SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr>

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference1@mrfc2.home2.net>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 127 ACK

Content-Length: 0

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-access-network-info header', in 3GPP TS 24.229 [16].
Cseq:
is required to be the same value as Cseq contained in original INVITE request [3].

33.
ACK (P-CSCF to S-CSCF) – see example in table A.4.2.1.2-33

P-CSCF forwards the ACK request to S-CSCF.

Table A.4.2.1.2-33: ACK (P-CSCF to S-CSCF)

ACK sip:conference1@mrfc2.home2.net:2342 SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

P-Access-Network-Info: 

Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

Cseq: 

Content-Length: 

34.
ACK (S-CSCF to MRFC/AS) - see example in table A.4.2.1.2-34

S-CSCF forwards the ACK request to the MRFC/AS based on the request URI of the ACK request. The S-CSCF does not re-write the request URI.

Table A.4.2.1.2-34: ACK (S-CSCF to MRFC/AS)

ACK sip:conference1@mrfc2.home2.net:2342 SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From: 

To: 

Call-ID: 

Cseq: 

Content-Length:

A.4.3
User inviting another IMS user to a conference

A.4.3.1 
User in a different network

A.4.3.1.1
User inviting another user to conference – sending REFER request

Figure A.4.3.1.1-1 shows how UE#1 invites UE#2 to a conference by sending UE#2 a REFER message. UE#1 has created a conference by using the mechanisms described in Subclause 6.2, and UE#1 has learned the Conference URI that identifies this conference.
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Figure A.4.3.1.1-1: User inviting another user to a conference by sending a REFER to the other user.

The details of the flows are as follows: 

1.
UE#1 creates a conference


UE#1 creates a conference as described in Subclause 6.3.2. Once the conference creation is accomplished, UE#1 has learned the Conference URI allocated for this conference.

2.
REFER (UE to P-CSCF) - see example in table A.4.3.1.1-1


A user agent has created a conference and learned the conference URI. Now the user agent wants to invite another user agent to that conference. 

Table A.4.3.1.1-1: REFER (UE to P-CSCF)

REFER sip:user2_public1@home2.net SIP/2.0 

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Privacy: none

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:user2_public1@home2.net>

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 127 REFER

Require: sec-agree

Refer-To: <sip:conference1@mrfc1.home1.net;isfocus;method=INVITE>

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Contact: <sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp>

Content-Length: 0

Request-URI:
contains the public user identity of UE#2.

Via:
contains the IP address or FQDN of the originating UE.

Route:
contains the P-CSCF address learnt during P-CSCF discovery, plus the elements from the Service-Route header from registration. The P-CSCF URI contains the port number learnt during the security agreement negotiation

Privacy:
the user does not require privacy, therefore the Privacy header is set to the value “none” as specified in RFC 3325 [17] and RFC 3323 [13].

P-Preferred-Identity: the user provides a hint about the identity to be used for this session.

P-Access-Network-Info: the UE provides the access-type and access-info, related to the serving access network as specified in sub-clause ' Additional coding rules for P-Access-Network-Info header', in 3GPP TS 24.229 [16].

From:
the user does not require privacy, the From header contains the value requested by the user.

To:
same as the Request-URI.

Cseq:
is a random starting number.

Refer-To:
contains the conference URI as learned during the conference establishment, including the isfocus parameter. Additionally the method parameter indicates that the other user shall send an INVITE request to this conference URI.

Security-Verify: 
Contains the security agreement as represented by the received Security-Server header.

Contact:
is a SIP URI that contains the IP address or FQDN of the originating UE.

The message does not contain a body.

3.
REFER (P-CSCF to S-CSCF) - see example in table A.4.3.1.1-2



The P-CSCF adds itself to the Record-Route header and Via header. As the request is forwarded to an interface that is not compressed, the own P-CSCF SIP URI does not contain the "comp=sigcomp" parameter.


The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Proxy-Require and Require headers are empty, the P-CSCF removes these headers completely.


The REFER request is forwarded to the S-CSCF.

Table A.4.3.1.1-2: REFER (P-CSCF to S-CSCF)

REFER sip:user2_public1@home2.net SIP/2.0 

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

Route: <sip:orig@scscf1.home1.net;lr>

Record-Route: <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"

P-Access-Network-Info:

Privacy: 

From: 

To: 

Call-ID: 

Cseq: 

Refer-To: 

Contact: 

Content-Length: 

P-Asserted-Identity: P-CSCF inserts the SIP URI in the P-Asserted-Identity header field and it also removes P-Preferred-Identity header field.
P-Access-Network-Info: this header contains information from the UE 

P-Charging-Vector: The P-CSCF inserts this header and populates the icid parameters with a globally unique value.

4.
Evaluation of initial Filter Criteria 



S-CSCF validates the service profile of this subscriber and evaluates the initial filter criteria.

5.
REFER (S-CSCF to I-CSCF in UE#2 home network) - see example in table A.4.3.1.1-3


S-CSCF performs an analysis of the destination address, and determines the network operator to whom the destination subscriber belongs. Since the originating operator does not desire to keep their internal configuration hidden, S-CSCF forwards the REFER request directly to the destination network.

Table A.4.3.1.1-3: REFER (S-CSCF to I-CSCF)

REFER sip:user2_public1@home2.net SIP/2.0 

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>, <tel:+358-50-4821437>

P-Charging-Vector:  icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net
Privacy: 

From: 

To: 

Call-ID: 

Cseq: 

Refer-To: 

Contact: 

Content-Length: 

P-Asserted-Identity: The S-CSCF inserts the corresponding TEL URL to the P-Asserted-Identity header in order that the TEL URL is known to the destination network.

P-Charging-Vector: The S-CSCF adds the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.

6.
REFER (I-CSCF towards S-CSCF of UE#2) - see example in table A.4.3.1.1-4


I-CSCF performs a Cx location query to the HSS (not shown in this flow) to find out the S-CSCF of UE#2.


I-CSCF then forwards the REFER request to that S-CSCF that will handle the session termination.

Table A.4.3.1.1-4: REFER (I-CSCF towards S-CSCF of UE#2)

REFER sip:user2_public1@home2.net SIP/2.0 

Via: SIP/2.0/UDP icscf2.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 67

Route: <sip:scscf2.home2.net;lr> 

Record-Route: 

P-Asserted-Identity: 

P-Charging-Vector:  

Privacy: 

From: 

To: 

Call-ID: 

Cseq: 

Refer-To: 

Contact: 

Content-Length: 

Note that the I-CSCF does not add itself to the Record-Route, as it has no need to stay on the signalling path once the session is established.

7.
202 Accepted (S-CSCF of UE#2 to I-CSCF) - see example in table A.4.3.1.1-5



UE#2 home network indicates that it has received the REFER request by sending a 202 Accepted response. This means that UE#2 home network has begun to process the request. This does not mean, however, that the referred-to resource would have been contacted. 

Table A.4.3.1.1-5: 202 Accepted (S-CSCF of UE#2 to I-CSCF)

SIP/2.0 202 Accepted

Via: SIP/2.0/UDP icscf2.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:pcscf2.visited2.net;lr>, <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Smith" <sip:user2_public1@home2.net>, <tel:+1-212-555-2222>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024";F; orig-ioi=home1.net; term-ioi=home2.net

P-Charging-Function-Addresses: ccf=[5555::b99:c88:d77:e66]; ccf=[5555::a55:b44:c33:d22]; ecf=[5555::1ff:2ee:3dd:4cc]; ecf=[5555::6aa:7bb:8cc:9dd]
Privacy:none

From: <sip:user1_public1@home1.net>;tag=171828

To: <sip:user2_public1@home2.net>;tag=151170

Call-ID: cb03a0s09a2sdfglkj490333

CSeq: 127 REFER

Contact: <sip:[5555::eee:fff:aaa:bbb]:8805;comp=sigcomp>
Content-Length:0

8.
202 Accepted (I-CSCF to S-CSCF) - see example in Table A.4.3.1.1-6



I-CSCF forwards the response to the S-CSCF. 

Table A.4.3.1.1-6: 202 Accepted (I-CSCF to S-CSCF)

SIP/2.0 202 Accepted

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

P-Asserted-Identity: 

P-Charging-Vector:

Privacy:  
From: 

To: 

Call-ID: 

CSeq: 

Contact:

Content-Length:

9.
202 Accepted (S-CSCF to P-CSCF) - see example in Table A.4.3.1.1-7


S-CSCF forwards the response to P-CSCF.

Table A.4.3.1.1-7: 202 Accepted (S-CSCF to P-CSCF)

SIP/2.0 202 Accepted

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

P-Asserted-Identity: 

P-Charging-Vector: 

Privacy:

From: 

To: 

Call-ID: 

CSeq:

Contact: 

Content-Length:

10.
202 Accepted (P-CSCF to UE#1) - see example in Table A.4.3.1.1-8


P-CSCF forwards the response to the UE.

Table 6.3.3.1-8: 202 Accepted (P-CSCF to UE#1)

SIP/2.0 202 Accepted

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:pcscf2.visited2.net;lr>, <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

P-Asserted-Identity:

Privacy:

From: 

To:

Call-ID: 

CSeq: 

Contact:

Content-Length:0

11.
NOTIFY (from S-CSCF of UE#2 to S-CSCF) - see example in Table A.4.3.1.1-9


S-SCSF receives a NOTIFY message corresponding the the REFER request. The NOTIFY contains information about the progress of the REFER processing. The body of the NOTIFY message contains a fragment of the response as received by the notifying UE for the request that was initiated due to the REFER request. The NOTIFY is forwarded to the P-CSCF.

Table A.4.3.1.1-9: NOTIFY (from S-CSCF of UE#2 to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf2.home2.net;branch= z9hG4bK764z87.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 68

Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

To: <sip:user1_public1@home1.net>;tag=171828

From: <sip:user2_public1@home2.net>;tag=151170

Call-ID: cb03a0s09a2sdfglkj490333

CSeq: 42 NOTIFY

Subscription-State: active;expires:7200

Event: refer 

Contact: sip:[5555::eee:fff:aaa:bbb]:8805;comp=sigcomp 

Content-Length: (…)

Content-Type: message/sipfrag

SIP/2.0 100 Trying

To:
matches the From field of the original REFER message.

From: 
matches the To field of the original REFER message.

Call-ID: 
matches the Call-ID of the original REFER message.

12.
NOTIFY (from S-CSCF to P-CSCF) - see example in Table A.4.3.1.1-10


S-CSCF forwards the message to P-CSCF.

Table: A.4.3.1.1-10: NOTIFY (from S-CSCF to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK23436s.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK764z87.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 67

Route: <sip:pcscf1.visited1.net;lr>

To: 

From: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Length: (…)

Content-Type: 

(...)

13.
NOTIFY (from P-CSCF to UE#1) - see example in Table A.4.3.1.1-11.


P-CSCF forwards the message to UE#1.

Table A.4.3.1.1-11: NOTIFY (from P-CSCF to UE#1)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net:7531;comp=sigcomp;branch=z9hG4bK23433.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK23436s.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK764z87.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 66

To: 

From: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Length: (…)

Content-Type: 

(...)

14.
200 OK (UE to P-CSCF) – see example in Table A.4.3.1.1-12.

The UE acknowledges the NOTIFY request with a 200 (OK) response to the P-CSCF.

Table A.4.3.1.1-12: 200 OK (UE to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net:7531;comp=sigcomp;branch=z9hG4bK23433.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK23436s.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK764z87.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

15.
200 OK (P-CSCF to S-CSCF) – see example in Table A.4.3.1.1-13.

The P-CSCF forwads the 200 OK response to the S-CSCF.

Table A.4.3.1.1-13: 200 OK (P-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK23436s.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK764z87.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

16.
200 OK (S-CSCF to S-CSCF of UE#2) – see example in Table A.4.3.1.1-14.

The S-CSCF forwards the 200 OK response to the S-CSCF of UE#2 according to the information in the Via field.

Table A.4.3.1.1-14: 200 OK (S-CSCF to S-CSCF of UE#2)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK764z87.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

17.
UE#2 joins the conference.

UE#2 joins the conference. The message flows are depicted in Subclause 6.3.2.

18.
NOTIFY (from S-CSCF of UE#2 to S-CSCF) - see example in Table A.4.3.1.1-15.


S-SCSF receives a NOTIFY message corresponding the the REFER request. 

Table A.4.3.1.1-15: NOTIFY (from S-CSCF of UE#2 to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK23d244.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 68

Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

To: <sip:user1_public1@home1.net>; tag=171828

From: <sip:user2_public1@home2.net>;tag=151170

Call-ID: cb03a0s09a2sdfglkj490333

CSeq: 43 NOTIFY

Subscription-State: terminated

Event: refer 

Contact: 

Content-Length: (…)

Content-Type: message/sipfrag

SIP/2.0 200 OK

To:
matches the From field of the original REFER message.

From: 
matches the To field of the original REFER message.

Call-ID: 
matches the Call-ID of the original REFER message.

Subscription-State: indicates that the implicit subscription to the REFER event has been terminated.

19. NOTIFY (from S-CSCF to P-CSCF) - see example in Table A.4.3.1.1-16.


S-CSCF forwards the message to P-CSCF.

Table A.4.3.1.1-16: NOTIFY (from S-CSCF to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK23436s.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK23d244.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 67

Route: <sip:pcscf1.visited1.net;lr>

To: 

From: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Length: (…)

Content-Type: 

(...)

20.
NOTIFY (from P-CSCF to UE#1) - see example in Table A.4.3.1.1-17.


P-CSCF forwards the message to UE#1.

Table A.4.3.1.1-17: NOTIFY (from P-CSCF to UE#1)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net:7531;comp=sigcomp;branch=z9hG4bK23433.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK23436s.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK23d244.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 66

To: 

From: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Length: (…)

Content-Type: 

(...)

21.
200 OK (UE to P-CSCF) – see example in Table A.4.3.1.1-18.

The UE acknowledges the NOTIFY request with a 200 (OK) response to the P-CSCF.

Table A.4.3.1.1-18: 200 OK (UE to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net:7531;comp=sigcomp;branch=z9hG4bK23433.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK23436s.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK23d244.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

22.
200 OK (P-CSCF to S-CSCF) – see example in Table A.4.3.1.1-19.

The P-CSCF forwads the 200 OK response to the S-CSCF.

Table A.4.3.1.1-19: 200 OK (P-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK23436s.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK23d244.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

23.
200 OK (S-CSCF to S-CSCF of UE#2) – see example in Table A.4.3.1.1-20.

The S-CSCF forwards the 200 OK response to the home network of UE#2 according to the information in the Via field.

Table A.4.3.1.1-20: 200 OK (S-CSCF to S-SCSF of UE#2)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK23d244.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

A.4.3.1.2
User getting invited to a conference

Figure A.4.3.1.2-1 shows how UE#2 gets invited to a conference by receiving a REFER message. The REFER contains the Conference URI where UE#2 should use when joining the conference. 
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Figure A.4.3.1.2-1: User getting invited to a conference by receiving a REFER.

The details of the flows are as follows: 

1.
REFER (S-CSCF of UE#1 to I-CSCF) - see example in table A.4.3.1.2-1


REFER message is sent by the S-CSCF of UE#1 to UE#2 home network. S-SCSF of UE#1 has resolved the address of I-CSCF as the entry point to UE#2 home network. See Subclause 6.3.3.1.1 for originating side of the call flow. 

Table A.4.3.1.2-1: REFER (S-CSCF of UE#1 to I-CSCF)

REFER sip:user2_public1@home2.net SIP/2.0 

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>, <tel:+358-50-4821437>

P-Charging-Vector:  icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net
Privacy: none

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:user2_public1@home2.net>

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 127 REFER

Refer-To: <sip:conference1@mrfc1.home1.net;isfocus;method=INVITE>

Contact: <sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp>

Content-Length: 0

Request-URI:
contains the public user identity of UE#2.

Via:
contains the IP addresses or FQDNs of visited nodes.

P-Asserted-Identity: The S-CSCF has inserted UE#1 TEL URL to the P-Asserted-Identity header in order that the TEL URL is known to the UE#2 home network.

Privacy:
UE#1 does not require privacy, therefore the Privacy header is set to the value “none” as specified in RFC 3325 [17] and RFC 3323 [13].

From:
the user does not require privacy, the From header contains the value requested by the user.

To:
same as the Request-URI.

Cseq:
is a random starting number.

Refer-To:
contains the conference URI as learned during the conference establishment, including the isfocus parameter. Additionally the method parameter indicates that the other user shall send an INVITE request to this conference URI.

Contact:
is a SIP URI that contains the IP address or FQDN of the originating UE.

The message does not contain a body.

2.
I-CSCF performs HSS query


I-CSCF performs HSS query to find out the S-CSCF serving UE#2.

3.
REFER (I-CSCF to S-CSCF) - see example in Table A.4.3.1.2-2



After finding out the S-CSCF assigned to UE#2, I-CSCF forwards the REFER request to that S-CSCF. I-CSCF does not add itself to the Record-route since it does not have to remain on the signalling path for subsequent requests within the same dialog.

Table A.4.3.1.2-2: REFER (I-CSCF to S-CSCF)

REFER sip:user2_public1@home2.net SIP/2.0 

Via: SIP/2.0/UDP icscf2.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 67

Record-Route: 

Route: <sip:scscf2.home2.net;lr>

P-Asserted-Identity: 

P-Charging-Vector:  

Privacy: 

From: 

To: 

Call-ID: 

Cseq: 

Refer-To: 

Contact: 

Content-Length: 

(...)

Route:
I-CSCF adds S-CSCF to the Route header.
4.
Evaluation of initial Filter Criteria


S-CSCF validates the service profile of this subscriber, and evaluates the initial Filter Criteria.

5.
REFER (S-CSCF to P-CSCF) - see example in Table A.4.3.1.2-3


S-CSCF remembers (from registration procedures) the contact address of UE#2 and determins the P-CSCF assigned for UE#2 and routes message there.

Table A.4.3.1.2-3: REFER (S-CSCF to P-CSCF)

REFER sip:[5555::eeee:ffff:aaaa:bbbb]:8805;comp=sigcomp SIP/2.0 

Via: SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK234974.3, SIP/2.0/UDP icscf2.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 66

Record-Route: <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>
Route: <pcscf2.visited2.net;lr>

P-Asserted-Identity: 

P-Charging-Vector:  

Privacy: 

From: 

To: 

Call-ID: 

Cseq: 

Refer-To: 

Contact: 

P-Called-Party-ID: <sip:user2_public1@home2.net>

Content-Length: 

(...)

P-Called-Party-ID:
Contains the dialled URL with its parameters.
6.
REFER (P-CSCF to UE#2) - see example in Table A.4.3.1.2-4


P-CSCF forwards the request to UE#2.

Table A.4.3.1.2-4: REFER (P-CSCF to UE#2)

REFER sip:[5555::eeee:ffff:aaaa:bbbb]:8805;comp=sigcomp SIP/2.0 

Via: SIP/2.0/UDP pcscf2.visited2.net:5088;comp=sigcomp;branch=z9hG4bK249354.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK234974.3, SIP/2.0/UDP icscf2.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 65

Record-Route: <sip:pcscf2.visited2.net:5088;lr;comp=sigcomp>, <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>
P-Asserted-Identity: 

Privacy: 

From: 

To: 

Call-ID: 

Cseq: 

Refer-To: 

Contact: 

P-Called-Party-ID: 

Content-Length: 

(...)

7.
202 Accepted (UE#2 to P-CSCF) - see example in table A.4.3.1.2-5



UE# accepts the REFER request by sending a 202 Accepted response. 

Table A.4.3.1.2-5: 202 Accepted (UE#2 to P-CSCF)

SIP/2.0 202 Accepted

Via: SIP/2.0/UDP pcscf2.visited2.net:5088;comp=sigcomp;branch=z9hG4bK249354.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK234974.3, SIP/2.0/UDP icscf2.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:pcscf2.visited2.net:5088;lr;comp=sigcomp>, <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Privacy=none
From: 

To: <sip:user2_public1@home2.net>;tag=151170

Call-ID: 

CSeq:

Contact: <sip:[5555::eee:fff:aaa:bbb]:8805;comp=sigcomp>
Content-Length:0

To: 
UE#2 has appended the tag to the original To-header.

Contact:
Contains the UE#2 contact address.

8.
202 Accepted (P-CSCF to S-CSCF) - see example in Table A.4.3.1.2-6



P-CSCF forwards the response to the S-CSCF. 

Table A.4.3.1.2-6: 202 Accepted (P-CSCF to S-CSCF)

SIP/2.0 202 Accepted

Via: scscf2.home2.net;branch=z9hG4bK234974.3, SIP/2.0/UDP icscf2.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:pcscf2.visited2.net;lr>, <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>
P-Asserted-Identity: "John Smith" <sip:user2_public1@home2.net 

P-Access-Network-Info: 

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; 
Privacy:

From: 

To:

Call-ID: 

CSeq: 

Contact:

Content-Length:0

Record-Route:
The P-CSCF rewrites the Record-Route header field value to remove the port number used for the security association and the comp=sigcomp parameter from its own URI

9.
202 Accepted (S-CSCF to I-CSCF) - see example in Table A.4.3.1.2-7


S-CSCF forwards the response to I-CSCF.

Table A.4.3.1.2-7: 202 Accepted (S-CSCF to I-CSCF)

SIP/2.0 202 Accepted

Via: SIP/2.0/UDP icscf2.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route:

P-Asserted-Identity: "John Smith" <sip:user2_public1@home2.net>, <tel:+1-212-555-2222>

P-Charging-Vector: icid-value=1234bcd9876e; ; orig-ioi=home1.net; term-ioi=home2.net 

P-Charging-Function-Addresses: ccf=[5555::b99:c88:d77:e66]; ccf=[5555::a55:b44:c33:d22]; ecf=[5555::1ff:2ee:3dd:4cc]; ecf=[5555::6aa:7bb:8cc:9dd]

Privacy:

From: 

To:

Call-ID: 

CSeq: 

Contact: 

Content-Length:0

S-CSCF adds charging related headers to the 202 Accepted message before forwarding it to I-CSCF. S-CSCF also adds the Tel-URL to the P-Asserted-Identity header.

10.
202 Accepted (I-CSCF to UE#1 home network) - see example in Table A.4.3.1.2-8


I-CSCF forwards the response to S-CSCF of UE#1.

Table A.4.3.1.2-8: 202 Accepted (I-CSCF to S-CSCF of UE#1)

SIP/2.0 202 Accepted

Via: scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route:

P-Asserted-Identity:

P-Charging-Vector:

Privacy:

From: 

To:

Call-ID: 

CSeq: 

Contact: 

Content-Length:0

11.
NOTIFY (from UE#2 to P-CSCF) - see example in Table A.4.3.1.2-9


According to [RFC3515], UE#2 creates a subscription and sends a notification of the status of the refer.

Table A.4.3.1.2-9: NOTIFY (from UE#2 to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 70

Route: <sip:pcscf2.home2.net:5088;lr>,<sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

To: <sip:user1_public1@home1.net>;tag=171828

From: <sip:user2_public1@home2.net>;tag=151170

Call-ID: cb03a0s09a2sdfglkj490333

CSeq: 42 NOTIFY

Subscription-State: active;expires:7200

Event: refer 

Contact: sip:[5555::eeee:ffff:aaaa:bbbb]:8805;comp=sigcomp

Content-Length: (…)

Content-Type: message/sipfrag

SIP/2.0 100 Trying 

To:
matches the From field of the original REFER message.

From: 
matches the To field of the original REFER message.

Call-ID: 
matches the Call-ID of the original REFER message.

12.
NOTIFY (from P-CSCF to S-CSCF) - see example in Table A.4.3.1.2-10


P-CSCF forwards the message to S-CSCF.

Table: A.4.3.1.2-10: NOTIFY (from P-CSCF to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 69

Route: <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

To: 

From: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Length: (…)

Content-Type: 

(...)

13.
NOTIFY (from S-CSCF to UE#1 home network) - see example in Table A.4.3.1.2-11.


S-CSCF forwards the message to UE#1 home network (S-CSCF#1).

Table A.4.3.1.2-11: NOTIFY (from S-CSCF to UE#1 home network)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK764z87.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 68

Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

To: 

From: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Length: (…)

Content-Type: 

(...)

14.
200 OK (S-CSCF of UE#1 to S-CSCF) – see example in Table A.4.3.1.2-12.

S-CSCF receives a 200 OK to NOTIFY from UE#1 home network.

Table A.4.3.1.2-12: 200 OK (S-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK764z87.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From: 

To: 

Call-ID:

CSeq:

Content-Length: 0

15.
200 OK (S-CSCF to P-CSCF) – see example in Table A.4.3.1.2-13.

The S-CSCF forwads the 200 OK response to the P-CSCF.

Table A.4.3.1.2-13: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

16.
200 OK (P-CSCF to UE#2) – see example in Table A.4.3.1.2-14.

The P-CSCF forwards the 200 OK response to UE#2.

Table A.4.3.1.2-14: 200 OK (P-CSCF to UE#2)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

17.
UE#2 joins the conference.

UE#2 joins the conference. The message flows are depicted in Subclause 6.3.2.

18.
NOTIFY (from UE#2 to P-CSCF) - see example in Table A.4.3.1.2-15.


P-SCSF receives a NOTIFY from UE#2 indicating the status of the refer. 

Table A.4.3.1.2-15: NOTIFY (from UE#2 to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 70

Route: <sip:pcscf2.visited2.net:5088;lr>,<sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

To: <sip:user1_public1@home1.net>; tag=171828

From: <sip:user2_public1@home2.net>;tag=151170

Call-ID: cb03a0s09a2sdfglkj490333

CSeq: 43 NOTIFY

Subscription-State: terminated

Event: refer 

Contact: 

Content-Length: (…)

Content-Type: message/sipfrag

SIP/2.0 200 OK

To:
matches the From field of the original REFER message.

From: 
matches the To field of the original REFER message.

Call-ID: 
matches the Call-ID of the original REFER message.

Subscription-State: indicates that the implicit subscription to the REFER event has been terminated.

19. NOTIFY (from P-CSCF to S-CSCF) - see example in Table A.4.3.1.2-16.


P-CSCF forwards the message to S-CSCF.

Table A.4.3.1.2-16: NOTIFY (from P-CSCF to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 69

Route: <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

To: 

From: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Length: (…)

Content-Type: 

(...)

20.
NOTIFY (from S-CSCF to S-CSCF of UE#1) - see example in Table A.4.3.1.2-17.


S-CSCF forwards the message to UE#1 home network.

Table A.4.3.1.2-17: NOTIFY (from S-CSCF to S-CSCF of UE#1)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK23d244.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

Max-Forwards: 68

Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

To: 

From: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Length: (…)

Content-Type: 

(...)

21.
200 OK (S-CSCF of UE#1 to S-CSCF) – see example in Table A.4.3.1.2-18.

S-CSCF receives a 200 OK to NOTIFY from UE#1 home network.

Table A.4.3.1.2-18: 200 OK (S-CSCF of UE#1 to S-CSCF)

SIP/2.0 200 OK


Via: SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK23d244.1, SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

22.
200 OK (P-CSCF to S-CSCF) – see example in Table A.4.3.1.2-19.

The S-CSCF forwads the 200 OK response to the P-CSCF.

Table A.4.3.1.2-19: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf2.visited2.net;branch=z9hG4bK234223.1, SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

23.
200 OK (P-CSCF to UE#2) – see example in Table A.4.3.1.2-20.

The P-CSCF forwards the 200 OK response to UE#2.

Table A.4.3.1.2-20: 200 OK (P-CSCF UE#2)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::eee:fff:aaa:bbb]:8805;comp=sigcomp;branch=z9hG4bK23dh42.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0
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Figure A.5.2.1-1: User subscribing to conference state event package – user in a different network

Figure A.5.2.1-1 shows an IMS user subscribing to the conference state event for a specific conference that is provided at a MRFC/AS located in another network. The conference URI, which is used for subscription to the conference event package, does include a FQDN in the host part in this example.

The details of the flows are as follows: 

1.
SUBSCRIBE (UE to P-CSCF) - see example in table A.5.2.1-1


A user agent wants to get informed about the state of a certain conference, the involved users and their related media states. The conference is identified by a conference URI. In order to initiate a subscription to the MRFC/AS, the UE generates a SUBSCRIBE request containing the 'conference' event, together with the length of time this periodic subscription should last. For this example it is assumed that the UE is only interested in information about "membership" and "basic media".

Table A.5.2.1-1: SUBSCRIBE (UE to P-CSCF)

SUBSCRIBE sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: <sip:user1_public1@home1.net>

Privacy: none

From: <sip:user1_public1@home1.net>;tag=31415

To: <sip:conference1@mrfc2.home2.net>

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 61 SUBSCRIBE

Require: sec-agree

Proxy-Require: sec-agree
Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531
Event: conference;recurse;type="membership,basic-media"

Expires: 7200

Accept: application/conference-info+xml

Contact: <sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp>

Content-Length: 0

Request-URI:
contains the conference URI.

Route:
The Route header is populated with the service route from registration.

Privacy:
the user does not require privacy, therefore the Privacy header is set to the value “none” as specified in RFC 3325 [17] and RFC 3323 [13].

P-Preferred-Identity: the user provides a hint about the identity to be used for this session.

From:
the user does not require privacy, the From header contains the value requested by the user.

Event:
This field is populated with the value 'conference;recurse;type="membership,basic-media"' to specify the use of the conference state event package and to indicate that also the participants of conferences that act as participants to this conference shall be listed. The type parameter is used to indicate what conference information is requested.

Accept:
This field is populated with the value 'application/conference-info+xml'.

To:
same as the Request-URI.

Contact:
is a SIP URI that contains the IP address or FQDN of the originating UE.

2.
SUBSCRIBE (P-CSCF to S-CSCF) - see example in table A.5.2.1-2

The P-CSCF adds itself to the Record-Route header and Via header. As the request is forwarded to an interface that is not compressed, the own P-CSCF SIP URI does not contain the "comp=sigcomp" parameter.


The P-CSCF removes the Security-Verify header and associated "sec-agree" option-tags prior to forwarding the request. As the Proxy-Require header is empty, it removes this header completely.


The SUBSCRIBE request is forwarded to the S-CSCF.

Table A.5.2.1-2: SUBSCRIBE (P-CSCF to S-CSCF)

SUBSCRIBE sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

P-Access-Network-Info: 

Max-Forwards: 69

P-Asserted-Identity: <sip:user1_public1@home1.net> 

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"
Privacy: 

Route: <sip:orig@scscf1.home1.net;lr>

Record-Route: <sip:pcscf1.visited1.net;lr>

From: 

To: 

Call-ID: 

CSeq: 

Event:

Expires: 

Accept:

Contact:

Content-Length:

P-Asserted-Identity: P-CSCF inserts the SIP URI in the P-Asserted-Identity header field and it also removes P-Preferred-Identity header field. 

P-Charging-Vector: The P-CSCF inserts this header and populates the icid parameters with a globally unique value
3.
Evaluation of initial filter criteria

S-CSCF validates the service profile of this subscriber and evaluates the initial filter criteria.

4.
SUBSCRIBE (S-CSCF to MRFC/AS) - see example in table A.5.2.1-4
S-CSCF forwards the SUBSCRIBE request to the MRFC/AS based on the request URI of the SUBSCRIBE request. The S-CSCF does not re-write the request URI.

Table A.5.2.1-4: SUBSCRIBE request (S-CSCF to MRFC/AS)

SUBSCRIBE sip:conference1@mrfc2.home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK351g45.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 67

P-Asserted-Identity: 

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net

Privacy:

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1;lr>

From: 

To: 

Call-ID: 

CSeq: 

Event:

Expires: 

Accept:

Contact:

Content-Length: 

P-Charging-Vector: The S-CSCF adds the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.
5.
200 OK (MRFC/AS to S-CSCF) – see example in table A.5.2.1-5 (related to table A.5.2.1-4)

The MRFC/AS performs the necessary authorisation checks on the originator to ensure that he/she is allowed to subscribe to this specific conference. In this example the conditions have been met, so the MRFC/AS acknowledges the SUBSCRIBE request (6) with a 200 (OK) response. 

Table A.5.2.1-5: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK351g45.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net; term-ioi=home2.net

From: 

To: <sip:conference1@mrfc2.home2.net>;tag=151170

Call-ID: 

CSeq:

Event: 

Expires: 

Contact: <sip:conference1@mrfc2.home2.net>

Content-Length: 

6.
200 OK (S-CSCF to P-CSCF) - see example in table A.5.2.1-6
S-CSCF forwards the 200 (OK) response to P-CSCF.

Table A.5.2.1-6: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"
From: 

To: 

Call-ID: 

CSeq:

Event: 

Expires: 

Contact: 

Content-Length: 

7.
200 OK (P-CSCF to UE) - see example in table A.5.2.1-7

P-CSCF forwards the 200 OK response to UE.

Table A.5.2.1-7: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: 

From: 

To: 

Call-ID: 

CSeq:

Event: 

Expires: 

Contact: 

Content-Length: 

8.
NOTIFY (MRFC/AS to S-CSCF) – see example in table A.5.2.1-8 

The MRFC/AS generates a NOTIFY message that includes information about all participants that the subscribing user is allowed to see. The information about one participant includes 

- 
the SIP URI identifying the user;

-
the dialog state associated for that users attachment to the conference;

- 
the users status in the conference (active, declined, departed); and

- 
the users status in terms of receiving media in the conference.

Table A.5.2.1-8: NOTIFY (MRFC/AS to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP mrfc2.home2.net;branch=z9hG4bK348923.1

Max-Forwards: 70

Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: <sip:conference1@mrfc2.home2.net>;tag=151170 

To: <sip:user1_public1@home1.net>;tag=31415

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 42 NOTIFY

Subscription-State: active ;expires=7200

Event: conference;recurse

Contact: <sip:conference1@mrfc2.home2.net>

Content-Type: application/conference-info+xml

Content-Length: (...)

   <?xml version="1.0" encoding="UTF-8"?>

   <conference-info   version="0" 

                      state="full" 

                      entity="conference1@mrfc2.home2.net" 

                      xmlns="urn:ietf:params:xml:ns:conference-info">

     <user uri="sip:user1_public1@home1.net" display-name="John Doe">

       <status>active</status>

       <media-status>

         <media-stream media-type="audio"/>

       </media-status>

     </user>

     <user uri="sip:user3_public1@home3.net" display-name="Simon Moon">

       <status>active</status>

     </user>

   </conference-info>

From:
The tag of this field matches that of the To; field in the received 200 (OK) for the SUBSCRIBE.

Content-Type:
Set to the value of the Accept: header received in the SUBSCRIBE request. 


The message body in the NOTIFY request that carries the conference state information of the conference participants is formed as indicated in draft-ietf-sipping-conference-package-00 [7.82].

9.
NOTIFY (S-CSCF to P-CSCF) – see example in table A.5.2.1-9

The S-CSCF forwards the NOTIFY request to the P-CSCF.

Table A.5.2.1-9: NOTIFY (S-CSCF to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1,
SIP/2.0/UDP mrfc2.home2.net;branch=z9hG4bK348923.1

Max-Forwards: 69

Route: <sip:pcscf1.visited1.net;lr>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Type: 

Content-Length: 

(...)

10.
NOTIFY (P-CSCF to UE) – see example in table A.5.2.1-10

P-CSCF forwards the NOTIFY request to UE.

Table A.5.2.1-10: NOTIFY (P-CSCF to UE)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UPD scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc2.home2.net;branch=z9hG4bK348923.1

Max-Forwards: 68

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Type: 

Content-Length: 

(...)

11.
200 OK (UE to P-CSCF) – see example in table A.5.2.1-11 (related to table A.5.2.1-10)

The UE acknowledges the NOTIFY request with a 200 (OK) response to the P-CSCF.

Table A.5.2.1-11: 200 OK (UE to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UPD scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc2.home2.net;branch=z9hG4bK348923.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

12.
200 OK (P-CSCF to S-CSCF) – see example in table A.5.2.1-12

P-CSCF forwards the 200 (OK) response to the S-CSCF.

Table A.5.2.1-12: 200 OK (I-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UPD scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc2.home2.net;branch=z9hG4bK348923.1

From:

To:

Call-ID:

CSeq:

Content-Length: 

13.
200 OK (S-CSCF to MRFC/AS) – see example in table A.5.2.1-13

S-CSCF forwards the 200 (OK) response to the MRFC/AS.

Table A.5.2.1-13: 200 OK (S-CSCF to MRFC/AS)

SIP/2.0 200 OK

Via: SIP/2.0/UDP mrfc2.home2.net;branch=z9hG4bK348923.1

From:

To:

Call-ID:

CSeq:

Content-Length: 

A.6
Flows demonstrating a user leaving a conference

A.6.1
Introduction

A.6.2
User leaving the conference

A.6.2.1 
User in a different network

Figure A.6.2.1-1 shows an IMS user leaving a conference. The example shows the flow for the user, who crated the conference with a conference-factory URI. For this example it is assume that the user is subscribed to the conference state event package at the MRFC/AS.
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Figure A.6.2.1-1. User leaving a conference

The details of the flows are as follows.

1. BYE (UE to P-CSCF) – see example in Table A.6.2.1-1

A user agent wants to leave a conference. For this purpose the user agent sends a BYE message to the P-CSCF with the Conference-URI as the Request-URI.


Table A.6.2.1-1: BYE (UE to P-CSCF)

BYE sip:conference1@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

From: <sip:user1_public1@home1.net>; tag=171828

To: <sip:conference-factory1@mrfc1.home1.net>; tag=314159

Call-ID: cb03a0s09a2sdfglkj490333 

Require: sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi=87654321; port-c=8642; port-s=7531

Cseq: 153 BYE


Content-Length: 0

Request-URI:
contains the value of the Conference-URI as learned during conference creation.

Via:
contains the IP address or FQDN of the originating UE.

To:
contains the conference-factory URI, that was used by this user to create the conference.

From:/To:/Call-ID:
the example contents of the From header, the To header and Call-ID header are used to identify the session being cleared, and therefore are identical to those of the previously received response for that session, so that they include any tag parameters.

CSeq:
the content of the Cseq header must have a higher sequence number than the previous transaction. Here it is assumed that a Cseq value no greater than 152 has been previously used.

2.
Remove resource reservation


The P-CSCF removes the authorization for resources that had previously been issued for this endpoint for this session. This step will also result in a release indication to the GPRS subsystem to confirm that the IP bearers associated with the session have been deleted. 

3.
BYE (P-CSCF to S-CSCF) - see example in table A.6.2.1-2

The P-CSCF removes the Security-Verify header, and the sec-agree tag from the Require and Proxy-Require headers. As the Require and Proxy-Require headers are empty, it removes these headers completely.


Table A.6.2.1-2: BYE (P-CSCF to S-CSCF)

BYE sip:conference1@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

Route: <sip:orig@scscf1.home1.net;lr>

P-Access-Network-Info:

From:

To: 

Call-ID: 

Cseq: 

Content-Length: 0

4.
BYE (S-CSCF to MRFC/AS) - see example in table A.6.2.1-3

The S-CSCF forwards the BYE to the MRFC/AS.


Table A.6.2.1-3: BYE (S-CSCF to MFRC/AS)

BYE sip:conference1@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

From:

To: 

Call-ID: 

Cseq:


Content-Length:

5.
H.248 interaction to release resources

MRFC/AS interacts with the MRFP to release the resources reserved for UE#1 in this conference.

6.
200 OK (MRFC/AS to S-CSCF) - see example in table A.6.2.1-4

After succesfully releasing the resources from the MRFP, the MRFC/AS sends a 200 OK message to the S-CSCF.

Table A.6.2.1-4: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK
Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From:

To: 

Call-ID: 

Cseq:


Content-Length: 0

7.
200 OK (S-CSCF to P-CSCF) - see example in table A.6.2.1-5
S-CSCF forwards the 200 OK to the P-CSCF.

Table A.6.2.1-5: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK
Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From:

To: 

Call-ID: 

Cseq:


Content-Length: 0

8.
200 OK (P-CSCF to UE) - see example in table A.6.2.1-6
P-CSCF forwards the message to the UE.

Table A.6.2.1-6: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK
Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From:

To: 

Call-ID: 

Cseq:


Content-Length: 0

9.
NOTIFY (MRFC/AS to S-CSCF) – see example in table A.6.2.1-7 

The MRFC/AS generates a NOTIFY message to indicate that UE1 has left the conference.  

Table A.6.2.1-7: NOTIFY (MRFC/AS to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

Max-Forwards: 70

Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: <sip:conference1@mrfc1.home1.net>;tag=151170 

To: <sip:user1_public1@home1.net>;tag=31415

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 42 NOTIFY

Subscription-State: active ;expires=7200

Event: conference

Contact: <sip:conference1@mrfc1.home1.net>

Content-Type: application/conference-info+xml

Content-Length: (...)

   <?xml version="1.0" encoding="UTF-8"?>

   <conference-info   version="0" 

                      state="full" 

                      entity="conference1@mrfc1.home1.net" 

                      xmlns="urn:ietf:params:xml:ns:conference-info">

     <user uri="sip:user1_public1@home1.net" display-name="John Doe">

       <status>departed</status>

       <media-status>

         <media-stream media-type="audio"/>

       </media-status>

     </user>

     <user uri="sip:user3_public1@home3.net" display-name="Simon Moon">

       <status>active</status>

     </user>

   </conference-info>

From:
The tag of this field matches that of the To: field in the received 200 (OK) for the initial SUBSCRIBE.

To:
The tag of this field matches the of the From: field in the intial SUBSCRIBE.

Call-ID:
Matches that of the initial SUBSCRIBE.

Content-Type:
Set to the value of the Accept: header received in the SUBSCRIBE request. 

Subscription-State:

Set to the value "active", as the user stays still subscribed to the conference state event package. The BYE request does only terminate the session and INVITE created dialog, but not the subscription. 

Content-Type:
Set to the value of the Accept: header received in the SUBSCRIBE request. 


The message body in the NOTIFY request that carries the conference state information of the conference participants is formed as indicated in draft-ietf-sipping-conference-package-00 [7.82].

10. Other conference participants are notified

MRFC/AS similarly notifies other conference participants that have subscribed to the event notification service that UE1 has left the conference.

11.
NOTIFY (S-CSCF to P-CSCF) – see example in table A.6.2.1-9

The S-CSCF forwards the NOTIFY request to the P-CSCF.

Table A.6.2.1-9: NOTIFY (S-CSCF to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1,
SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

Max-Forwards: 69

Route: <sip:pcscf1.visited1.net;lr>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Type: 

Content-Length: 

(...)

12.
NOTIFY (P-CSCF to UE) – see example in table A.6.2.1-10

P-CSCF forwards the NOTIFY request to UE.

Table A.6.2.1-10: NOTIFY (P-CSCF to UE)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net:7531;comp=sigcomp;branch=z9hG4bK240f34.1, SIP/2.0/UPD scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

Max-Forwards: 68

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Type: 

Content-Length: 

(...)

13.
200 OK (UE to P-CSCF) – see example in table A.6.2.1-11 (related to table A.6.2.1-10)

The UE acknowledges the NOTIFY request with a 200 (OK) response to the P-CSCF.

Table A.6.2.1-11: 200 OK (UE to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net:7531;comp=sigcomp;branch=z9hG4bK240f34.1, SIP/2.0/UPD scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

14.
200 OK (P-CSCF to S-CSCF) – see example in table A.6.2.1-12

P-CSCF forwards the 200 (OK) response to the S-CSCF.

Table A.6.2.1-12: 200 OK (P-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UPD scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

From:

To:

Call-ID:

CSeq:

Content-Length: 

15.
200 OK (S-CSCF to MRFC/AS) – see example in table A.6.2.1-13

S-CSCF forwards the 200 (OK) response to the MRFC/AS.

Table A.6.2.1-13: 200 OK (S-CSCF to MRFC/AS)

SIP/2.0 200 OK

Via: SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

From:

To:

Call-ID:

CSeq:

Content-Length:

16.
SUBSCRIBE (UE to P-CSCF) - see example in table A.6.2.1-14


User agent wants to terminate the subscription to the conference state event package. Therefore, it sends a SUBSCRIBE request to the P-CSCF with Expires: value of 0.

Table A.6.2.1-14: SUBSCRIBE (UE to P-CSCF)

SUBSCRIBE sip:conference1@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

Privacy: none

From: <sip:user1_public1@home1.net>;tag=31415

To: <sip:conference1@mrfc1.home1.net>;tag=151170

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 62 SUBSCRIBE

Event: conference

Expires: 0

Content-Length: 0

Request-URI:
contains the conference URI.

Route:
The Route header is populated with the recorded route that was recorded during the initial subscription.

Privacy:
the user does not require privacy, therefore the Privacy header is set to the value “none” as specified in RFC 3325 [17] and RFC 3323 [13].

From:
The tag value in this header field matches that of the initial SUBSCRIBE.

To:
The tag value in this header field matches that of the 200 OK to the intial SUBSCRIBE.

Call-ID:
Matches that of the initial SUBSCRIBE.

Event:
Identifies the event notification package.

Exprires:
A value of 0 indicates that the UE would like to unsubscribe from the notification service.

17.
SUBSCRIBE (P-CSCF to S-CSCF) - see example in table A.6.2.1-15

The SUBSCRIBE request is forwarded to the S-CSCF.

Table A.6.2.1-15: SUBSCRIBE (P-CSCF to S-CSCF)

SUBSCRIBE sip:conference1@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 69

Privacy: 

Route: <sip:orig@scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

CSeq: 

Event:

Expires: 

18.
SUBSCRIBE (S-CSCF to MRFC/AS) - see example in table A.6.2.1-16

The SUBSCRIBE request is forwarded to the MRFC/AS.

Table A.6.2.1-16: SUBSCRIBE (S-CSCF to MRFC/AS)

SUBSCRIBE sip:conference1@mrfc1.home1.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK351g45.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

Privacy: 

From: 

To: 

Call-ID: 

CSeq: 

Event:

Expires: 

19.
200 OK (MRFC/AS to S-CSCF) – see example in table A.6.2.1-17 (related to table A.6.2.1-16)

The MRFC/AS removes the UE from the conference notification service and sends back a 200 OK message to the SUBSCRIBE. 

Table A.6.2.1-17: 200 OK (MRFC/AS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK351g45.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

Content-Length: 

20.
200 OK (S-CSCF to P-CSCF) – see example in table A.6.2.1-18 

S-CSCF forwards the message to P-CSCF. 

Table A.6.2.1-18: 200 OK (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

Content-Length: 

21.
200 OK (P-CSCF to UE) – see example in table A.6.2.1-19 

P-CSCF forwards the message to UE. 

Table A.6.2.1-19: 200 OK (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

From: 

To: 

Call-ID: 

Content-Length: 

22.
NOTIFY (MRFC/AS to S-CSCF) – see example in table A.6.2.1-20 

The MRFC/AS generates a NOTIFY that confirmes that the subscription to the conference notification service is terminated. 

Table A.6.2.1-20: NOTIFY (MRFC/AS to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

Max-Forwards: 70

Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: <sip:conference1@mrfc1.home1.net>;tag=151170 

To: <sip:user1_public1@home1.net>;tag=31415

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 43 NOTIFY

Subscription-State: terminated

Event: conference

Contact: <sip:conference1@mrfc1.home1.net>

Content-Length: 0

From:
The tag of this field matches that of the To: field in the received 200 (OK) for the SUBSCRIBE.

To:
The tag of this field matches the of the From: field in the intial SUBSCRIBE.

Call-ID:
Matches that of the initial SUBSCRIBE.

Content-Type:
Set to the value of the Accept: header received in the SUBSCRIBE request. 

Subscription-State: Value of “terminated” indicates that the UE has been unsubscribed from the conference notification service.

23.
NOTIFY (S-CSCF to P-CSCF) – see example in table A.6.2.1-21

The S-CSCF forwards the NOTIFY request to the P-CSCF.

Table A.6.2.1-21: NOTIFY (S-CSCF to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1,
SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

Max-Forwards: 69

Route: <sip:pcscf1.visited1.net;lr>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Length: 

24.
NOTIFY (P-CSCF to UE) – see example in table A.6.2.1-22

P-CSCF forwards the NOTIFY request to UE.

Table A.6.2.1-22: NOTIFY (P-CSCF to UE)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net:7531;comp=sigcomp;branch=z9hG4bK240f34.1, SIP/2.0/UPD scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

Max-Forwards: 68

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State: 

Event: 

Contact: 

Content-Length: 0

25.
200 OK (UE to P-CSCF) – see example in table A.6.2.1-23 (related to table A.6.2.1-22)

The UE acknowledges the NOTIFY request with a 200 (OK) response to the P-CSCF.

Table A.6.2.1-23: 200 OK (UE to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net:7531;comp=sigcomp;branch=z9hG4bK240f34.1, SIP/2.0/UPD scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

From:

To:

Call-ID:

CSeq:

Content-Length: 0

26.
200 OK (P-CSCF to S-CSCF) – see example in table A.6.2.1-24

P-CSCF forwards the 200 (OK) response to the S-CSCF.

Table A.6.2.1-24: 200 OK (P-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UPD scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

From:

To:

Call-ID:

CSeq:

Content-Length: 

27.
200 OK (S-CSCF to MRFC/AS) – see example in table A.6.2.1-25

S-CSCF forwards the 200 (OK) response to the MRFC/AS.

Table A.6.2.1-25: 200 OK (S-CSCF to MRFC/AS)

SIP/2.0 200 OK

Via: SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

From:

To:

Call-ID:

CSeq:

Content-Length:

A.6.3
User requesting the IMS to remove another user from conference

A.6.3.1 
User in a different network

A.6.4
MRFC/AS drops a user from a conference

A.6.4.1 
User in a different network

Figure A.6.4.1-1 shows an MRFC/AS dropping a user from a conference.
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Figure A.6.4.1-1. MRFC/AS dropping a user from a conference

The details of the flows are as follows.

1. BYE (MRFC/AS to S-CSCF) – see example in Table A.6.4.1-1

MRFC/AS decides to drop a user from a conference. The decision may be based on a change in the conference policy, because the conference lifetime is exceeded, or some other reason. 

The MRFC/AS issues a BYE request to the S-CSCF.


Table A.6.4.1-1: BYE (MRFC/AS to S-CSCF)

BYE sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0
Via: SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1
Max-Forwards: 70

Route: Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>
From: <sip:conference1@mrfc1.home1.net>; tag=314159

To: <sip:user1_public1@home1.net>; tag=171828
Call-ID: cb03a0s09a2sdfglkj490333 

Cseq: 73 BYE


Content-Length: 0

Request-URI:
contains the value of the Conference-URI as learned during conference creation.

Via:
contains the IP address or FQDN of the originating UE.

From:/To:/Call-ID:
the example contents of the From header, the To header and Call-ID header are used to identify the session being cleared, and therefore are identical to those of the previously received response for that session, so that they include any tag parameters.

CSeq:
the content of the Cseq header must have a higher sequence number than the previous transaction. Here it is assumed that a Cseq value no greater than 72 has been previously used.

2.
BYE (S-CSCF to P-CSCF) - see example in table A.6.4.1-2
The S-CSCF forwards the BYE request to the P-CSCF.


Table A.6.4.1-2: BYE (S-CSCF to P-CSCF)

BYE sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0
Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

Max-Forwards: 69

Route: <sip:pcscf1.visited1.net;lr>
From:

To: 

Call-ID: 

Cseq: 

Content-Length: 0

3.
Remove resource reservation


The P-CSCF removes the authorization for resources that had previously been issued for this endpoint for this session. This step will also result in a release indication to the GPRS subsystem to confirm that the IP bearers associated with the session have been deleted. 

4.
BYE (P-CSCF to UE) - see example in table A.6.4.1-3

The P-CSCF forwards the BYE to the UE.


Table A.6.4.1-3: BYE (P-CSCF to UE)

BYE sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0
Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1
Max-Forwards: 68

From:

To: 

Call-ID: 

Cseq:


Content-Length:

5.
200 OK (UE to P-CSCF) - see example in table A.6.4.1-4

After successfully releasing the resources from the MRFP, the MRFC/AS sends a 200 OK message to the S-CSCF.

Table A.6.4.1-4: 200 OK (UE to P-CSCF)

SIP/2.0 200 OK
Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1
From:

To: 

Call-ID: 

Cseq:


Content-Length: 0

6.
200 OK (P-CSCF to S-CSCF) - see example in table A.6.4.1-5
P-CSCF forwards the 200 OK to the S-CSCF.

Table A.6.4.1-5: 200 OK (P-CSCF to S-CSCF)

SIP/2.0 200 OK
Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1
From:

To: 

Call-ID: 

Cseq:


Content-Length: 0

7.
200 OK (S-CSCF to MRFC/AS) - see example in table A.6.4.1-6
S-CSCF forwards the message to the MRFC/AS.

Table A.6.4.1-6: 200 OK (S-CSCF to MRFC/AS)

SIP/2.0 200 OK
Via: SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

From:

To: 

Call-ID: 

Cseq:


Content-Length: 0

8.
H.248 interaction to release resources

MRFC/AS interacts with the MRFP to release the resources reserved for UE#1 in this conference.

9.
Event notification messages 
The MRFC/AS also terminates the user's subscription to the conference state event package. The message flow is identical to messages 6.5.2.1-22 to 6.5.2.1-27 in subclause 6.5.2.1. for an user leaving a conference.

A.7
Flows demonstrating conference termination

A.7.1 
Introduction

A.7.2
Last user leaving the conference 

A.7.2.1 
User in a different network

A.7.3
User requesting IMS to terminate the conference 

A.7.3.1 
User in a different network

A.8
Flows demonstrating usage of hold and resume during conferences

A.9
Flows demonstrating conference participation from non-IMS networks   

Annex B:
Bibliography
The following documents constitute essential reading for the understanding of the conferencing service, and its provision by SIP. Unless additionally included in clause 2 of this specification, they do not constitute provisions for the support of conferencing by SIP in the IM CN subsystem, or of the related technical specifications 3GPP TS 23.218, 3GPP TS 24.228 or 3GPP TS 24.229.
Editor's Note:
The material in this Annex will not be included in TS 23.218, TS 24.228 or TS 24.229.

Editor's Note:
IETF drafts included in this annex are not being tracked as part of the IETF 3GPP coordination process as until they appear as a normative reference in another document, 3GPP is not dependent on them.

Editor's Note: Some of the below listed IETF drafts have not been adopted as working group items up till now. They are listed here as they are part of the outcome of the IETF conference design team.

[B1]
IETF RFC 3261 (June 2002): "SIP: Session Initiation Protocol".

[B2]
IETF RFC 3265 (June 2002): "Session Initiation Protocol (SIP)-Specific Event Notification".

[B3]
"A Framework for Conferencing with the Session Initiation Protocol", J. Rosenberg, Internet-Draft, http://www.ietf.org/internet-drafts/draft-ietf-sipping-conferencing-framework-00.txt, February 2003

[B4]
"Session Initiation Protocol Call Control - Conferencing for User Agents", A. Johnston, O. Levin, Internet-Draft, http://www.ietf.org/internet-drafts/draft-ietf-sipping-cc-conferencing-00.txt, August 2003

[B5]
"Requirements for conference policy data", P. Koskelainen, Internet-Draft, http://www.ietf.org/internet-drafts/draft-koskelainen-sipping-conf-policy-req-00.txt, February 2003 

[B6]
"A Session Initiation Protocol (SIP) Event Package for Conference State", J. Rosenberg, H. Schulzrinne, Internet-Draft, http://www.ietf.org/internet-drafts/draft-ietf-sipping-conference-package-00.txt, June 2004

[B7]
"Requirements for Tightly Coupled SIP Conferencing", O. Levin, R. Even, Internet-Draft http://www.ietf.org/internet-drafts/draft-levin-sipping-conferencing-requirements-03.txt, March 2003

 [B8]
"Conferencing media policy requirements", R. Even, O. Levin, N. Ismail, Internet-Draft, http://www.ietf.org/internet-drafts/draft-even-sipping-media-policy-requirements-00.txt, February 2003

[B9]
"Requirements for Floor Control", P. Koskelainen, H. Schulzrinne, J. Ott, Internet-Draft, http://www.ietf.org/internet-drafts/draft-koskelainen-mmusic-floor-req-01.txt, October 2003

[B10]
"Use of Session Initiation Protocol (SIP) and Simple Object Access Protocol (SOAP) for Conference Floor Control", Wu, Koskelainen, Schulzrinne, Internet-Draft, http://www.ietf.org/internet-drafts/draft-wu-sipping-floor-control-04.txt, September 2003

[B11]
"Additional Requirements to Conferencing", Koskelainen, Schulzrinne, Wu, Internet-Draft, http://www.cs.columbia.edu/~petkos/draft-koskelainen-sipping-conf-requirements-00.txt, April 2002 

 [B12]
"Media Policy Manipulation in the Conference Policy Control Protocol", R. Mahy, N. Ismail, Internet-Draft, http://www.ietf.org/internet-drafts/draft-mahy-sipping-media-policy-control-00.txt, February 2003

Annex C:
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	17.03.03
	
	
	
	
	Version 0.0.0 Editor's 1st draft to CN1
	
	

	04.04.03
	
	
	
	
	Version 0.1.0 produced as a result of CN1#29.

TR number assigned by MCC.

Incorporating agreements from 
- N1-030541 - initial material 
- N1-030542 - structure of section 6 for call flows; and 

- N1-030565 - call flow for conference creation with conference-factory URI
	
	

	02.06.03
	
	
	
	
	Version 0.2.0 produced as a result of CN1#30

Incorporating agreements from

- N1-030602 – Flow: User joining a conference – flow 1

- N1-030775 – Update of references

- N1-030909 – Text: Generic Procedures for Conferencing

- N1-030910 – Flow: Update of conference factory URI flow

- N1-030913 – Flow: User joining a conference – flow 2

- N1-030914 – Flow: Subscription to conference event package

- N1-030936 – Text: Conference creation with conference factory 



URI

- N1-030937 – Text: User joining a conference

Updated subclause numbering as described in cover sheet
	
	N1-031121

	01.09.03
	
	
	
	
	Version 0.3.0 produced as a result of CN1#31

Incorporating agreements from:

- N1-031288 – Revised TR structure, to align with TS 24.124 

The following CR's were incorporated and the editor adopted their content / structure to the revised TR structure: 

- N1-031131 – Flow: User getting invited to conference

- N1-031134 – Text: Three way conference

- N1-031266 – Flow corrections

- N1-031268 – Text: Additions to clause 4 - Overview

- N1-031282 – Flow: Usage of "Type" parameter in subscription

- N1-031286 – Flow: Conference creation in other network

- N1-031291 – Text: User Authentication at AS

- N1-031322 – Text: AS invites other participant

- N1-031292 – Text: AS procedures: User subscribes to conf event

- N1-031293 – Text: User invites other user to conference (REFER)

- N1-031294 – Flow: User invites other user to conference

- N1-031297 – Flow: User leaving a conference

- N1-031298 – Flow: AS drops user from conference
	N1-031121
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	




















3GPP


_1122193968.vsd

_1123651617.vsd

_1123912276.vsd
UE#1�

P-CSCF�

MRFP�

MRFC/AS�

S-CSCF�

1. INVITE�

2. 100 Trying�

3. INVITE�

4. 100 Trying�

Visited Network


�

UE#1 Home Network



�

9. INVITE�

11. H.248 interaction to create conference connection resources for UE#1�

13. 183 Session Progress�

14. 183 Session Progress�

15. Authorize QoS resources�

16. 183 Session Progress�

17. PRACK�

18. Resource Reservation�

19. PRACK�

24. 200 OK�

22. 200 OK�

26. 200 OK�

6. INVITE�

7. 100 Trying�

20. PRACK�

27. UPDATE�

28. UPDATE�

29. UPDATE�

33. 200 OK�

34. 200 OK�

35. 200 OK�

5. Evaluation of initial Filter Criteria�

37. 200 OK�

38. 200 OK�

40. 200 OK�

41. ACK�

42. ACK�

43. ACK�

23. H.248 interaction to modify conference connection resources for UE#1�

32. H.248 interaction to connect through conference connection resources for UE#1�

39. Approval of QoS Commit�

I-CSCF�

database�

MRFC/AS Home Network


�

10. 100 Trying�

8. PSI location query�

12. 183 Session Progress�

21. PRACK�

25. 200 OK�

30. UPDATE�

31. 200 OK�

36. 200 OK�

44. ACK�


_1123911994.vsd
UE#1�

P-CSCF�

MRFC/AS�

S-CSCF�

1. SUBSCRIBE�

8. NOTIFY�

9. NOTIFY�

10. NOTIFY�

Visited Network


�

UE#1 Home Network



�

12. 200 OK�

13. 200 OK�

5. 200 OK�

7. 200 OK�

11. 200 OK�

3. Evaluation of initial Filter Criteria�

MRFC/AS Home Network


�

4. SUBSCRIBE�

6. 200 OK�

2. SUBSCRIBE�


_1122466519.vsd

_1122711007.vsd

_1116055271.vsd
UE#1�

P-CSCF�

MRFP�

MRFC/AS�

S-CSCF�

1. INVITE�

2. 100 Trying�

3. INVITE�

4. 100 Trying�

Visited Network


�

UE#1 Home Network



�

6. INVITE�

8. H.248 interaction to create conference connection resources for UE#1�

9. 183 Session Progress�

10. 183 Session Progress�

11. Authorize QoS resources�

12. 183 Session Progress�

13. PRACK�

14. Resource Reservation�

15. PRACK�

17. 200 OK�

20. 200 OK�

16. PRACK�

21. UPDATE�

22. UPDATE�

23. UPDATE�

26. 200 OK�

27. 200 OK�

5. Evaluation of initial Filter Criteria�

28. 200 OK�

29. 200 OK�

31. 200 OK�

32. ACK�

33. ACK�

34. ACK�

18. H.248 interaction to modify conference connection resources for UE#1�

25. H.248 interaction to connect through conference connection resources for UE#1�

30. Approval of QoS Commit�

MRFC/AS Home Network


�

7. 100 Trying�

19. 200 OK�

24. 200 OK�


_1122193056.vsd

_1110882679.vsd
UE#1�

P-CSCF�

S-CSCF�

MRFC/AS�

MRFP�

1. INVITE�

2. 100 Trying�

3. INVITE�

4. 100 Trying�

Home Network


�

Visited Network


�

8. Allocate Conference URI�

22. UPDATE�

23. UPDATE�

24. UPDATE�

25. 200 OK�

19. H.248 interaction to modify conference connection resources for UE#1�

26. H.248 interaction to connect through conference connection resources for UE#1�

9. H.248 interaction to create conference connection resources for UE#1�

10. 183 Session Progress�

11. 183 Session Progress�

12. Authorize QoS resources�

13. 183 Session Progress�

14. PRACK�

15. Resource Reservation�

16. PRACK�

27. 200 OK�

18. 200 OK�

20. 200 OK�

21. 200 OK�

28. 200 OK�

5. Evaluation of initial Filter Criteria�

31. Approval of QoS Commit�

29. 200 OK�

30. 200 OK�

32. 200 OK�

33. ACK�

34. ACK�

35. ACK�

6. INVITE�

7. 100 Trying�

17. PRACK�


