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Point 1

In subclause A.4.3.1.1 introductory paragraph, there is an extra "s" in subclause.

Figure A.4.3.1.1-1 shows how UE#1 invites UE#2 to a conference by sending UE#2 a REFER request. UE#1 has created a conference by using the mechanisms described in subclause 6.2, and UE#1 has learned the conference URI that identifies this conference.

Point 2

Following table A.6.2.1-7, the description to the Content-type header is included twice. One instance should be deleted.

9.
NOTIFY request (MRFC/AS to S-CSCF) – see example in table A.6.2.1-7 

The MRFC/AS generates a NOTIFY request to indicate that UE#1 has left the conference.

Table A.6.2.1-7: NOTIFY request (MRFC/AS to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP mrfc1.home1.net;branch=z9hG4bK348923.1

Max-Forwards: 70

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=223551024"; orig-ioi=home1.net 

Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: <sip:conference1@mrfc1.home1.net>;tag=151170 

To: <sip:user1_public1@home1.net>;tag=31415

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 42 NOTIFY

Subscription-State: active ;expires=7200

Event: conference

Contact: <sip:conference1@mrfc1.home1.net>

Content-Type: application/conference-info+xml

Content-Length: (...)

   <?xml version="1.0" encoding="UTF-8"?>

   <conference-info   version="0" 

                      state="full" 

                      entity="conference1@mrfc1.home1.net" 

                      xmlns="urn:ietf:params:xml:ns:conference-info">

     <user uri="sip:user1_public1@home1.net" display-name="John Doe">

       <status>departed</status>

       <media-status>

         <media-stream media-type="audio"/>

       </media-status>

     </user>

     <user uri="sip:user3_public1@home3.net" display-name="Simon Moon">

       <status>active</status>

     </user>

   </conference-info>

P-Charging-Vector: The MRFC/AS populates the icid parameter with a globally unique value and populates the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.
P-Charging-Function-Addresses: The MRFC/AS populates the P-Charging-Function-Addresses header field to be passed to the S-CSCF.

From:
The tag of this field matches that of the To field in the received 200 (OK) response for the initial SUBSCRIBE request.

To:
The tag of this field matches the of the From field in the initial SUBSCRIBE request.

Call-ID:
Matches that of the initial SUBSCRIBE request.


Subscription-State:

Set to the value "active", as the user stays still subscribed to the conference state event package. The BYE request only terminates the session and the dialog created by the INVITE request, but not the subscription. 

Content-Type:
Set to the value of the Accept header received in the SUBSCRIBE request. 


The message body in the NOTIFY request that carries the conference state information of the conference participants is formed as indicated in draft-ietf-sipping-conference-package-00 [7.82].

