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This document updates the network selection procedures clause to clarify that HPLMN is selected (or attempted) at switch on or returning from out of coverage.

5.2 Network selection procedures

5.2.1 General

In 3GPP WLAN interworking Network selection consists of two procedures: I-WLAN selection and WLAN PLMN selection. These two procedures are performed as separate steps: first the I-WLAN is selected, and then the PLMN selection is performed. These procedures are applicable to initial network selection at UE switch on and following recovery from lack of WLAN radio coverage.
In order to ensure that the result of Network Selection is the association with an I-WLAN that has direct connection to HPLMN, both procedures are linked to each other as specified in this clause. 

For automatic selection procedures defined in clauses 5.2.2.1.1.2 and 5.2.3.3.3 the WLAN UE shall attempt to select an SSID that has a direct connection to HPLMN. This shall be done by sequentially associating and performing EAP based network discovery with the Available SSIDs until an SSID that has direct connection to HPLMN has been found. If an SSID that has direct connection to HPLMN is not found, then the WLAN UE shall attempt to select an SSID that has connection to one of the PLMNs in the Preferred PLMNs lists. The order that the WLAN UE follows for sequential association with the Available SSIDs shall be determined from the lists of  'Preferred SSIDs for WLAN access'.
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