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Introduction

This contribution updates the MBMS Service request procedure, as follows:

· TS 23.060 defines the Service request procedure as a procedure to be used in Iu mode. This means both mode of Iu mode. At present, TR 29.846 only covers one of the Iu modes, which is misleading.

· Alignment of TR 29.846 with TS 23.060 with respect of MBMS Service request procedure.

· The figure 3 is corrected.

· Several editorial corrections.

Conclusion

It is proposed to agree the text added below to TR 29.846.

/* Beginning of change */

6.1
MBMS Service Request Procedure (Iu mode)
6.1.1
Overview

For MBMS, when in Iu mode RAN wants to count the number of users that are interested in a specific MBMS service present in a cell, it will request a percentage of the interested UEs to transit to PMM-CONNECTED state. The MBMS Service Request procedure is used by a UE in PMM‑IDLE state to move to PMM-CONNECTED state.
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Figure 3: MBMS Service Request procedure

1)
The UE establishes an RRC connection, if none exists.

2)
The UE sends a Service Request message to the SGSN if required to do so by the RAN after a MBMS Session Starts.

3)
The SGSN may perform the security functions.

4)
The SGSN provides RAN with the MBMS context(s) via MBMS UE Linking procedure
5) The RAN establishes the necessary radio resources for the transfer of MBMS data to the interested UEs.
6.1.2
Layer3 Service Request procedure

Editor’s Note: This section will describe the Layer 3 procedures for MBMS service request including successful and failure scenarios. The text within this section should be readily transferable to Section 4 of TS24.008. In addition, we may need further procedures at CN side to support the MBMS Service Request procedure (FFS).

6.1.2.1
Overview

For multicast service, this procedure is used to transfer an MS’s PMM mode from PMM-IDLE to PMM-CONNECTED, in order for SGSN to provide MBMS contexts information of this MS to the RAN. Service Type for this procedure in multicast case shall indicate “MBMS Service”.

6.1.2.2
Service Request procedure initiation
The MS initiates the Service request procedure by sending a SERVICE REQUEST message. The timer T3317 shall be started after the SERVICE REQUEST message has been sent and state GMM-SERVICE-REQUEST-INITIATED is entered. The message SERVICE REQUEST shall contain the P-TMSI and the Service type shall indicate either data, signalling, paging response or MBMS service.
6.1.3
Service Request Message

This message has the same structure as existing SERVICE REQUEST message in 24.008. 
6.1.3.1
Service Type

Editor’s Note: This section describes the Layer 3 IE Service Type. The text within this section should be readily transferable to Section 9 of TS 24.008.
The purpose of the service type information element is to specify the purpose of the Service request procedure.

The service type is a type 1 information element.

The service type information element is coded as shown in figure 6.1.3.1/3GPP TR 29.846 and table 6.1.3.1/3GPP TR 29.846.
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Figure 6.1.3.1/3GPP TR 29.846: Service type information element

Table 6.1.3.1/3GPP TR 29.846: Service type information element

	

	Service type value    (octet 1)

	

	Bits

	3
	2
	1
	
	

	0
	0
	0
	
	Signalling

	0
	0
	1
	
	Data

	0
	1
	0
	
	Paging Response

	0
	1
	1
	
	MBMS Service

	

	All other values are reserved.

	


/* End of change */
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