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This document proposes text for the procedures of a CPCP privileged user in IMS.

~~First Change~~

5.3.1.3
Conference creation

5.3.1.3.1
General

The conference participant can create a conference 
-
by means of SIP, as described in subclause 5.3.1.3; or
-
if the conference participant is acting as a privileged user, by means of CPCP, as described in subclause 7.3.2.2.
NOTE 1:
Additionally, creation of a conference can be provided by other means, e.g. via a Web-page. 

The conference participant shall make use of the procedures for session establishment as described in subclause 5.1.2A and subclause 5.1.3 of 3GPP TS 24.229 [5] when creating conferences by means of SIP. 
~~Second and Last Change~~

7.3
Role

7.3.1
Privileged user
7.3.1.1 
General

Editor's Note: draft-koskelainen-xcon-xcap-cpcp-usage [23] defines the privileged user as the creator of a conference and further states: "Defining privileges to modify certain parts of a conference policy is outside the scope of this document". For 3GPP IMS it needs to be investigated, whether conference users others than the conference creator should be allowed to modify the conference policy. If this is the case, either the definition of "privileged user" needs to be changed or the term "privileged user" may be replaced by another term.
7.3.1.2
Actions performed by the privileged user
A privileged user shall follow the procedures as described in subclause 5.3.1.3.1 when creating conferences.

A privileged user shall be able to perform the following actions, as described in draft-koskelainen-xcon-xcap-cpcp-usage [23]:
- 
adding new users to a conference;
-
modifying the privilege control list (PCL) of a conference;

- 
expelling a conference participant from a conference; and
- 
termination of a conference.
Editor's Note: It needs to be investigated if further text is needed, that describes the usage of CPCP, XCAP and HTTP in this section.
Editor's Note: The above paragraph needs to indicate that the listed actions are in the same way optional to be supported by a privileged user as they are optional to be supported in described in draft-koskelainen-xcon-xcap-cpcp-usage [23].
Editor's Note: CPCP users and requests shall be authenticated and authorized by generic Ut interface procedures. This subclause must reference the related specification. Currently this functionality is defined for data manipulation related to the IMS presence service.  


















