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Introduction

In section 5.2.3.1.  there is an optional procedure that the WLAN UE may use a decorated NAI in the initial EAP Response / Identity message.  However there are no procedures defined when this can occur.  

Proposal

Added an Editor’s Note to indicate that the use of optional decorated NAI needs to be clarified.

Changes

5.2.3 
3GPP I-WLAN PLMN Selection

5.2.3.1 
General

The I-WLAN UE identifies itself to the I-WLAN by inserting its NAI in EAP-Response/Identity message. In the case when the I-WLAN cannot derive the 3GPP AAA Server or Proxy where to route the UE's EAP authentication signaling to, it is said that the I-WLAN  has no direct roaming relationship with the user's home network.

The I-WLAN uses realm part of NAI to route EAP authentication signaling to the Home 3GPP AAA server of the subscriber with whom the I-WLAN UE performs authentication. This procedure is out of the scope of this specification.

In the first EAP-Response/Identity message, the I-WLAN UE shall by default build the realm part of NAI in a way that it identifies the HPLMN (i.e. Root NAI shall be used). Optionally, the I-WLAN UE may use Decorated NAI in the initial EAP-Response/Identity message.

Editor’s Note: The optional use of the Decorated NAI in the initial EAP-Response/Identity message and the I-WLAN UE shall by default build the realm part of the NAI in a way that it identifies the HPLMN need further clarification in this section.
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