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CN1 have been developing the stage 3 for manual and automatic network selection for 3GPP inter-working WLAN.

CN1 has however not been able to reach a common understanding on the service requirements for manual network selection based on the current text in TS 22.234 which states that both manual and automatic network selection shall be possible but does not clearly define what is meant by network (WLAN based on SSID or 3GPP PLMN network based on PLMN ID or both). There is also not a common understanding in CN1 on this issue based on the current text in clause 5.4.2 of TS 23.234.

In addition CN1 has been unable to agree whether there is a service requirement for the WLAN UE to collect and present to the user a list of available SSIDs or just a list of available PLMNs for performing manual network selection or both.

CN1 would therefore like to ask SA1 to clarify by responding to the following 2 questions:

1. Can SA1 please clarify if there is a 3GPP service requirement in release 6 to standardize in the stage 3 the procedures for manual WLAN network selection based on a user selection from a list of SSIDs? 

2. Can SA1 please clarify what the 3GPP service requirement in release 6 is for what information should be collected and presented to the user (SSID or PLMN) for the user to use for manual network selection for WLAN?  

2. Actions:

To SA1 

ACTION: CN1 kindly asks SA1 to take into account the points raised: 

· Is manual network selection based on SSID required and to be standardized in release 6?

· What information is to be collected and presented to a user for manual network selection for WLAN?
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