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Defintion of “SDP offerer” and “SDP answerer” in clause 8 as these definitions do not exist in draft-ietf-simple-message-sessions-08
8
Protocol using SDP for session-based messaging and session-based messaging conferences 

8.1
Introduction

8.2
Functional entities

8.2.1
User Equipment (UE)

For the purpose of session-based messaging and session-based messaging conferences, the UE shall implement the role of 

- 
an SDP offerer as described in subclause 8.3.1; and

- 
an SDP answerer as described in subclause 8.3.2.

8.2.2
Media Resource Function Controller (MRFC) 

For the purpose of session-based messaging and session-based messaging conferences, the MRFC shall implement the role of 

- 
an SDP offerer as described in subclause 8.3.1; and

- 
an SDP answerer as described in subclause 8.3.2.

8.2.3
Application Server (AS)

For the purpose of an AS acting either as: 

-
an endpoint for session-based messaging;

-
an intermediate node for session-based messaging; or 

-
 session-based messaging conferences, 

the AS shall implement the role of

- 
an SDP offerer as described in subclause 8.3.1; and

- 
an SDP answerer as described in subclause 8.3.2.

NOTE:
An AS, not performing one of the above specific functionalities, that is on the signalling path for the related SIP signalling, is not mandated to terminate the related MSRP.

8.3
Roles
8.3.1
SDP offerer
The SDP offerer shall implement the SDP procedures as described in draft-ietf-simple-message-sessions [9]. In addition the SDP offerer shall support the SDP procedures specified in 3GPP TS 24.229 [9] appropriate to the functional entity in which the SDP offerer is implemented.
8.3.3
SDP answerer

The SDP answerer shall implement the SDP procedures as described in draft-ietf-simple-message-sessions [9]. In addition the SDP answerer shall support the SDP procedures specified in 3GPP TS 24.229 [9] appropriate to the functional entity in which the SDP answerer is implemented.
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