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4
General

4.1
Conformance of IM CN subsystem entities to SIP, SDP and other protocols

SIP defines a number of roles which entities can implement in order to support capabilities. These roles are defined in annex A.

Each IM CN subsytem functional entity using an interface at the Gm reference point, the Mg reference point, the Mi reference point, the Mj reference point, the Mk reference point, the Mm reference point, the Mr reference point and the Mw reference point, and also using the IP multimedia Subsystem Service Control (ISC) Interface, shall implement SIP, as defined by the referenced specifications in Annex A, and in accordance with the constraints and provisions specified in annex A, according to the following roles.

The Gm reference point, the Mg reference point, the Mi reference point, the Mj reference point, the Mk reference point, the Mm reference point and the Mw reference point are defined in 3GPP TS 23.002 [2].

The Mr reference point is defined in 3GPP TS 23.228 [7].

The ISC interface is defined in 3GPP TS 23.228 [7] subclause 4.2.4.

-
The User Equipment (UE) shall provide the User Agent (UA) role, with the exceptions and additional capabilities to SIP as described in subclause 5.1, with the exceptions and additional capabilities to SDP as described in subclause 6.1, and with the exceptions and additional capabilities to SigComp as described in subclause 8.1. The UE shall also provide the access dependent procedures described in subclause 9.2.

-
The P-CSCF shall provide the proxy role, with the exceptions and additional capabilities to SIP as described in subclause 5.2, with the exceptions and additional capabilities to SDP as described in subclause 6.2, and with the exceptions and additional capabilities to SigComp as described in subclause 8.2. Under certain circumstances as described in subclause 5.2, the P-CSCF shall provide the UA role with the additional capabilities, as follows:

a)
when acting as a subscriber to or the recipient of event information; and

b)
when performing P-CSCF initiated dialog-release the P-CSCF shall provide the UA role, even when acting as a proxy for the remainder of the dialog.

-
The I-CSCF shall provide the proxy role, with the exceptions and additional capabilities as described in subclause 5.3.

-
The S-CSCF shall provide the proxy role, with the exceptions and additional capabilities as described in subclause 5.4, and with the exceptions and additional capabilities to SDP as described in subclause 6.3. Under certain circumstances as described in subclause 5.4, the S-CSCF shall provide the UA role with the additional capabilities, as follows:

a)
the S-CSCF shall also act as a registrar. When acting as a registrar, or for the purposes of executing a third-party registration, the S-CSCF shall provide the UA role;

b)
as the notifier of event information the S-CSCF shall provide the UA role; and
c)

when performing S-CSCF initiated dialog release the S-CSCF shall provide the UA role, even when acting as a proxy for the remainder of the dialog.

-
The MGCF shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.5, and with the exceptions and additional capabilities to SDP as described in subclause 6.4.

-
The BGCF shall provided the proxy role, with the exceptions and additional capabilities as described in subclause 5.6.

-
The AS, acting as terminating UA, or redirect server (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.1), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.2, and with the exceptions and additional capabilities to SDP as described in subclause 6.6.

-
The AS, acting as originating UA (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.2), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.3, and with the exceptions and additional capabilities to SDP as described in subclause 6.6.

-
The AS, acting as a SIP proxy (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.3), shall provided the proxy role, with the exceptions and additional capabilities as described in subclause 5.7.4.

-
The AS, performing 3rd party call control (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.4), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.5, and with the exceptions and additional capabilities to SDP as described in subclause 6.6.

NOTE 1:
Subclause 5.7 and its subclauses define only the requirements on the AS that relate to SIP. Other requirements are defined in 3GPP TS 23.218 [5].

-
The AS, receiving third-party registration requests, shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.

-
The MRFC shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.8, and with the exceptions and additional capabilities to SDP as described in subclause 6.5.

NOTE 2:
Annex A can change the status of requirements in referenced specifications. Particular attention is drawn to table A.4 and table A.162 for capabilities within referenced SIP specifications, and to table A.317 and table A.328 for capabilities within referenced SDP specifications. The remaining tables build on these initial tables.

NOTE 3:
The allocated roles defined in this clause are the starting point of the requirements from the IETF SIP specifications, and are then the basis for the description of further requirements. Some of these extra requirements formally change the proxy role into a B2BUA. In all other respects other than those more completely described in subclause 5.2a P-CSCF implements proxy requirements. Despite being a B2BUA a P-CSCF does not implement UA requirements from the IETF RFCs, except as indicated in this specification, e.g., relating to registration event subscription.

[ ... ]
4.5
Charging correlation principles for IM CN subsystems

[ ... ]
4.5.5
Charging function addresses
Charging function addresses are distributed to each of the IM CN subsystem entities in the home network for one side of the session (either the calling or called side) and are to provide a common location for each entity to send charging information. Charging Collection Function (CCF) addresses are used for offline charging. Event Charging Function (ECF) addresses are used for online charging.

There may be multiple addresses for CCF and ECF addresses populated into the P-Charging-Function-Addresses header of the SIP request or response. The parameters are ccf and ecf. Only one instance of ccf is required. Additional ccf addresses may be included by each network for redundancy purposes, but the first instance of ccf is the primary address. If ecf address is included for online charging, then additional instances may also be included for redundancy.

The CCF addresses and ECF addresses are retrieved from an Home Subscriber Server (HSS) via the Cx interface and passed by the S-CSCF to subsequent entities. The charging function addresses are passed from the S-CSCF to the IM CN subsystem entities in its home network, but are not passed to the visited network or the UE. When the P-CSCF is allocated in the visited network, then the charging function addresses are obtained by means outside the scope of this document. The AS receives the charging function addresses from the S-CSCF via the ISC interface. CCF and/or ECF addresses may be allocated as locally preconfigured addresses. The AS may also retrieve the charging function address from the HSS via Sh interface.
5
Application usage of SIP

5.1
Procedures at the UE

5.1.1
Registration and authentication

[ ... ]
5.1.1.3
Initial subscription to the registration-state event package

Upon receipt of a 2xx response to the initial registration, the UE shall subscribe to the reg event package for the public user identity registered at the users registrar (S-CSCF) as described in RFC 3680 [43].

The UE shall use the default public user identiy for subscription to the registration-state event package, if the public user identity that was used for initial registration is a barred public user identity. The UE may use either the default public user identity or the public user identity used for initial registration for the subscription to the registration-state event package, if the public user identity that was used for initiaial registratioin is not barred.

On sending a SUBSCRIBE request, the UE shall populate the header fields as follows:

a)
a Request URI set to the resource to which the UE wants to be subscribed to, i.e. to a SIP URI that contains the public user identity used for subscription;

b)
a From header set to a SIP URI that contains the public user identity used for subscription;

c)
a To header set to a SIP URI that contains the public user identity used for subscription;

d)
an Event header set to the "reg" event package;

e)
an Expires header set to 600 000 seconds as the value desired for the duration of the subscription; and

f)
a P-Access-Network-Info header that contains information concerning the access network technology and, if applicable, the cell ID (see subclause 7.2A.4).

Upon receipt of a 2xx response to the SUBSCRIBE request, the UE shall store the information for the established dialog and the expiration time as indicated in the Expires header of the received response.

If continued subscription is required the UE shall automatically refresh the subscription by the reg event package, for a previously registered public user identity, either 600 seconds before the expiration time if the initial subscription was for greater than 1200 seconds, or when half of the time has expired if the initial subscription was for 1200 seconds or less.

5.2
Procedures at the P-CSCF

[ ... ]
5.2.6
General treatment for all dialogs and standalone transactions excluding the REGISTER method

[ ... ]
5.2.6.3
Requests initiated by the UE

When the P-CSCF receives an initial request for a dialog or a request for a standalone transaction, and the request contains a P-Preferred-Identity header that matches one of the registered public user identities, the P-CSCF shall identify the initiator of the request by that public user identity.

When the P-CSCF receives an initial request for a dialog or a request for a standalone transaction, and the request contains as P-Preferred-Identity header that does not match one of the registered public user identities, or does not contain a P-Preferred-Identity header, the P-CSCF shall identify the initiator of the request by a default public user identity. If there is more then one default public user identity available, the P-CSCF shall randomly select one of them.

NOTE 1:
The contents of the From header do not form any part of this decision process.

When the P-CSCF receives from the UE an initial request for a dialog, and a Service-Route header list exists for the initiator of the request, the P-CSCF shall:

1)
verify that the list of URIs received in the Service-Route header (during the last successful registration or re-registration) matches the preloaded Route headers in the received request. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCFshall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 2 onwards; or

b)
replace the preloaded Route header value in the request with the value of the Service-Route header received during the last 200 (OK) response for a registration or reregistration;

2)
add its own address to the Via header. The P-CSCF Via header entry is built in a format that contains the port number of the P-CSCF in accordance with the procedures of RFC3261 [26], and either:

a)
the P-CSCF FQDN that resolves to the IP address, or

b)
the P-CSCF IP address;

3)
add its own SIP URI to the top of the Record-Route header. The P-CSCF SIP URI is built in a format that contains the port number of the P-CSCF where it awaits subsequent requests from the called party, and either:

a)
the P-CSCF FQDN that resolves to the IP address; or

b)
the P-CSCF IP address;

4)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with a value representing the initiator of the request;

5)
add a P-Charging-Vector header with the icid parameter populated as specified in 3GPP TS 32.225 [17]; and

6)
if the request is an INVITE request, save the Contact, CSeq and Record-Route header field values received in the request such that the P-CSCF is able to release the session if needed;

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives a 1xx or 2xx response to the above request, the P-CSCF shall:

1)
store the values received in the P-Charging-Function-Addresses header;

2)
store the list of Record-Route headers from the received response;

3)
store the dialog ID and associate it with the private user identity and public user identity involved in the session;

4)
rewrite the port number of its own Record Route entry to its own protected server port number negotiated with the calling UE, and append the comp parameter in accordance with the procedures of RFC 3486 [55]; and

NOTE 2:
The P-CSCF associates two ports, a protected client port and a protected server port, with each pair of security associations. For details on the selection of the protected port values see 3GPP TS 33.203 [19].

5)
if the response corresponds to an INVITE request, save the Contact and Record-Route header field values received in the response such that the P-CSCF is able to release the session if needed;

before forwarding the response to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE a target refresh request for a dialog, the P-CSCF shall:

1)
verify if the request relates to a dialog in which the originator of the request is involved:

a)
if the request does not relates to an existing dialog in which the originator is involved, then the P-CSCF shall answer the request by sending a 403 (Forbidden) response back to the originator. The response may include a Warning header containing the warn-code 399. The P-CSCF shallnot forward the request. No other actions are required;

b)
if the request relates to an existing dialog in which the originator is involved, then the P-CSCF shall continue with the following steps;

2)
verify that the list of Route headers in the request matches the stored list of Record-Route headers for the same dialog. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 3 onwards; or

b)
replace the Route header value in the request with the stored list of Record-Route headers for the same dialog;

3)
add its own address to the Via header. The P-CSCF Via header entry is built in a format that contains the port number of the P-CSCF where it awaits the responses to come, and either:

a)
the P-CSCF FQDN that resolves to the IP address, or

b)
the P-CSCF IP address;

4)
add its own SIP URI to the top of Record-Route header. The P-CSCF SIP URI is built in a format that contains the port number of the P-CSCF where it awaits subsequent requests from the called party, and either:

a)
the P-CSCF FQDN that resolves to the IP address; or

b)
the P-CSCF IP address; and

5)
if the request is an INVITE request, save the Contact, Cseq and Record-Route header field values received in the request such that the P-CSCF is able to release the session if needed;

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives a 1xx or 2xx response to the above request, the P-CSCF shall:

1)
store the list of Record-Route headers from the received response;

2)
rewrite the port number of its own Record Route entry to its own protected server port number negotiated with the calling UE, and append the comp parameter in accordance with the procedures of RFC 3486 [55]; and

NOTE 3:
The P-CSCF associates two ports, a protected client port and a protected server port, with each pair of security associations. For details on the selection of the protected port value see 3GPP TS 33.203 [19].

3)
if the response corresponds to an INVITE request, save the Contact and Record-Route header field values received in the response such that the P-CSCF is able to release the session if needed;

before forwarding the response to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE the request for a standalone transaction, and a Service-Route header list exists for the initiator of the request, the P-CSCF shall:

1)
verify that the list of URIs received in the Service-Route header (during the last successful registration or re-registration) matches the preloaded Route headers in the received request. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCFshall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 3 onwards; or 

b)
replace the preloaded Route header value in the request with the one received during the last registration in the Service-Route header of the 200 (OK) response;

2)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with a value representing the initiator of the request; and

3)
add a P-Charging-Vector header with the icid parameter populated as specified in 3GPP TS 32.225 [17];

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any response to the above request, the P-CSCF shall:

1)
store the values received in the P-Charging-Function-Addresses header;

before forwarding the response to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE subsequent requests other than a target refresh request (including requests relating to an existing dialog where the method is unknown), the P-CSCF shall:

1)
verify if the request relates to a dialog in which the originator of the request is involved:

a)
if the request does not relates to an existing dialog in which the originator is involved, then the P-CSCF shall answer the request by sending a 403 (Forbidden) response back to the originator. The response may include a Warning header containing the warn-code 399. The P-CSCF shall not forward the request. No other actions are required;

b)
if the request relates to an existing dialog in which the originator is involved, then the P-CSCF shall continue with the following steps;

2)
verify that the list of Route headers in the request matches the stored list of Record-Route headers for the same dialog. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 3 onwards; or

b)
replace the Route header value in the request with the stored list of Record-Route headers for the same dialog; and
3)
for dialogs that are not INVITE dialogs, add a P-Charging-Vector header with the icid parameter populated as specified in 3GPP TS 32.225 [17];
before forwarding the request, (based on the topmost Route header,) in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE the request for an unknown method (that does not relate to an existing dialog), and a Service-Route header list exists for the initiator of the request, the P-CSCF shall:

1)
verify that the list of URIs received in the Service-Route header (during the last successful registration or re-registration) is included, preserving the same order, as a subset of the preloaded Route headers in the received request. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 2 onwards; or 

b)
replace the Route header value in the request with the one received during the last registration in the Service-Route header of the 200 (OK) response; and

2)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with a value representing the initiator of the request;

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

5.4
Procedures at the S-CSCF

5.4.1
Registration and authentication

5.4.1.1
Introduction

The S-CSCF shall act as the SIP registrar for all UAs of the IM CN subsystem with public user identities.

The S-CSCF shall support the use of the Path and Service-Route header. The S-CSCF shall also support the Require and Supported headers. The Path header is only applicable to the REGISTER request and its 200 (OK) response. The Service-Route header is only applicable to the 200 (OK) response of REGISTER.

The network operator defines minimum and maximum times for each registration. These values are provided within the S-CSCF.

The procedures for notification concerning automatically registered public user identities of a user are described in subclause 5.4.2.1.2.

5.4.1.2
Initial registration and user-initiated reregistration

[ ... ]

5.4.1.2.3
Abnormal cases

In the case that the REGISTER request that contains the authentication challenge response received from the UE does not match with the expected REGISTER request (e.g. wrong Call-Id, wrong authentication challenge response) and the request has the "integrity-protected" parameter in the Authentication header set to "yes", the S-CSCF shall:

-
send a 403 (Forbidden) response to the UE. The S‑CSCF shall consider this authentication attempt as failed. The S-CSCF shall not update the registration time of the subscriber.

NOTE 1:
If the UE was registered before, it stays registered until the registration expiration time expires. 
In the case that the REGISTER request, which was supposed to carry the response to the challenge, contains no authentication challenge response and no AUTS parameters indicating that the MAC parameter was invalid in the challenge, the S-CSCF shall:

-
respond with a 403 (Forbidden) response to the UE. The S-CSCF shall not update the registration time of the subscriber.

NOTE 2:
If the UE was registered before, it stays registered until the registration expiration time expires.
In the case that the REGISTER request from the UE containing an authentication challenge response indicates that the authentication challenge was invalid (contains the AUTS parameter indicating this), the S-CSCF will fetch new authentication vectors from the HSS. In order to indicate a resynchronisation, the S-CSCF shall include the AUTS received from the UE and the stored RAND when fetching the new authentication vectors. On receipt of the new authentication vectors from the HSS, the S-CSCF shall either:

-
send a 401 (Unauthorized) response to initiate a further authentication attempt, using these new vectors; or

-
respond with a 403 (Forbidden) response if the authentication attempt is to be abandoned.

NOTE 3:
Since the UE responds only to two consecutive challenges, the S-CSCF will send a 401 (Unauthorized) response that contains a new challenge only twice.

In the case that the expiration timer from the UE is too short to be accepted by the S-CSCF, the S-CSCF shall:

-
reject the REGISTER request with a 423 (Interval Too Brief) response, containing a Min-Expires header with the minimum registration time the S-CSCF will accept.

On receiving a failure response to one of the third-party REGISTER requests, the S-CSCF may initiate network-initiated deregistration procedure based on the information in the Filter Criteria. If the Filter Criteria does not contain instruction to the S-CSCF regarding the failure of the contact to the AS, the S-CSCF shall not initiate network-initiated deregistration procedure.

In the case that the REGISTER request from the UE contains more than one SIP URIs as Contact header entries, the S-CSCF shall only store the entry with the highest "q" value and include it in the 200 (OK) response.

NOTE 4:
If the timer reg-await-auth expires, the S-CSCF will consider the authentication to have failed. If the public user identity was already registered, the S-CSCF will leave it as registered described in 3GPP TS 33.203 [19]. The operator's policy will specify when will, upon authentication failure, the currently registered public user identity or the user be de-registered by the S-CSCF.

[ ... ]
6
Application usage of SDP

[ ... ]
6.3
Procedures at the S-CSCF

When the S-CSCF receives any SIP request containing SDP, the S-CSCF shall examine the media parameters in the received SDP. If the S-CSCF finds any media parameters which are not allowed based on either local policy or the subscription, the S-CSCF shall return a 488 (Not Acceptable Here) response containing SDP payload. This SDP payload contains either all the media types, codecs and other SDP parameters which are allowed according to the local policy and users subscription or, based on configuration by the operator of the S-CSCF, a subset of these allowed parameters. This subset may depend on the content of the received SIP request. The S-CSCF shall build the SDP payload in the 488 (Not Acceptable Here) response in the same manner as a UAS builds the SDP in a 488 (Not Acceptable Here) response as specified in RFC 3261 [26]. The S-CSCF shall order the SDP payload with the most preferred codec listed first. 
[ ... ]
7
Extensions within the present document

[ ... ]

7.2A
Extensions to SIP headers defined within the present document

[ ... ]
7.2A.2
Extension to Authorization header

7.2A.2.1
Introduction

This extension defines a newauth-param for the Authorization header used in REGISTER requests. For more information, see RFC 2617 [21] subclause 3.2.2.

7.2A.2.2
Syntax

The syntax for for auth-param for the Authorization header is specified in table 7.5.

Table 7.5: Syntax of auth-param for Authorization header
auth-param = “integrity-protected” EQUAL (“yes” / “no”)

7.2A.2.3
Operation

This authentication parameter is inserted by the P-CSCF in the Authorization header of all the REGISTER requests received from the UE. The value of the "integrity protected" field in the auth-param parameter is set as specified in subclause 5.2.2. This information is used by S-CSCF to decide whether to challenge the REGISTER request or not, as specified in subclause 5.4.1.




�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 2

