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A.2.1.4.11
REFER method

Prerequisite A.5/16 - - REFER request

Table A.105: Supported headers within the REFER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	0B
	Accept-Contact
	[56B] 9.2
	c22
	c22
	[56B] 9.2
	n/a
	n/a

	0C
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	1
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	1A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Allow-Events
	[28] 7.2.2
	c1
	c1
	[28] 7.2.2
	c2
	c2

	3
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	5
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	5A
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	5B
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	5C
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	6
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	7
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	8
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	9
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	10
	Expires
	[26] 20.19
	o
	o
	[26] 20.19
	o
	o

	11
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	12
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	n/a
	n/a

	13
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	14
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	14A
	P-Access-Network-Info
	[52] 4.4
	c12
	c13
	[52] 4.4
	c12
	c14

	14B
	P-Asserted-Identity
	[34] 9.1
	n/a
	n/a
	[34] 9.1
	c8
	c8

	14C
	P-Called-Party-ID
	[52] 4.2
	x
	x
	[52] 4.2
	c10
	c10

	14D
	P-Charging-Function-Addresses
	[52] 4.5
	c17
	c18
	[52] 4.5
	c17
	c18

	14E
	P-Charging-Vector
	[52] 4.6
	c15
	c16
	[52] 4.6
	c15
	c16

	14F
	P-Preferred-Identity
	[34] 9.2
	c8
	c7
	[34] 9.2
	n/a
	n/a

	14G
	P-Visited-Network-ID
	[52] 4.3
	x (note 1)
	x
	[52] 4.3
	c11
	n/a

	14H
	Privacy
	[33] 4.2
	c9
	c9
	[33] 4.2
	c9
	c9

	15
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	16
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	16A
	Reason
	[34A] 2
	c21
	c21
	[34A] 2
	c21
	c21

	17
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	m
	m

	18
	Refer-To
	[36] 3
	m
	m
	[36] 3
	m
	m

	18A
	Referred-By
	[59] 3
	c23
	c23
	[59] 3
	c23
	c23

	18B
	Reject-Contact
	[56B] 9.2
	c22
	c22
	[56B] 9.2
	n/a
	n/a

	18C
	Request-Disposition
	[56B] 9.1
	c22
	c22
	[56B] 9.1
	n/a
	n/a

	19
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	20
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	20A
	Security-Client
	[48] 2.3.1
	c19
	c19
	[48] 2.3.1
	n/a
	n/a

	20B
	Security-Verify
	[48] 2.3.1
	c20
	c20
	[48] 2.3.1
	n/a
	n/a

	
	
	
	
	
	
	
	

	21
	Supported
	[26] 20.37, [26] 7.1
	o
	o
	[26] 20.37, [26] 7.1
	m
	m

	22
	Timestamp
	[26] 20.38
	c6
	c6
	[26] 20.38
	m
	m

	23
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	24
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	25
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN o ELSE n/a - - SIP specific event notification extension.

c2:
IF A.4/20 THEN m ELSE n/a - - SIP specific event notification extension.

c3:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.

c4:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c6:
IF A.4/6 THEN o ELSE n/a - - timestamping of requests.

c7:
IF A.3/1 AND A.4/25 THEN o ELSE n/a - - UE and private extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c8:
IF A.4/25 THEN o ELSE n/a - - private extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c9:
IF A.4/26 THEN o ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c10:
IF A.4/32 THEN o ELSE n/a - - the P-Called-Party-ID extension.

c11:
IF A.4/33 THEN o ELSE n/a - - the P-Visited-Network-ID extension.

c12:
IF A.4/34 THEN o ELSE n/a - - the P-Access-Network-Info header extension.

c13:
IF A.4/34 AND A.3/1 THEN m ELSE n/a - - the P-Access-Network-Info header extension and UE.

c14:
IF A.4/34 AND (A.3/7A OR A.3/7D) THEN m ELSE n/a - - the P-Access-Network-Info header extension and AS acting as terminating UA or AS acting as third-party call controller.

c15:
IF A.4/36 THEN o ELSE n/a - - the P-Charging-Vector header extension.

c16:
IF A.4/36 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c17:
IF A.4/35 THEN o ELSE n/a - - the P-Charging-Function-Addresses header extension.

c18:
IF A.4/35 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.
c19:
IF A.4/37 THEN o ELSE n/a - - security mechanism agreement for the session initiation protocol (note 2).

c20:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

c21:
IF A.4/38 THEN o ELSE n/a - - the Reason header field for the session initiation protocol.

c22:
IF A.4/40 THEN o ELSE n/a - - caller preferences for the session initiation protocol.

c23:
IF A.4/43 THEN m ELSE n/a - - the SIP Referred-By Mechanism.

	NOTE 1:
The strength of this requirement in RFC 3455 [52] is SHOULD NOT, rather than MUST NOT.

NOTE 2:
Support of this header in this method is dependent on the security mechanism and the security architecture which is implemented. Use of this header in this method is not appropriate to the security mechanism defined by 3GPP TS 33.203 [19].


Prerequisite A.5/16 - - REFER request

Table A.106: Supported message bodies within the REFER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	




Table A.107: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/17 - - REFER response for all status-codes
Table A.108: Supported headers within the REFER response
	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	c12
	c12
	[26] 20.5
	m
	m

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Contact
	[26] 20.10
	c13
	c13
	[26] 20.10
	m
	m

	1B
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	2
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	3
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	4
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	5
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	6
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	7
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	8
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	9
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	10
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	10A
	P-Access-Network-Info
	[52] 4.4
	c5
	c6
	[52] 4.4
	c5
	c7

	10B
	P-Asserted-Identity
	[34] 9.1
	n/a
	n/a
	[34] 9.1
	c3
	c3

	10C
	P-Charging-Function-Addresses
	[52] 4.5
	c10
	c11
	[52] 4.5
	c10
	c11

	10D
	P-Charging-Vector
	[52] 4.6
	c8
	c9
	[52] 4.6
	c8
	c9

	10E
	P-Preferred-Identity
	[34] 9.2
	c3
	x
	[34] 9.2
	n/a
	n/a

	10F
	Privacy
	[33] 4.2
	c4
	c4
	[33] 4.2
	c4
	c4

	10G
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	10H
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c2:
IF A.4/6 THEN m ELSE n/a - - timestamping of requests.

c3:
IF A.4/25 THEN o ELSE n/a - - private extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c4:
IF A.4/26 THEN o ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c5:
IF A.4/34 THEN o ELSE n/a - - the P-Access-Network-Info header extension.

c6:
IF A.4/34 AND A.3/1 THEN m ELSE n/a - - the P-Access-Network-Info header extension and UE.

c7:
IF A.4/34 AND (A.3/7A OR A.3/7D) THEN m ELSE n/a - - the P-Access-Network-Info header extension and AS acting as terminating UA or AS acting as third-party call controller.

c8:
IF A.4/36 THEN o ELSE n/a - - the P-Charging-Vector header extension.

c9:
IF A.4/36 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c10:
IF A.4/35 THEN o ELSE n/a - - the P-Charging-Function-Addresses header extension.

c11:
IF A.4/35 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.
c12:
IF A.6/18 THEN m ELSE o - - 405 (Method Not Allowed)
c13:
IF A.6/102 THEN m ELSE o - - 2xx response

	NOTE:
For a 488 (Not Acceptable Here) response, RFC 3261 [26] gives the status of this header as SHOULD  rather than OPTIONAL.


Prerequisite A.5/17 - - REFER response

Prerequisite: A.6/102 - - Additional for 2xx response
Table A.109: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow-Events
	[28] 7.2.2
	c3
	c3
	[28] 7.2.2
	c4
	c4

	2
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	m
	m

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA. 

c3:
IF A.4/20 THEN o ELSE n/a - - SIP specific event notification extension.

c4:
IF A.4/20 THEN m ELSE n/a - - SIP specific event notification extension.


Prerequisite A.5/17 - - REFER response

Prerequisite: A.6/103 OR A.6/104 OR A.6/105 OR A.6/106 - - Additional for 3xx – 6xx response
Table A.109A: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o




Table A.110: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


Prerequisite A.5/17 - - REFER response

Prerequisite: A.6/14 - - Additional for 401 (Unauthorized) response
Table A.111: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	
	
	
	
	
	
	
	

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/17 - - REFER response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 - - Additional for 404 (Not Found), 413 (Request Entity Too Large), 480(Temporarily not available), 486 (Busy Here), 500 (Internal Server Error), 503 (Service Unavailable), 600 (Busy Everywhere), 603 (Decline) response.
Table A.112: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	




Table A.113: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/17 - - REFER response

Prerequisite: A.6/20 - - Additional for 407 (Proxy Authentication Required) response
Table A.114: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/17 - - REFER response

Prerequisite: A.6/25 - - Additional for 415 (Unsupported Media Type) response
Table A.115: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/17 - - REFER response

Prerequisite: A.6/27 - - Additional for 420 (Bad Extension) response
Table A.116: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m


Prerequisite A.5/17 - - REFER response

Prerequisite: A.6/28 OR A.6/41A - - Additional for 421 (Extension Required), 494 (Security Agreement Required) response
Table A.116A: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	3
	Security-Server
	[48] 2
	x
	x
	[48] 2
	c1
	c1

	
	
	
	
	
	
	
	

	c1:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.




Table A.117: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/17 - - REFER response

Table A.118: Supported message bodies within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


***   2nd change   ***

A.2.2.4.11
REFER method

Prerequisite A.163/16 - - REFER request

Table A.261: Supported headers within the REFER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	0B
	Accept-Contact
	[56B] 9.2
	c27
	c27
	[56B] 9.2
	c27
	c28

	0C
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	1
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	1A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	3
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	5
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	5A
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	5B
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	5C
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	6
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	7
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	8
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	9
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	10
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	11
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	12
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	13
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	14
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	14A
	P-Access-Network-Info
	[52] 4.4
	c22
	c22
	[52] 4.4
	c23
	c23

	14B
	P-Asserted-Identity
	[34] 9.1
	c9
	c9
	[34] 9.1
	c10
	c10

	14C
	P-Called-Party-ID
	[52] 4.2
	c13
	c13
	[52] 4.2
	c14
	c15

	14D
	P-Charging-Function-Addresses
	[52] 4.5
	c20
	c20
	[52] 4.5
	c21
	c21

	14E
	P-Charging-Vector
	[52] 4.6
	c18
	c18
	[52] 4.6
	c19
	c19

	14F
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c8
	c8

	14G
	P-Visited-Network-ID
	[52] 4.3
	c16
	n/a
	[52] 4.3
	c17
	n/a

	14H
	Privacy
	[33] 4.2
	c11
	c11
	[33] 4.2
	c12
	c12

	15
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	16
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	16A
	Reason
	[34A] 2
	c25
	c25
	[34A] 2
	c26
	c26

	17
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	18
	Refer-To
	[36] 3
	c3
	c3
	[36] 3
	c4
	c4

	18A
	Referred-By
	[59] 3
	c29
	c29
	[59] 3
	c30
	c30

	18B
	Reject-Contact
	[56B] 9.2
	c27
	c27
	[56B] 9.2
	c27
	c28

	18C
	Request-Disposition
	[56B] 9.1
	c27
	c27
	[56B] 9.1
	c27
	c27

	19
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	20
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	20A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c24
	c24

	20B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c24
	c24

	
	
	
	
	
	
	
	

	21
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	22
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	23
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	24
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	25
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c7:
IF A.162/14 THEN m ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c8:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c9:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c10:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c11:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c12:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c13:
IF A.162/37 THEN m ELSE n/a - - the P-Called-Party-ID header extension.

c14:
IF A.162/37 THEN i ELSE n/a - - the P-Called-Party-ID header extension.

c15:
IF A.162/37 AND A.3/2 THEN m ELSE IF A.162/37 AND A.3/3 THEN i ELSE n/a - - the P-Called-Party-ID header extension and P-CSCF or I-CSCF.

c16:
IF A.162/38 THEN m ELSE n/a - - the P-Visited-Network-ID header extension.

c17:
IF A.162/39 THEN m ELSE i - - reading, or deleting the P-Visited-Network-ID header before proxying the request or response.

c18:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c19:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c20:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c21:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c22:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c23:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c24:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

c25:
IF A.162/48 THEN m ELSE n/a - - the Reason header field for the session initiation protocol.

c26:
IF A.162/48 THEN i ELSE n/a - - the Reason header field for the session initiation protocol.

c27:
IF A.162/50 THEN m ELSE n/a - - caller preferences for the session initiation protocol.

c28:
IF A.162/50 AND A.4/3 THEN m ELSE IF A.162/50 AND NOT A.4/3 THEN i ELSE n/a - - caller preferences for the session initiation protocol, and S-CSCF.

c29:
IF A.162/53 THEN i ELSE n/a - - the SIP Referred-By mechanism.

c30:
IF A.162/53 THEN m ELSE n/a - - the SIP Referred-By mechanism.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/16 - - REFER request

Table A.262: Supported message bodies within the REFER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	




Table A.263: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


Prerequisite A.163/17 - - REFER response for all status-codes
Table A.264: Supported headers within the REFER response
	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	1B
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	2
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	3
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	4
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	5
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	6
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	7
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	8
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	9
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	10
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	10A
	P-Access-Network-Info
	[52] 4.4
	c12
	c12
	[52] 4.4
	c13
	c13

	10B
	P-Asserted-Identity
	[34] 9.1
	c4
	c4
	[34] 9.1
	c5
	c5

	10C
	P-Charging-Function-Addresses
	[52] 4.5
	c10
	c10
	[52] 4.5
	c11
	c11

	10D
	P-Charging-Vector
	[52] 4.6
	c8
	c8
	[52] 4.6
	c9
	c9

	10E
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c3
	n/a

	10F
	Privacy
	[33] 4.2
	c6
	c6
	[33] 4.2
	c7
	c7

	10G
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c14
	c14

	10H
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c3:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c4:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c5:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c6:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c7:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c8:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c9:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c10:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c11:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c12:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c13:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c14:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/102 - - Additional for 2xx response
Table A.265: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	2
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	
	
	
	
	
	
	
	

	5
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c3:
IF A.162/15 THEN m ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing.


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/103 OR A.164/104 OR A.164/105 OR A.164/106 - - Additional for 3xx – 6xx response
Table A.265A: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i




Table A.266: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 - - Additional for 401 (Unauthorized) response
Table A.267: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	
	
	
	
	
	
	
	

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - Additional for 404 (Not Found), 413 (Request Entity Too Large), 480(Temporarily not available), 486 (Busy Here), 500 (Internal Server Error), 503 (Service Unavailable), 600 (Busy Everywhere), 603 (Decline) response.
Table A.268: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	




Table A.269: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/20 - - Additional for 407 (Proxy Authentication Required) response
Table A.270: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	o
	
	[26] 20.27
	o
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/25 - - Additional for 415 (Unsupported Media Type) response
Table A.271: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/27 - - Additional for 420 (Bad Extension) response
Table A.272: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/28 OR A.164/41A - - Additional for 421 (Extension Required), 494 (Security Agreement Required) response
Table A.272A: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	
	
	
	
	
	
	
	

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.




Table A.273: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.163/17 - - REFER response

Table A.274: Supported message bodies within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
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