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Reason for 
change:

The Location Information IE is defined in 3G TS 23.018. Instead of re-defining the Location Information IE every time it is used, 3G TS 23.078 should refer back to 23.018 and needs only to state where this instance of the IE differs from the definition in 23.018.
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4.6.1.5, 4.6.9.1, 7.6.1.2, 9.4.1.1, 11.3.2.1 and 11.3.4.1
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Other 
comments:


**** First Modified Section ****
4.6.1.5
Initial DP

4.6.1.5.2
Information Elements

…

Location Information is defined in 3G TS 23.018 [3]. The following differences apply:
Information element name
MO
MF
MT
VT
Description

Location Number
-
-
C
C
See 3G TS 23.018 [3].

 Service area ID
M?
-
C
C
See 3G TS 23.018 [3].

Cell ID
?
-
C
C
See 3G TS 23.018 [3]

Geographical information
C
-
C
C
See 3G TS 23.018 [3].

Geodetic information
C
-
C
C
See 3G TS 23.018 [3].

VLR number
M
-
C
M
See 3G TS 23.018 [3].

Age Of location information
M
-
C
C
See 3G TS 23.018 [3].

Current Location Retrieved
-
-
-
-
Not applicable








Selected LSA Identity
C1
-
C1
C1
This IE indicates the LSA identity associated with the current position of the MS. Shall be present if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA ID with the highest priority shall be sent. See 3G TS 23.073 [23].


M
Mandatory (The IE shall always be sent).

C
Conditional (The IE shall be sent, if available. Further conditions are in the description column.).
C1
Conditional (The IE shall be sent, if available and SoLSA is supported).
-
Not applicable.

…

**** Next Modified Section ****
4.6.9.1
Send Routeing Info ack

4.6.9.1.2
Information Elements

…

Location Information is defined in 3G TS 23.018. The following differences apply:
Information element name
Required
Description





Current Location Retrieved
-
Not applicable





















Selected LSA Identity
C
This IE indicates the LSA identity associated with the current position of the MS. Shall be present if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA ID with the highest priority shall be sent. See 3G TS 23.073 [23].

C
Conditional (The IE shall be sent, if available and SoLSA is supported).
-
Not applicable
…
**** Next Modified Section ****
7.6.1.2
Initial DP SMS

7.6.1.2.2
Information Elements

…

Location Information in MSC is based on the Location Information IE defined in 3G TS 23.018. The following differences apply:
Information element name
Required
Description

Location number
-
Not applicable













VLR number
M
See 3G TS 23.018 [3].

Age of location information
-
Not applicable

Current Location Retrieved
-
Not applicable

Selected LSA Identity
C1
This IE indicates the LSA identity associated with the current position of the MS.  Shall be sent if the LSA ID  in the subscriber data matches the LSA ID of the current cell.  In the case of multiple matches the LSA ID with the highest priority shall be sent.  See 3GPP TS 23.073[23]

M
Mandatory (The IE shall always be sent).

C
Conditional (The IE shall be sent, if available).

C1
Conditional (The IE shall be sent, if available and SoLSA is supported).
-
Not applicable
Location Information in SGSN is based on the Location Information IE defined in 3G TS 23.018. The following differences apply:

Information element name
Required
Description





Location number
-
Not applicable

Geographical information
C
See 3G TS 23.018 [3].

Geodetic information
-
Not applicable

VLR number
-
Not applicable

Age of location information
-
Not applicable

Current Location Retrieved
-
Not applicable

RAI
C
See 3G TS 23.060 [11].

SGSN number
M
Global Title of the Serving GPRS Service Node. See 3G TS 23.060 [11].

M
Mandatory (The IE shall always be sent).

C
Conditional (The IE shall be sent, if available).
-
Not applicable
**** Next Modified Section ****
9.4.1.1
Mobility Management event Notification

…

9.4.1.1.2
Information Elements

…

Location Information is defined in 3G TS 23.018 [3]. The following differences apply:

Information element name
Required
Description

























Current Location Retrieved
-
Not applicable

Selected LSA Identity
C
This IE indicates the LSA identity associated with the current position of the MS. Shall be sent if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA Id with the highest priority shall be sent. See 3G TS 23.073 [23].


C
Conditional (The IE shall be sent, if available and SoLSA is supported).
-
Not applicable
**** Next Modified Section ****
11.3.2.1
Any Time Interrogation ack

…

11.3.2.1.2 Information Elements

…

Location Information is defined in 3G TS 23.018 [3]. The following differences apply:

Information element name
Required
Description

Location number
-
Not applicable

Service area ID
-
Not applicable

Cell ID
-
Not applicable

Geographical information
C
See 3G TS 23.032 [34]. The GMLC receives Extended Geographical Information from the MSC. The Extended Geographical Information shall be converted to the Geographical Information by the GMLC.





VLR number
-
Not applicable





Current Location Retrieved
-
Not applicable

MSC number
C
The GMLC receives the MSC number from the HLR in the SendRoutingInfoForLCS MAP message.

C
Conditional (The IE shall be sent, if available).
-
Not applicable
**** Last Modified Section ****
11.3.4.1
Any Time Interrogation ack

…

11.3.4.1.2
Information Elements

…

Location Information is defined in 3G TS 23.018 [3]. The following differences apply:

Information element name
Required
Description

























Selected LSA Identity
C
 This IE indicates the LSA identity associated with the current position of the MS. Shall be sent if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA Id with the highest priority shall be sent. See 3G TS 23.073 [23].





C
Conditional (The IE shall be sent, if available and SoLSA is supported).

**** End of Document ****



