
3GPP TSG CN WG2#12
Document
N2-000287

Helsinki, Finland

17 - 21 July 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




23.078
CR
192
Current Version:
3.5.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
CN #09
for approval
X

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio

Core Network
X

(at least one should be marked with an X)



Source:
Alcatel
Date: 
30.06.2000



Subject:
Editorial corrections and enhancements



Work item:
CAMEL Phase 3



Category: 
F
Correction

Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification
X

Release 99
X





Release 00




Reason for 
change:

Various editorial correction and enhancements



Clauses affected:
4.6.9.1.2, 7.6.3.2.2, 7.6.5.2.2



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:
 

–– First modified section ––

4.6.9
HLR to GMSC information flows

4.6.9.1
Send Routeing Info ack

4.6.9.1.1
Description

This IF is specified in 3G TS 23.018 [3] and is used by the HLR to transfer the requested routeing information to the GMSC.

4.6.9.1.2
Information Elements

Send Routeing Info ack contains the following CAMEL specific IE:

Information element name
Required
Description

Location Information
C
This IE indicates the location of the served subscriber.

O-CSI
C
This IE identifies the subscriber as having originating CAMEL services. 

Shall be sent if O-CSI is active, and CFU or CFNRc has been invoked, or if both O-CSI and T-CSI are active.

D-CSI
C
This IE identifies the subscriber as having originating CAMEL dialled services. 

Shall be sent if D-CSI is active, and CFU or CFNRc has been invoked, or if both D-CSI and T-CSI are active.

Subscriber State
C
This IE indicates the status of the MS. The possible values of the IE are:

-
CAMELBusy: The VLR has indicated that the MS is engaged on a transaction for a mobile originating or terminated circuit-switched call.

-
NetworkDeterminedNotReachable: The VLR has indicated that the network can determine from its internal data that the MS is not reachable.

-
AssumedIdle: The VLR has indicated that the state of the MS is neither "CAMELBusy" nor "NetworkDeterminedNotReachable".

-
NotProvidedFromVLR: The VLR did not provide any information on subscriber state even though it was requested. 

T-CSI
C
This IE identifies the subscriber as having terminating CAMEL services. 

Shall be sent if T-CSI is active and no Suppress T‑CSI indicator is present in the SRI.

Basic Service Code
C
This IE indicates the type of basic service i.e., teleservice or bearer service.

CUG Subscription Flag
C
This IE indicates if the called party has a CUG subscription. It shall only be sent if the T-CSI is active and included in the Send Routing Information ack.

C
Conditional (The IE shall be sent, if available).

Location Information contains the following information:

Information element name
Required
Description

Location Number
C
See 3G TS 23.018 [3]. The IE shall be sent, if available and indicated by Subscriber Information in Send Routeing Information ack indicator.

CellGlobalIdOrServiceAreaIdOrLAI
C
See 3G TS 23.018 [3]. The IE shall be sent, if available and indicated by Subscriber Information in Send Routeing Information ack indicator.

Geographical Information
C
See 3G TS 23.018 [3]. The IE shall be sent, if available and indicated by Subscriber Information in Send Routeing Information ack indicator.

Geodetic Information
C
See 3G TS 23.018 [3]. The IE shall be sent, if available and indicated by Subscriber Information in Send Routeing Information ack indicator.

Age Of Location Information
C
See 3G TS 23.018 [3]. The IE shall be sent, if available and indicated by Subscriber Information in Send Routeing Information ack indicator.

VLR number
C
See 3G TS 23.018 [3].

Selected LSA Identity
C
See 3G TS 23.018 [3]. The IE shall be sent, if available and indicated by Subscriber Information in Send Routeing Information ack indicator.

C
Conditional (The IE shall be sent, if available. Further conditions are in the description column).

O-CSI is defined in subclause 4.3.1.

D-CSI is defined in subclause 4.3.2.

T-CSI contains the following information:

Information element name
Required
Description

gsmSCF Address
M
This IE is described in subclause 4.3.3.

Service Key
M
This IE is described in subclause 4.3.3.

Default Call Handling
M
This IE is described in subclause 4.3.3.

TDP List
M
This IE is described in subclause 4.3.3.

CAMEL Capability Handling
C
This IE is described in subclause 4.3.3. If this IE is absent, this indicates that CAMEL phase 1 is asked.

M
Mandatory.

C
Conditional.

–– Next modified section ––

7.6.3
HLR to VLR information flows

...

7.6.3.2
Insert Subscriber Data

7.6.3.2.1
Description

This IF is specified in 3G TS 29.002 [4] and is used by the HLR to insert subscriber data in the VLR.

7.6.3.2.2
Information Elements

The Insert Subscriber Data contains the following CAMEL specific IE for MO SMS:

Information element name
Required
Description

SMS-CSI
C
This IE identifies the subscriber having MO SMS CAMEL services.

C
Conditional (The IE shall be sent, if required).

SMS-CSI contains the following information:

Information element name
Required
Description

gsmSCF Address
M
See subclause 7.3.1.1.

Service Key
M
See subclause 7.3.1.2.

Default SMS Handling
M
See subclause 7.3.1.3.

CAMEL Capability Handling
M
See subclause 7.3.1.5.

SMS Triggers
M
See subclause 7.3.1.4. It includes the following trigger:

· SMS_Collected_Info 

M
Mandatory (the IE shall always be sent).

–– Next modified section ––

7.6.5
HLR – SGSN information flows

...

7.6.5.2
Insert Subscriber data

7.6.5.2.1
Description

This IF is specified in 3G TS 29.002 [4] and used by the HLR to insert subscriber data in the SGSN.

7.6.5.2.2
Information Elements

Insert Subscriber Data contains the following MO SMS specific IE:

Information element name
Required
Description

SMS-CSI
C
This IE identifies the subscriber having MO SMS CAMEL services.

C
Conditional (The IE shall be sent, if required).

SMS-CSI contains the following information:

Information element name
Required
Description

gsmSCF Address
M
See subclause 7.3.1.1.

Service Key
M
See subclause 7.3.1.2.

Default SMS Handling
M
See subclause 7.3.1.3.

CAMEL Capability Handling
M
See subclause 7.3.1.5. 

SMS Triggers
M
See subclause 7.3.1.4. It includes the following trigger:


SMS_Collected_Info 

M
Mandatory (The IE shall always be sent).







