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****    FIRST MODIFIED SECTION    ****

4.2.1.2.5
Criteria at DP T_Busy and T_No_Answer

The HLR may store a list of up to 5 cause values.

The criteria for a mobile terminating call are checked in the GMSC or in MSC.

For mobile terminating calls in the GMSC, the HLR shall include the trigger criteria in the subscriber data sent to the GMSC. Reason is that the cause code received from ISUP is used in the trigger criteria check. The cause code is not known at the time of sending the T-CSI to the GMSC.
If SRI-Ack includes the Not Reachable FTN, then HLR may decide not to include the trigger criteria, if the HLR has identified that T-CSI includes DP T Busy with cause code Not Reachable.

If SRI-Ack includes the Not Reachable FTN and also T-CSI, including DP T Busy with cause code, then the not reachable condition shall be mapped to an ISUP release code, which shall be used for triggering check.

For Mobile terminating calls in the VMSC, the trigger criteria are  received in the VT‑CSI from the HLR in Insert Subscriber Data IF. The triggering is based on the ISUP release cause code (call set up result).

The following criteria are applicable for DP T_Busy and T_No_Answer:

-
Release cause code

The trigger criteria are met if the cause code received from ISUP or MAP is equal to at least one of the cause codes in the trigger criteria list.

If trigger criteria are satisfied, either in GMSC or VMSC, then the corresponding Service Logic shall be invoked.
If a T-BCSM was already invoked and there is a control relationship at that moment, then no Service Logic shall be invoked.

When a RCH message is received in the GMSC and the subscriber has T-CSI then the forwarding reason in the RCH message shall be used to perform trigger criteria check for DP T Busy or DP T No Answer. If a match is found, then the corresponding Service Logic shall be invoked.
If a T-BCSM was already invoked and there is a relationship at that moment, then no Service Logic shall be invoked.

Table 4.x: Mapping of Send Info For Incoming Call (SIFIC) response, Send Routeing Info Ack (SRI-Ack) or Resume Call Handling (RCH) to ISUP release causes for triggering criteria check
SIFIC response / SRI-Ack / RCH "forwarding reason"
ISUP release cause number
ISUP release cause name

MS not reachable
20
Subscriber absent

MS Busy
17
User busy

Call deflection (note)
21
Call rejected

No reply
19
No answer from user (user alerted)

Note: Call Deflection is used only in the RCH operation. The same code point in the SIFIC response indicates CFU. However, the CFU invokation in the GMSC triggers in the Terminating_Attempt_Authorised DP; thus the reason code mapping is not needed in the CFU case.
****   NEXT MODIFIED SECTION    ****


Figure 4.41: Procedure CAMEL_MT_GMSC_Notify_CF (sheet 1)
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Figure 4.51: Procedure CAMEL_MT_VMSC_Notify_CF (sheet 1)
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****   NEXT MODIFIED SECTION    ****

4.6.1.5
Initial DP

4.6.1.5.1
Description

This IF is generated by the gsmSSF when a trigger is detected at a DP in the BCSM, to request instructions from the gsmSCF.

4.6.1.5.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Additional Calling Party Number
-
C
C
C
The calling party number provided by the access signalling system of the calling user.

Bearer Capability
M
C
C
C
This IE indicates the type of the bearer capability connection to the user.

Called Party Number
C
M
M
M
This IE contains the number used to identify the called party in the forward direction. 
For the MO and MF calls this parameter is used in case of  TDP Route_Select_Failure (this is the destination number used to route the call) and in case of TDP Busy and TDP No Reply(this is  the MSISDN when the destination number used for the call is a MSRN, or in case of unsuccessful establishement received from the HLR via MAP interface, otherwise it is the number used to route the call).
For the VT calls when there is no forwarding pending this is the MSISDN received in the Provide Roaming Number; if the MSISDN is not available, the basic MSISDN is used. For the MT and VT call case when there is call forwarding or call deflection pending, this is the MSISDN, i.e. not the forwarded-to or deflected-to number.

Called Party BCD Number
C
-
-
-
This IE contains the number used to identify the called party in the forward direction. It is used for MO call in all cases except in case of TDP Route_Select_Failure.

For  the TDP Collected_Information : the number contained in this IE shall be identical to the number received over the access network. It may e.g. include service selection information, such as ( and # digits, or carrier selection information dialled by the subscriber.
For the TDP Analysed_Information : the number contained in this IE shall be the dialled number received over the network access or received from a gsmSCF in a CONNECT operation, service selection information, such as * and  # digits, or  carrier selection information dialled by the subscriber.

Calling Party Number
M
C
C
C
This IE carries the calling party number to identify the calling party or the origin of the call.

Calling Partys Category
M
C
C
C
Indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

CallGap Encountered
C
C
C
C
This parameter indicates the type of gapping the related call have been subjected to.

This parameter shall be present only if a call gapping context is applicable to the initialDP operation.

Call Reference Number
M
M
M
M
This IE may be used by the gsmSCF for inclusion in a network optional gsmSCF call record. It has to be coupled with the identity of the MSC which allocated it in order to define unambiguously the identity of the call.

For MO calls, the call reference number is set by the serving VMSC and included in the MO call record.

For MT calls, the call reference number is set by the GMSC and included in the RCF call record in the GMSC and in the MT call record in the terminating MSC.

For VT calls, the call reference number is set by the GMSC and included in the RCF call record in the GMSC and in the MT call record in the terminating MSC.

For CF calls, the call reference number is set by the GMSC and included in the CF record in the forwarding MSC.

Cause
C
C
C
C
This IE indicates the cause specific to the armed BCSM DP event. This IE is applicable to DP Route_Select_Failure and DP T_Busy. The cause may be used by the SCF to decide about the further handling of the call.

Event Type BCSM
M
M
M
M
This IE indicates the armed BCSM DP event, resulting in the Initial DP IF.

Ext-Basic Service Code
C
C
C
C
This IE indicates the type of basic service i.e., teleservice or bearer service.

High Layer Compatibility
C
C
C
C
This IE indicates the type of the high layer compatibility, which will be used to determine the ISDN-teleservice of a connected ISDN terminal.

IMSI
M
M
M
M
This IE identifies the mobile subscriber.

IP SSP Capabilities
C
C
C
C
This IE indicates which SRF resources are supported within the gsmSSF and are available. If this IE is absent, this indicates that no gsmSRF is attached and available.

Location Information
M
-
C
M
This IE is described in the next table.

Location Number
M
C
C
C
For mobile originated calls this IE represents the location of the calling party. For all other call scenarios this IE contains the location number received in incoming ISUP signalling.

MSC Address
M
M
M
M
For MO calls, the MSC Address carries the international E.164 address of the serving VMSC.

For MT calls, the MSC Address carries the international E.164 address of the GMSC.

For VT calls, the MSC Address carries the international E.164 address of the serving VMSC.

For CF calls, the MSC Address carries the international E.164 address of the forwarding MSC.

GMSC Address
-
M
-
M
For CF calls, the GMSC Address carries the international E.164 address of the GMSC. 

For VT calls, the GMSC Address carries the international E.164 address of the GMSC.

NA Carrier Information
C
C
C
C
The content of this IE is described in the next table.

The IE may be sent when the VPLMN and the HPLMN of the subscriber are both North American.

For MO calls, this IE shall contain any carrier that was dialed by the calling subscriber. If no carrier was dialed, the IE shall contain the calling subscriber’s subscribed carrier.

For MT and VT calls, the IE shall contain the carrier subscribed to by the called subscriber.

For CF calls, the IE shall contain the carrier subscribed to by the forwarding subscriber.

Original Called Party ID
-
C
C
C
This IE carries the dialled digits if the call has met call forwarding on the route to the gsmSSF.

Redirecting Party ID
-
M
C
C
This IE indicates the directory number the call was redirected from.

Redirection Information
-
M
C
C
This IE contains forwarding related information, such as redirection counter.

Service Key
M
M
M
M
This IE indicates to the gsmSCF the requested CAMEL Service. It is used to address the required application/SLP within the gsmSCF.

Subscriber State
-
-
C
C
This IE indicates the status of the MS. The states are:

-
CAMELBusy: The MS is engaged on a transaction for a mobile originating or terminated circuit-switched call.

-
NetworkDeterminedNotReachable: The network can determine from its internal data that the MS is not reachable.

-
AssumedIdle: The state of the MS is neither "CAMELBusy" nor "NetworkDeterminedNotReachable".

-
Not provided from VLR.

Time And Timezone
M
M
M
M
This IE contains the time that the gsmSSF was triggered, and the time zone the gsmSSF resides in.

GSM Forwarding Pending
-
-
C
C
This parameter indicates that a forwarded-to-number was received and the call will be forwarded due to GSM supplementary service call forwarding in the GMSC/VMSC. This parameter is present in the following cases:

· When the FTN is received from the HLR prior to triggering in the  Terminating_Attempt_Authorised DP.

· When a conditional call forwarding or call deflection is invoked in the GMSC/MSC, and T_Busy or T_No_answer is reported as a TDP.


Service Interaction Indicators Two
C
C
C
C
This IE is sent if it is received in the ISUP message or due to previous CAMEL processing. The IE is described in a table below.








CUG Index
C
-
-
-
See 3G TS 23.085 [9] for details of this IE.

CUG Interlock Code
C
C
C
C
See 3G TS 23.085 [9] for details of this IE. In the MO case this IE is received from the VLR.

Outgoing Access Indicator
C
C
C
C
See 3G TS 23.085 [9] for details of this IE. In the MO case this IE is received from the VLR.

M
Mandatory (The IE shall always be sent) 

C
Conditional (The IE shall be sent, if available)

-
Not applicable

Location Information contains the following information:

Information element name
MO
MF
MT
VT
Description

Location Number
-
-
C
C
See 3G TS 23.018 [3].

CellGlobalIdOrServiceAreaIdOrLAI
M
-
C
C
See 3G TS 23.018 [3].

Geographical Information
C
-
C
C
See 3G TS 23.018 [3].

Geodetic Information
C
-
C
C
See 3G TS 23.018 [3].

Age Of Location Information
M
-
C
C
See 3G TS 23.018 [3].

VLR number
M
-
C
M
See 3G TS 23.018 [3].

Selected LSA Identity
C
-
C
C
This IE indicates the LSA identity associated with the current position of the MS. Send if the LSA ID of subscription and LSA ID of the used cell matches. In the case of multiple matches the one with the highest priority is sent. See 3G TS 23.073 [23].

The IE shall only be sent, if SoLSA is supported.

M
Mandatory (The IE shall always be sent)

C
Conditional (The IE shall be sent, if available. Further conditions are in the description column.)

-
Not applicable
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