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	Reason for 
change:

	Cause
For unified treatment of the value of the minimum and the maximum length, the minimum length is proposed to be defined as “&minCauseLength”.

GPRSCause
For flexible handling for the future change, the minimum and the maximum length of this value are proposed to be defined as “&minGPRSCauseLength” and “&maxGPRSCauseLength” respectively.
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comments:
	


*** First change in the clause 5.1 Data Types ***

Cause {PARAMETERS-BOUND : bound} 


::= OCTET STRING (SIZE(


bound.&minCauseLength .. bound.&maxCauseLength))

-- Indicates the cause for interface related information. 

-- Refer to ETS 300 356‑1 [8] Cause parameter for encoding.

-- For the use of cause and location values refer to ITU‑T Recommendation Q.850 [22] 

-- Shall always include the cause value and shall also include the diagnostics field,

-- if available.

GPRSCause {PARAMETERS-BOUND : bound} 


::= OCTET STRING (SIZE(bound.&minGPRSCauseLength .. bound.&maxGPRSCauseLength))

-- Indicates the cause for interface related information. 

-- Refer to 3G TS 29.060 [43] Cause parameter for encoding.

-- Shall only include the cause value.

*** Next change in the clause 5.1 Data Types ***

-- The Definition of range of constants follows


numOfInfoItems INTEGER ::= 4

*** Next change in the clause 5.5 Classes ***

PARAMETERS-BOUND ::= CLASS

{


&minAccessPointNameLength




INTEGER,


&maxAccessPointNameLength




INTEGER,


&minAChBillingChargingLength



INTEGER,


&maxAChBillingChargingLength



INTEGER,


&minAttributesLength





INTEGER,


&maxAttributesLength





INTEGER,


&maxBearerCapabilityLength




INTEGER,


&minCalledPartyBCDNumberLength



INTEGER,


&maxCalledPartyBCDNumberLength



INTEGER,


&minCalledPartyNumberLength




INTEGER,


&maxCalledPartyNumberLength




INTEGER,


&minCallingPartyNumberLength



INTEGER,


&maxCallingPartyNumberLength



INTEGER,


&minCallResultLength





INTEGER,


&maxCallResultLength





INTEGER,


&minCarrierLength






INTEGER,


&maxCarrierLength






INTEGER,

&minCauseLength







INTEGER,

&maxCauseLength







INTEGER,


&minDigitsLength






INTEGER,


&maxDigitsLength






INTEGER,


&minFCIBillingChargingDataLength


INTEGER,


&maxFCIBillingChargingDataLength


INTEGER,


&minFCIBillingChargingLength



INTEGER,


&maxFCIBillingChargingLength



INTEGER,


&minGenericNumberLength





INTEGER,


&maxGenericNumberLength





INTEGER,
    &minGPRSCauseLength                         INTEGER,
    &maxGPRSCauseLength                         INTEGER,


&minIPSSPCapabilitiesLength




INTEGER,


&maxIPSSPCapabilitiesLength




INTEGER,


&minLocationNumberLength




INTEGER,


&maxLocationNumberLength




INTEGER,


&minMessageContentLength




INTEGER,


&maxMessageContentLength




INTEGER,


&minOriginalCalledPartyIDLength



INTEGER,


&maxOriginalCalledPartyIDLength



INTEGER,


&minPDPAddressLength





INTEGER,


&maxPDPAddressLength





INTEGER,


&minRedirectingPartyIDLength



INTEGER,


&maxRedirectingPartyIDLength



INTEGER,


&minScfIDLength







INTEGER,


&maxScfIDLength







INTEGER,


&minSCIBillingChargingLength



INTEGER,


&maxSCIBillingChargingLength



INTEGER,


&minTimeAndTimezoneLength




INTEGER,


&maxTimeAndTimezoneLength




INTEGER,


&numOfBCSMEvents






INTEGER,


&numOfSMSEvents







INTEGER,


&numOfGPRSEvents






INTEGER,


&numOfExtensions






INTEGER,


&numOfGenericNumbers





INTEGER,


&numOfMessageIDs






INTEGER

}

WITH SYNTAX

{


MINIMUM-FOR-ACCESS-POINT-NAME



&minAccessPointNameLength


MAXIMUM-FOR-ACCESS-POINT-NAME



&maxAccessPointNameLength


MINIMUM-FOR-ACH-BILLING-CHARGING


&minAChBillingChargingLength


MAXIMUM-FOR-ACH-BILLING-CHARGING


&maxAChBillingChargingLength


MINIMUM-FOR-ATTRIBUTES





&minAttributesLength


MAXIMUM-FOR-ATTRIBUTES





&maxAttributesLength


MAXIMUM-FOR-BEARER-CAPABILITY



&maxBearerCapabilityLength


MINIMUM-FOR-CALLED-PARTY-BCD-NUMBER


&minCalledPartyBCDNumberLength


MAXIMUM-FOR-CALLED-PARTY-BCD-NUMBER


&maxCalledPartyBCDNumberLength


MINIMUM-FOR-CALLED-PARTY-NUMBER



&minCalledPartyNumberLength


MAXIMUM-FOR-CALLED-PARTY-NUMBER



&maxCalledPartyNumberLength


MINIMUM-FOR-CALLING-PARTY-NUMBER


&minCallingPartyNumberLength


MAXIMUM-FOR-CALLING-PARTY-NUMBER


&maxCallingPartyNumberLength


MINIMUM-FOR-CALL-RESULT





&minCallResultLength


MAXIMUM-FOR-CALL-RESULT





&maxCallResultLength


MINIMUM-FOR-CARRIER






&minCarrierLength


MAXIMUM-FOR-CARRIER






&maxCarrierLength
    MINIMUM-FOR-CAUSE 






&minCauseLength

MAXIMUM-FOR-CAUSE






&maxCauseLength


MINIMUM-FOR-DIGITS






&minDigitsLength


MAXIMUM-FOR-DIGITS






&maxDigitsLength


MINIMUM-FOR-FCI-BILLING-CHARGING-DATA

&minFCIBillingChargingDataLength


MAXIMUM-FOR-FCI-BILLING-CHARGING-DATA

&maxFCIBillingChargingDataLength


MINIMUM-FOR-FCI-BILLING-CHARGING


&minFCIBillingChargingLength


MAXIMUM-FOR-FCI-BILLING-CHARGING


&maxFCIBillingChargingLength


MINIMUM-FOR-GENERIC-NUMBER




&minGenericNumberLength


MAXIMUM-FOR-GENERIC-NUMBER




&maxGenericNumberLength


MINIMUM-FOR-IP-SSP-CAPABILITIES



&minIPSSPCapabilitiesLength


MAXIMUM-FOR-IP-SSP-CAPABILITIES



&maxIPSSPCapabilitiesLength

    MINIMUM-FOR-GPRS-CAUSE-LENGTH               &minGPRSCauseLength

    MAXIMUM-FOR-GPRS-CAUSE-LENGTH               &maxGPRSCauseLength


MINIMUM-FOR-LOCATION-NUMBER




&minLocationNumberLength


MAXIMUM-FOR-LOCATION-NUMBER




&maxLocationNumberLength


MINIMUM-FOR-MESSAGE-CONTENT




&minMessageContentLength


MAXIMUM-FOR-MESSAGE-CONTENT




&maxMessageContentLength


MINIMUM-FOR-ORIGINAL-CALLED-PARTY-ID

&minOriginalCalledPartyIDLength


MAXIMUM-FOR-ORIGINAL-CALLED-PARTY-ID

&maxOriginalCalledPartyIDLength


MINIMUM-FOR-PDP-ADDRESS-LENGTH



&minPDPAddressLength


MAXIMUM-FOR-PDP-ADDRESS-LENGTH



&maxPDPAddressLength


MINIMUM-FOR-REDIRECTING-ID




&minRedirectingPartyIDLength


MAXIMUM-FOR-REDIRECTING-ID




&maxRedirectingPartyIDLength


MINIMUM-FOR-GSMSCF-ID





&minScfIDLength


MAXIMUM-FOR-GSMSCF-ID





&maxScfIDLength


MINIMUM-FOR-SCI-BILLING-CHARGING


&minSCIBillingChargingLength


MAXIMUM-FOR-SCI-BILLING-CHARGING


&maxSCIBillingChargingLength


MINIMUM-FOR-TIME-AND-TIMEZONE



&minTimeAndTimezoneLength


MAXIMUM-FOR-TIME-AND-TIMEZONE



&maxTimeAndTimezoneLength 


NUM-OF-BCSM-EVENT






&numOfBCSMEvents


NUM-OF-SMS-EVENTS






&numOfSMSEvents


NUM-OF-GPRS-EVENTS






&numOfGPRSEvents


NUM-OF-EXTENSIONS






&numOfExtensions


NUM-OF-GENERIC-NUMBERS





&numOfGenericNumbers


NUM-OF-MESSAGE-IDS






&numOfMessageIDs

}

capSpecificBoundSet PARAMETERS-BOUND ::=

{


MINIMUM-FOR-ACCESS-POINT-NAME



1


MAXIMUM-FOR-ACCESS-POINT-NAME 



100


MINIMUM-FOR-ACH-BILLING-CHARGING


5



MAXIMUM-FOR-ACH-BILLING-CHARGING


177


MINIMUM-FOR-ATTRIBUTES





2


MAXIMUM-FOR-ATTRIBUTES





10


MAXIMUM-FOR-BEARER-CAPABILITY



11


MINIMUM-FOR-CALLED-PARTY-BCD-NUMBER


1


MAXIMUM-FOR-CALLED-PARTY-BCD-NUMBER


41


MINIMUM-FOR-CALLED-PARTY-NUMBER



3


MAXIMUM-FOR-CALLED-PARTY-NUMBER



18


MINIMUM-FOR-CALLING-PARTY-NUMBER


2


MAXIMUM-FOR-CALLING-PARTY-NUMBER


10


MINIMUM-FOR-CALL-RESULT





12


MAXIMUM-FOR-CALL-RESULT





186


MINIMUM-FOR-CARRIER






4


MAXIMUM-FOR-CARRIER






4

    MINIMUM-FOR-CAUSE
                        2

    MAXIMUM-FOR-CAUSE






32


MINIMUM-FOR-DIGITS






2


MAXIMUM-FOR-DIGITS






16


MINIMUM-FOR-FCI-BILLING-CHARGING-DATA

1


MAXIMUM-FOR-FCI-BILLING-CHARGING-DATA

160


MINIMUM-FOR-FCI-BILLING-CHARGING


5


MAXIMUM-FOR-FCI-BILLING-CHARGING


172


MINIMUM-FOR-GENERIC-NUMBER




3


MAXIMUM-FOR-GENERIC-NUMBER




11


MINIMUM-FOR-IP-SSP-CAPABILITIES



1


MAXIMUM-FOR-IP-SSP-CAPABILITIES



4
    MINIMUM-FOR-GPRS-CAUSE-LENGTH               1
    MAXIMUM-FOR-GPRS-CAUSE-LENGTH               1

MINIMUM-FOR-LOCATION-NUMBER




2


MAXIMUM-FOR-LOCATION-NUMBER




10


MINIMUM-FOR-MESSAGE-CONTENT




1


MAXIMUM-FOR-MESSAGE-CONTENT




127


MINIMUM-FOR-ORIGINAL-CALLED-PARTY-ID

2


MAXIMUM-FOR-ORIGINAL-CALLED-PARTY-ID

10


MINIMUM-FOR-PDP-ADDRESS-LENGTH



1


MAXIMUM-FOR-PDP-ADDRESS-LENGTH



63


MINIMUM-FOR-REDIRECTING-ID




2


MAXIMUM-FOR-REDIRECTING-ID




10


MINIMUM-FOR-GSMSCF-ID





2


MAXIMUM-FOR-GSMSCF-ID





10


MINIMUM-FOR-SCI-BILLING-CHARGING


4


MAXIMUM-FOR-SCI-BILLING-CHARGING


69


MINIMUM-FOR-TIME-AND-TIMEZONE



8


MAXIMUM-FOR-TIME-AND-TIMEZONE



8


NUM-OF-BCSM-EVENT






10


NUM-OF-SMS-EVENTS






10


NUM-OF-GPRS-EVENTS






10


NUM-OF-EXTENSIONS






10


NUM-OF-GENERIC-NUMBERS





5


NUM-OF-MESSAGE-IDS






16

}

END

