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	Reason for 
change:

	The CAMEL ph 3 gsmSSF shall go to IDLE always when O/T_Abandon or O/T_Disconnect detection point is armed as an EDP-N, or is not armed at all. The reasoning is the following:

1. O/T_Busy, O/T_No_Answer and Route_Select_Failure EDPs are implicitly disarmed when O/_Abandon is met -> No other EDPs can be met after the O/T_Abandon DP.

2. It is poor service logic design if O/T_Disconnect is armed as an EDP-R for one leg, and as an EDP-N (or not armed) for the other leg. If SCP wants to send FCI, both legs must have EDP-R for a reliable operation of the CAMEL service. For the follow-on call CAMEL services (disconnect of called leg must be EDP-R) the service can not run any more if the calling party has cleared as well -> the gsmSSF can vanish. The gsmSSF can loose Connect, but the re-connection is not possible anymore.

3. If O/T_Disconnect DP is encountered while waiting for instructions at the O/T_Answer EDP-R then this makes some difference. However, the only reasonable instructions at O/T_Answer would be FCI and Continue CAP operations. The gsmSSF can loose FCI operation of O/T_Answer DP, but on the other hand the subscribers never talked to each other in the particular call. The free format charging data is part of regular CDR data (according to the 3G TS 32.012). The regular CDR may not be created in this case at all -> there is no place to put FCI data anyway.
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	Other 
comments:
	The same shall be done to the CAMEL4 draft as well.


****    FIRST MODIFIED SECTION    ****

4.5.6.4
Process gsmSSF and procedures

The call gap operation can only be received for an opened transaction between the gsmSSF and the gsmSCF.

. . . .
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Figure 4.65k: Process gsmSSF (sheet 0)
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