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6.6.1.3
Entity Released GPRS

6.6.1.3.1
Description

This IF is used by the gprsSSF to inform the gsmSCF at any phase that a GPRS session or PDP context has been terminated by the SGSN without reporting any EDP.

6.6.1.3.2
Information Elements

The following information elements are required:

	Information element name
	Required
	Description

	Gprs Reference Number
	C
	This IE consists of a number assigned by the gprsSSF and a number assigned by the gsmSCF. It is used for TCAP dialogue segmentation.
Refer to 3GPP TS 29.078 [5] for the usage of this element.

	GPRS Cause
	M
	This IE contains the Cause value indicating the reason for discontinuation of the PDP context.

	PDP ID
	C
	This IE identifies the PDP context which has been terminated by the SGSN. If not present the relationship corresponds to the Attach/Detach State Model or to one single PDP context within a PDP context relationship.


M
Mandatory (The IE shall always be sent).
C
Conditional.
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change:


EntityReleasedGPRS operation shall not have PDPid when the attach/detach FSM is released without an armed EventDetectionPoint. EntityReleasedGPRS is needed in this case since the TC dialogue termination does not indicate clearly that the relationship must be terminated. PDPid is not needed either when a single PDP context has the CAP relationship towards SCP.
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****    FIRST MODIFIED SECTION    ****


6.6.1.3
Entity Released GPRS


6.6.1.3.1
Description


This IF is used by the gprsSSF to inform the gsmSCF at any phase that a GPRS session or PDP context has been terminated by the SGSN without reporting any EDP.


6.6.1.3.2
Information Elements


The following information elements are used:


Information element name

Required

Description



Gprs Reference Number

M

This IE contains an identifier that is allocated by the gprsSSF and it is used to identify the gprsSSF instance taking care of GPRS session or PDP context.



GPRS Cause

M

This IE contains the Cause value indicating the reason for discontinuation of the PDP context.



PDP ID

C

This IE identifies the PDP context which has been terminated by the SGSN. If not present the relationship corresponds to the Attach/Detach state model or to one single PDP context within a PDP context relationship.



M
Mandatory (The IE shall always be sent).

C
Conditional
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