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	RAI is included twice in the IntitialDP-GPRS CAP operation.
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	Other 
comments:
	In order to avoid incompatible changes the duplicate parameter is not removed. It is commented informally that RAI on the main level of IDP-GPRS is not used.

In stage 2 this IE can be removed, i.e. it should not be visible in the main level of the operation. In the ASN.1 tag number is reserved, but never used.


****    FIRST MODIFIED SECTION    ****

6.6.1.5
Initial DP GPRS

6.6.1.5.1
Description

This IF is generated by the gprsSSF when a trigger is detected at a DP in the GPRS state models, to request instructions from the gsmSCF.

6.6.1.5.2
Information Elements

The following information elements are required:

	Information element name
	Required
	Description

	
	
	

	Gprs Reference Number
	M
	This IE consists of a number assigned by the gprsSSF. It is used for TCAP dialogue segmentation.
Refer to 3GPP TS 29.078 [5] for the usage of this element.

	ServiceKey
	M
	 This IE indicates to the gsmSCF the requested CAMEL Service. It is used to address the required application/SLP within the gsmSCF.

	GPRS Event Type 
	M
	This IE indicates the armed GPRS DP event resulting in the Initial Data Event IF.

	MSISDN
	M
	This IE contains the basic MSISDN of the MS.

	IMSI
	M
	This IE identifies the mobile subscriber.

	Time and Time zone 
	M
	This IE contains the time that the gprsSSF was triggered, and the time zone the gprsSSF resides in.

	GPRS MS Class
	C
	This IE contains the MS network and radio access capabilities.

	PDP Type
	C
	This IE identifies the PDP Type, e.g. X.25 or IP.

	Quality of Service
	C
	This IE is described in the table below.

	Access Point Name
	C
	This IE identifies the address Access Point Name the MS has requested to connect to.

	
	
	

	Charging ID
	C
	This IE contains the Charging ID received from the GGSN for the PDP context.

	SGSN Capabilities
	C
	This IE specifies the capabilities of the SGSN node to support the CAMEL interwork, e.g. support of Advice of Charge.

	Location Information in SGSN
	M
	This IE is described in the subclause 7.6.1.3.2.

	PDP Initiation Type
	M
	This IE indicates whether a PDP context was established as a result of a network-initiated request or as a result of a subscriber request.


M
Mandatory (The IE shall always be sent).

C
Conditional (The IE shall be sent, if available).

Quality of Service contains the following information elements:

	Information element name
	Required
	Description

	Requested QoS
	C
	This IE identifies the QoS requested by the subscriber for a new PDP Context. It shall be included if the InitialDPGPRS is sent at PDP Context Establishment, at PDP Context Establishment Acknowledgement and at Change of Position Context.

	Subscribed QoS
	C
	This IE identifies the subscribed QoS. It shall be included if the InitialDPGPRS is sent at PDP Context Establishment, at PDP Context Establishment Acknowledgement and at Change of Position Context.

	Negotiated QoS
	C
	This IE identifies the QoS which was negotiated between the user, the SGSN and the GGSN. It shall be included if the InitialDPGPRS is sent at PDP Context Establishment Acknowledgement and at Change of Position Context.


C
Conditional (The IE shall be sent, if available)
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