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*** First Change ***
11.4
ApplyChargingGPRS procedure

11.4.1
General description

This operation is used for interacting from the gsmSCF with the gprsSSF function: CSE control of GPRS session or PDP Context duration and volume. The ApplyChargingGPRSReport operation provides the feedback from the gprsSSF to the gsmSCF. The charging scenarios supported by this operation are those given in 3GPP TS 22.078 for CSE control of GPRS session and PDP Context duration and volume.

This procedure may only be used if there is a control relationship between the gsmSCF and the GPRS Session or PDP Context, for which the charging instruction is intended.

If this procedure is used within a PDP Context dialogue, then the charging instruction shall pertain to the PDP Context only. Data volume threshold and duration threshold may be defined separately.

If this procedure is used within a Session dialogue, then the charging instruction may pertain to the Session or to a PDP Context.
Charging on duration may be applied to the Session or to PDP Contexts. Charging on volume may be applied to PDP Contexts only.
11.4.1.1
Parameters

-
chargingCharacteristics:
This parameter specifies a choice between parameters required for CSE control of a GPRS session or a PDP Context:

-
  maxTransferredVolume:
This parameter specifies the maximum volume to be transferred in number of bytes before a ApplyChargingReportGPRS shall be sent to the gsmSCF.

-
  maxElapsedTime:
This parameter specifies the maximum period of time before a ApplyChargingReportGPRS shall be sent to the gsmSCF.

-
tariffSwitchInterval:
This parameter indicates to the gprsSSF the time duration until the next tariff switch. The measurement of the elapsed tariff switch period commences immediately upon successful execution of this operation.

-
pDPID:
This parameter, if present, identifies the PDP Context, within the Session dialogue , to which the charging instruction applies.

11.4.2
Responding entity (gprsSSF)

11.4.2.1
Normal procedure

gprsSSF preconditions:

(1)
A control relationship exists between the gsmSCF and the GPRS Session or PDP Context to which the operation applies.

(2)
The gprsSSF is in one of the following states: "Waiting for Instructions" or "Monitoring".

SSF postcondition:

(1)
No gprsSSF state transition

On receipt of this operation, the gprsSSF sets the charging data using the information elements included in the operation. 

11.4.2.2
Error handling

TaskRefused: In addition to the generic error handling noted below, this error shall be indicated when:

-
a previously received GPRS session or PDP context period or volume duration is pending;

-
a tariffSwitchInterval is indicated when a previously received tariffSwitchInterval is pending.

Generic error handling for the operation related errors is described in clause 10 and the TC services used for reporting operation errors are described in clause 12.
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