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Reason for change:
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It is not clear whether APN can be changed for the PDP context which is initiated by the network.  General view seems that it shall not be possible.  This CR provide the clear description of this aspect.




Summary of change:
(

Add one sentence that the APN change is not possible for the network initiated PDP context.
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not approved:
The question mentioned above would remain unsolved.




Clauses affected:
(

6.4




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

This CR shall be treated as “Essential Correction”

6.4.3.1
Description of the PDP Context model (PIAs)

This subclause describes the model for PDP Context State Model in the SGSN. For each PIA a description can be found of the entry events, actions and exit events.

6.4.3.1.1
Idle

Entry events:

-
Deactivation (user or network initiated) and clearing of a previous PDP Context.

-
Processing of exceptional conditions.

Actions:

-
Interface is idled.

-
Activate PDP Context request is received from MS (containing NSAPI, PDP Type, PDP Address, Access Point Name, QoS Requested, PDP Configuration Options), or Inter-SGSN Routeing Area Update is accepted (DP Change of Position Context).

-
Information being analyzed, e.g. GPRS-CSI is analyzed.

Exit events:

-
GPRS-CSI is analyzed (DP PDP Context Establishment or DP Change of Position Context, new SGSN).

6.4.3.1.2
PDP Context Setup

Entry events:

-
GPRS-CSI is analyzed (DP PDP Context Establishment).

Actions:

-
GGSN address is derived from the Access Point Name by interrogation of a DNS.

-
Create PDP Context Request is sent to the GGSN.

Exit events:

-
Create PDP Context Response is received from the the GGSN (DP PDP Context Establishment Acknowledgement).

-
An exception is encountered.

6.4.3.1.3
PDP Context Established

Entry events:

-
GPRS-CSI is analyzed (DP PDP Context Establishment Acknowledgement or DP Change of Position Context).

Actions:

-
PDP context is established at the MS and the SGSN.
-
For Network Initiated PDP Context, it shall not be possible to change APN.
Exit events:

-
Deactivation of the PDP Context is received from the MS or the GGSN, or is due to an inter SGSN routing area update (DP PDP Context Disconnection, old SGSN).

-
Intra-SGSN Routeing Area Update Request is received from the MS (DP Change of Position Context).

-
Inter-SGSN Routeing Area Update (DP Change of Position Context, new SGSN).
-
An exception is encountered.

6.4.3.1.4
Change of Position Context

Entry events:

-
Inter SGSN Routing Area update accepted (new SGSN).

-
Intra SGSN Routeing Area update request received from the MS.

Actions:

-
PDP Context (containing NSAPI, PDP Type, PDP Address, Access Point Name, QoS Requested, PDP Configuration Options) is reestablished in case of Inter-SGSN Routeing Area update accepted (new SGSN).

-
Intra SGSN Routeing Area updated.

Exit events:

-
reestablishement of  the PDP context at the new SGSN and return to PDP context established in case of inter SGSN Routeing Area update accepted in new SGSN (PIA PDP context established).

-
Routeing Area update completed in case of intra SGSN Routeing Area update (PIA PDP context established).
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