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Reason for change:
(

The description of “ supportedCamelPhases” 

It was agreed at the last SA1 CAMEL ad hoc meeting (see S1C010028) the following statement :

“A VPLMN or IPLMN supporting CAMEL phase 3 shall also support CAMEL phase 2 and CAMEL phase 1, so far as it is applicable to the network entities concerned. For instance, an SGSN has no capability defined for CAMEL phase 2 or CAMEL phase 1. -$(CAMEL3$)."

A text relative to the “supportedCAMELphases” parameter shall be added in order to specify this new behaviour.




Summary of change:
(

Textual correction in the description of the “supportedCamelPhases”.




Consequences if 
(

not approved:
Misinterpretation by CAMEL Phase 3 designers
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Other comments:
(



17.7
MAP constants and data types

17.7.1
Mobile Service data types

SupportedCamelPhases ::= BIT STRING {


phase1 (0),


phase2 (1) ,


phase3 (2) } (SIZE (1..16)) 

.
-- A node shall mark in the BIT STRING the highest CAMEL Phase it supports.
-- This means that node also supports the previous CAMEL phases as far as relevant,
-- e.g. if the bit relative to phase3 is set the node supports phase1, phase2 
-- and phase3 (whatever the value of the other bits).
-- e.g. if the bit relative to phase2 is set the node supports phase1, phase2 
-- (whatever the value of the other bit).
-- Other values than listed above shall be discarded.
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