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*** First Change ***

11.6
ApplyChargingReportGPRS procedure

11.6.1
General description

This operation is used by the gprsSSF to report charging related information to the gsmSCF as requested by the gsmSCF using the ApplyChargingGPRS operation.

Timing of duration and measuring of transferred data (if applicable) shall be started when either an Attach event, PDP context activation acknowledgement or an Inter SGSN routeing area update acceptance is detected by the gprsSSF.

A report shall be made either when a PDP context deactivation, Detach event or Change in QoS is detected by the gprsSSF or when the gprsSSF detects that the transferred volume or elapsed time duration indicated in parameter transferredVolume or elapsedTime (received in ApplyChargingGPRS operation) has been reached.
That sending of ApplyChargingReportGPRS shall only be made on chargeable QoS changes.

11.6.1.1
Parameters

…
< unmodified >
…

11.6.2
Invoking entity (gprsSSF)

11.6.2.1
Normal procedure

gprsSSF preconditions:

(1)
A relationship exists between the gsmSCF and the GPRS Session or PDP Context.

(2)
A charging event has been detected that was requested by the gsmSCF via an ApplyChargingGPRS operation

gprsSSF postconditions:

(1)
If termination of the GPRS session or a PDP context has occurred:

-
If the sending of ApplyChargingReportGPRS is directly followed by the reporting of an EDP-R, then the gprsSSF shall transit to state “Waiting for Instructions”, else
-
If there are any outstanding EDPs or pending reports then the gprsSSF shall remain in the same state, else

-
If there are no outstanding EDPs or pending reports, then the gprsSSF shall transit to state ‘Idle’.

(2)
 If the sending of ApplyChargingReportGPRS is due to a timer or counter expiry:

-
If there are any outstanding EDPs or pending reports then the gprsSSF shall remain in the same state, else

-
If there are no outstanding EDPs or pending reports, then the gprsSSF shall transit to state ‘Idle’.

(3)
 If the sending of ApplyChargingReportGPRS is due to a change in QoS of a PDP Context:

-
The gprsSSF shall remain in the same state.

11.6.2.2
Error handling

Generic error handling for the operation related errors is described in clause 10 and the TC services used for reporting operation errors are described in clause 12.
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