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–– First modified section ––

4.6
Description of information flows

This clause contains the detailed description of the information flows used by CAMEL for Circuit Switched call control.

Each Information Element (IE) is marked as Mandatory (M), Conditional (C), Specific conditions (S), mutually Exclusive (E), Optional (O) or not applicable (-) for each different traffic case: Mobile Originating call (MO), Mobile Forwarded call (MF), Mobile Terminating call in the GMSC (MT), Mobile Terminating call in the VMSC (VT), gsmSCF initiated new call (NC) and gsmSCF initiated new party in an existing call (NP).
An 'M' IE shall always be included for the corresponding traffic case. A 'C' IE shall be included if the sending entity has the necessary information to populate the IE. The conditions for the inclusion of an 'S' IE are shown in the 'Description' column of the definition table. When a set of 'E' IEs is shown in the definition of an Information Flow or compound IE, only one of those IEs may be included. An 'O' IE may be included or omitted as required by the service logic. A '‑' IE shall always be omitted for the corresponding traffic case. This categorization is a functional classification, i.e.it defines the requirements for the stage 2 information. it is not a stage 3 classification to be used for the ASN.1 syntax of the protocol. 
The distinction between MO, MF, MT, VT, NC and NP traffic cases is not applicable to all Information Flows.

The following principles apply for the handling of the IEs by the receiving entity:

-
The gsmSSF shall functionally support all IEs which can be sent to it.

-
The gsmSCF may silently discard any IE which it does not functionally support.

-
The gsmSRF shall return an error if it does not functionally support an IE which it receives.

-
The HLR may silently discard any IE which it does not functionally support.

Details of errors and exceptions to these rules are specified in are specified in 3GPP TS 29.078 [29].

–– Next modified section ––

4.6.1.8
Initial DP

4.6.1.8.1
Description

This IF is generated by the gsmSSF when a trigger is detected at a DP in the BCSM, to request instructions from the gsmSCF.

4.6.1.8.2
Information Elements

The NC column is applicable if a NC call triggers because of N-CSI. The NP column is applicable if a call setup to a new party (NP) triggers because of N-CSI or D-CSI. The following information elements are required: (Note:IEs in the NC and NP columns in this IF may need further study.)
...

–– End of Document ––
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