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8.11.5	MAP-NOTE-SUBSCRIBER-DATA-MODIFIED service


8.11.5.1	Definition


This service is used by the HLR to inform the gsmSCF that subscriber data have been modified.


8.11.5.2	Service primitives


Table 8.11/5: Note_Subscriber_Data_Modified
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�
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M(=)�
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M(=)�
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8.11.5.3	Parameter definition and use


Invoke id


See subclause 7.6.1 for the use of this parameter.


IMSI


See subclause 7.6.2 for the use of this parameter.


MSISDN


See subclause 7.6.2 for the use of this parameter.


Ext Forwarding information-for-CSE


See subclause 7.6.2 for the use of this parameter. The use of this parameter and the requirements for their presence are specified in 3G TS 23.078.


Ext Call barring information-for-CSE


See subclause 7.6.2 for the use of this parameter. The use of this parameter and the requirements for their presence are specified in 3G TS 23.078.


ODB data


See subclause 7.6.2 for the use of this parameter. The use of this parameter and the requirements for their presence are specified in 3G TS 23.078.


CAMEL subscription info


See subclause 7.6.2 for the use of this parameter. The use of this parameter and the requirements for their presence are specified in 3G TS 23.078.


All Information Sent


This parameter is set when the HLR has sent all information to gsmSCF.


AllCAMELSuscriptionInformationDeleted


This parameter indicates that all CAMEL Subscription Information for the subscriber has been deleted. The use of this parameter and the requirements for their presence are specified in 3G TS 23.078.


SpecificCAMEL Subscription Deleted


This parameter indicates that specific CSI(s) have been deleted in the HLR. The use of this parameter and the requirements for their presence are specified in 3G TS 23.078.


User error


This parameter is sent by the responder when an error is detected and if present, takes one of the following values:


-	Data Missing;


-	Unexpected Data Value;


-	Unknown Subscriber.


Provider error


These are defined in subclause 7.6.1.


The use of the parameters and the requirements for their presence are specified in 3G TS 23.078.
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17.7	MAP constants and data types


17.7.1	Mobile Service data types


:


:


< unmodified text>


:


:





SpecificCSI-Withdraw ::= BIT STRING {


	o-csi (0),


	ss-csi (1),


	tif-csi (2),


	d-csi (3),


	vt-csi (4),


	sms-csi (5),


	m-csi (6),


	gprs-csi(7),


	t-csi (8)} (SIZE(8..32)) 


-- exception handling:


-- bits 98 to 31 shall be ignored if received. 


-- Bit 8 is only applicable for the NoteSubscriberDataModified operation.








-- subscriber data modification notification types





NoteSubscriberDataModifiedArg ::= SEQUENCE {


	imsi			IMSI,


	msisdn		ISDN-AddressString,


	forwardingInfoFor-CSE	[0] Ext-ForwardingInfoFor-CSE OPTIONAL,


	callBarringInfoFor-CSE	[1] Ext-CallBarringInfoFor-CSE OPTIONAL,


	odb-Info		[2] ODB-Info OPTIONAL,


	camel-SubscriptionInfo	[3] CAMEL-SubscriptionInfo OPTIONAL,


	allInformationSent	[4] NULL	OPTIONAL,


	extensionContainer	ExtensionContainer [5] OPTIONAL,


	...,


	AllCAMELSubscriptionDeleted	[6] NULL OPTIONAL,


	specificCSI-Deleted	[7] SpecificCSI-Withdraw	OPTIONAL }








**** End of Document ****
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