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2.14.2
Other Data stored in the HLR

2.14.2.1
Negotiated CAMEL Capability Handling

The HLR shall have a set of negotiated CAMEL Capability Handling variables. Each CSI that may be downloaded to the VLR or to the SGSN shall have a negotiated CAMEL Capability Handling (CCH) variable associated with it.

The negotiated CCH variable for a CSI indicates what CAMEL Phase is indicated in that CSI in the VLR or SGSN.

When the negotiated CCH variable has a value NULL, it indicates that the given CSI has not been downloaded to the VLR or SGSN.

The following table shows the negotiated CAMEL Capability Handling variables.

	Variable name
	Associated CSI
	CSI stored in
	Allowable values for negotiated CCH

	O-CSI Negotiated CAMEL Capability Handling
	O-CSI
	VLR
	NULL, 1, 2, 3, 4

	D-CSI Negotiated CAMEL Capability Handling
	D-CSI
	VLR
	NULL, 3, 4

	SS-CSI Negotiated CAMEL Capability Handling
	SS-CSI
	VLR
	NULL, 2, 3, 4

	VT-CSI Negotiated CAMEL Capability Handling
	VT-CSI
	VLR
	NULL, 3, 4

	MO-SMS-CSI VLR Negotiated CAMEL Capability Handling
	MO-SMS-CSI
	VLR
	NULL, 3 

	MT-SMS-CSI VLR Negotiated CAMEL Capability Handling
	MT-SMS-CSI
	VLR
	NULL, 4

	M-CSI Negotiated CAMEL Capability Handling
	M-CSI
	VLR
	NULL, 3, 4

	MG-CSI Negotiated CAMEL Capability Handling
	MG-CSI
	SGSN
	NULL, 4

	MO-SMS-CSI SGSN Negotiated CAMEL Capability Handling
	MO-SMS-CSI
	SGSN
	NULL, 3

	MT-SMS-CSI SGSN Negotiated CAMEL Capability Handling
	MT-SMS-CSI
	SGSN
	NULL, 4

	GPRS-CSI Negotiated CAMEL Capability Handling
	GPRS-CSI
	SGSN
	NULL, 3


There is no negotiated CAMEL Capability Handling variable associated with TIF-CSI.

The HLR does not store a Negotiated CAMEL Capability Handling for CSIs that are sent to the GMSC, since a subscriber is not permanently registered in a GMSC.
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