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Reason for change:

The Disconnect Leg operation is required during the Alerting Phase of the call




Summary of change:

Introduction of Disconnect Leg operation in Wait_For_Answer state.

· If the Disconnect Leg operation instructs the MSC to release Leg 1, then the Leg 2 specific handling is invoked in the Wait_For_Answer state 

· If the Disconnect Leg operation instructs the MSC to release Leg 2, then the Leg 1 specific handling is invoked in the Wait_For_Clear state




Consequences if 

not approved:
Disconnect Leg operation is not possible during Alerting Phase of the call.
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7.1.1.3, 7.2.1 and 7.3.1
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Other comments:



**** First Modified Section ****
7.1.1.3
Procedure OG_Call_Setup_MSC

…

Sheet 4: the procedure CAMEL_OCH_MSC_ALERTING is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12]. If the VMSC does not support CAMEL phase 4 or later, processing continues from the "Pass" exit of the test "Result?".

Sheet 5: the procedure CAMEL_OCH_MSC_ANSWER is specific to CAMEL; it is specified in 3GPP TS 23.078 [12]. If the VMSC does not support CAMEL, processing continues from the "Pass" exit of the test "Result?".

Sheet 5: the procedure Set_COLP_Info_MSC is specific to COLP.

Sheet 5: the procedure Handle_AoC_MO_MSC is specific to AoC.

Sheet 5: the task "Store CW treatment indicator for this call if received in SII2" is executed only if the VMSC supports CAMEL phase 3 or later.
Sheet 5, sheet 11: the process CAMEL_OCH_LEG2_MSC is specific to CAMEL phase 4 or later, it is specified in 3GPP TS 23.078 [12].
Sheet 5, sheet 11: the procedure CAMEL_OCH_LEG1_MSC is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12].

Sheet 6: the procedures CCBS_Check_If_CCBS_Possible and CCBS_Activation_MSC are specific to CCBS; they are specified in 3GPP TS 23.093 [23]. The task "Store CCBS Result" is executed only if the VMSC supports CCBS. If the VMSC does not support CCBS, processing continues from the "CCBS Not Possible" exit of the test "CCBS Result".

…
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Figure 8d: Procedure OG_Call_Setup _MSC (sheet 4)
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Figure 8e: Procedure OG_Call_Setup _MSC (sheet 5)
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Figure 8f: Procedure OG_Call_Setup _MSC (sheet 6)
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Figure 8k: Procedure OG_Call_Setup _MSC (sheet 11)

…

**** Next Modified Section ****
7.2.1
Functional requirements of GMSC

7.2.1.1
Process MT_GMSC

…

 Sheet 7: after the GMSC has sent an IAM to the destination VMSC or the forwarded-to exchange (via the process MT_CF_MSC), it acts as a relay for messages received from the originating exchange and the destination VMSC or the process MT_CF_MSC. Any message other than Address Complete, Connect, Answer or Release causes no change of state in the process MT_GMSC.

Sheet 8: the process CAMEL_MT_LEG1_GMSC is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12].

Sheet 8: the procedure CAMEL_MT_LEG2_GMSC is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12].

…

7.2.1.8
Process MT_CF_MSC

…

Sheet 5: after the process MT_CF_MSC has sent an IAM to the forwarded-to exchange, it acts as a relay for messages received from the parent process and the forwarded-to exchange. Any message other than Address Complete, Connect, Answer or Release causes no change of state in the process MT_GMSC.

Sheet 6: the process CAMEL_MT_CF_LEG1_MSC is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12].

Sheet 6: the procedure CAMEL_MT_CF_LEG2_MSC is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12]. 

…
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Figure 36b: Process MT_GMSC (sheet 2)
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Figure 36c: Process MT_GMSC (sheet 3)
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Figure 36h: Process MT_GMSC (sheet 8)
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Figure 43b: Process MT_CF_MSC (sheet 2)
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Figure 43f: Process MT_CF_MSC (sheet 6)

**** Next Modified Section ****
7.3.1
Functional requirements of serving MSC

7.3.1.1
Process ICH_MSC

…

Sheet 3: the procedure Process_Call_Waiting is specific to Call Waiting; it is specified in 3GPP TS 23.083 [16].


Sheet 3, sheet 8, the procedure CD_Reject is specific to Call Deflection; it is specified in 3GPP TS 23.072 [11].

…

Sheet 14: the procedure Process_Retrieve_request is specific to Call_Hold; it is specified in 3GPP TS 23.083[16].
Sheet 15: the process CAMEL_ICH_LEG1_MSC is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12].

Sheet 15: the procedure CAMEL_ICH_LEG2_MSC is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12].
Sheet 15: the procedure CAMEL_ICH_LEG2_CF_MSC is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12].
…
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Figure 67c: Process ICH_MSC (sheet 3)
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Figure 67g: Process ICH_MSC (sheet 7)
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Figure 67p: Process ICH_MSC (sheet 16)
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Figure 70f: Procedure Complete_Call_In_MSC (sheet 6)
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