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**** FIRST MODIFIED SECTION    ****
5.1.3 Handling of Mobile Terminated IM sessions in the IM-SSF

The functional behaviour of the S-CSCF for handling terminating IP multimedia sessions is specified in 3GPP TS 23.218  [5]. The procedures specific to CAMEL are specified in this subclause:

· Procedure CAMEL_IMCN_MT_INVITE;

· Procedure CAMEL_IMCN_MT_BYE;

· Procedure CAMEL_IMCN_MT_CANCEL

· Procedure CAMEL_IMCN_MT_Response_Code.

(unmodified subclause…)
5.1.3.4 

**** MODIFIED FIGURES (5.14a-d) ****
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**** SECOND MODIFIED SECTION ****
Table 4.3: Description of T-IM-BCSM DPs in the S-CSCF

	CAMEL DP:
	DP Type
	Description:

	DP Terminating_Attempt_

_Authorised 
	TDP-R

	Indication that the VT-IM-CSI is analysed.

	DP T_Busy
	TDP-R, EDP-N, EDP-R
	Indication that:

- a busy indication is received from the terminating party,

- a not reachable event is determined  (e.g. terminating party is not currently registered).

	DP T_No_Answer
	TDP-R, EDP-N, EDP-R
	Indication that an application timer associated with the T_No_Answer DP expires.

	DP T_Answer
	EDP-N, EDP-R
	Session is accepted and answered by terminating party.

	DP T_Disconnect
	EDP-N, EDP-R
	A disconnect indication is received from the terminating party or from the originating party.

	DP T_Abandon
	EDP-N, EDP-R
	A disconnect indication is received from the originating party during the session establishment procedure.


**** END OF MODIFIED SECTION    ****
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