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4.2.1.2.3
Criteria at DP Route_Select_Failure

The HLR may store a list of up to 5 cause values.

The criteria for a mobile originating call are checked in the originating MSC. The criteria for a mobile forwarded call are checked in the forwarding MSC.

For early forwarded calls in the GMSC, the HLR shall always include the trigger criteria in the subscriber data sent to the GMSC. Reason is that the cause code received from ISUP is used in the trigger criteria check. The cause code is not known at the time of sending the O-CSI to the GMSC.

For optimally routed late forwarded calls, the MSC does not include any trigger criteria in the RCH message sent to the GMSC. So the GMSC does not check any criteria at the DP Route Select Failure 
The following criteria are applicable for DP Route_Select_Failure:

-
Release cause code.

The trigger criteria are met if the cause code received from ISUP is equal to at least one of the cause codes in the trigger criteria list.

If a O-BCSM was already invoked and there is a relationship with the gsmSCF at that moment, then no additional relationship shall be initiated.

4.5.5
Handling of forwarded calls
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Procedure CAMEL_Check_ORLCF_VMSC

1(2)

Notes

1.	When CAMEL Capability 

handling is not present in O-CSI, 

it is assumed to be CAMEL Phase 1.

2.	When GMSC Supported 

CAMEL Phases was not received 

from HLR (in PRN), it is assumed 

to be CAMEL Phase 1.
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present in VMSC?

If No O-CSI or D-CSI is 

present in VLR, then non-

CAMEL ORLCF shall be 

invoked.
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phases supported by 
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If the required CAMEL 

Phases are not supported 

by GMSC, then Forwarding 

shall be done in the VMSC. 

(note 1, 2)
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present?

DP Collected_

_Info in O-CSI?

criteria 

fullfilled?

If DP Collected Info 

criteria are fulfilled, then 

the DP Collected Info 

shall be included in RCH.

Otherwise, DP Collected 

Info shall not be included 

in RCH.

'Mark DP Collected_Info for 

inclusion in RCH 

(no criteria shall be included 

in RCH)'

DP Route_Select_

_Failure in O-CSI?

DP Route Select Failure, 

if available, shall be 

included in RCH.
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Result := ORLCF 

Yes

Yes

Yes

Yes

Yes

Yes

No

No

No

No

No

No


[image: image3.wmf]/* Procedure in the VMSC TO check which CSIs

have to be included in RCH for Optimal 

Roueting of Late Forwarded calls*/

Procedure CAMEL_Check_ORLCF_VMSC

1(2)

Notes

1.	When CAMEL Capability 

handling is not present in O-CSI, 

it is assumed to be CAMEL Phase 1.

2.	When GMSC Supported 

CAMEL Phases was not received 

from HLR (in PRN), it is assumed 

to be CAMEL Phase 1.

O-CSI or D-CSI

present in VMSC?

If No O-CSI or D-CSI is 

present in VLR, then non-

CAMEL ORLCF shall be 

invoked.

Requested CAMEL 

phases supported by 

GMSC?

If the required CAMEL 

Phases are not supported 

by GMSC, then Forwarding 

shall be done in the VMSC. 

(note 1, 2)

O-CSI

present?

DP Collected_

_Info in O-CSI?

criteria 

fullfilled?

If DP Collected Info 

criteria are fulfilled, then 

the DP Collected Info 

shall be included in RCH.

Otherwise, DP Collected 

Info shall not be included 

in RCH.

'Mark DP Collected_Info for 

inclusion in RCH 

(no criteria shall be included 

in RCH)'

DP Route_Select_

_Failure in O-CSI?

DP Route Select Failure, 

if available, shall be 

included in RCH.

'Mark DP Route_Select_

_Failure for inclusion in RCH

(no criteria is included 

in RCH)'

1

Result := VMSCCF

Result := ORLCF 

Yes

Yes

Yes

Yes

Yes

Yes

No

No

No

No

No

No

Figure 4.55a: Procedure CAMEL_Check_ORLCF_VMSC (sheet 1)

4.6.11
VMSC to GMSC information flows

4.6.11.1
Resume Call Handling

4.6.11.1.1
Description

This IF is described in 3GPP TS 23.079 [36] and is used to request the GMSC to take over handling the call so that it can be forwarded from the GMSC.

4.6.11.1.2
Information Elements

Resume Call Handling contains the following CAMEL specific IE:

Information element name
Required
Description

O-CSI
C
This IE indicates that CAMEL handling applies for an optimally routed late forwarded call.
This IE shall be present if CAMEL handling applies; otherwise it shall be absent.

Trigger criteria for DP Collected Information, if present, shall be omitted in this IF.

Trigger criteria for DP Route Select Failure, : as the Trigger criteria for DP Route Select Failure is not present in the IF, the GMSC does not check any criteria at the DP Route Select Failure.

D-CSI
C
This IE indicates that CAMEL handling applies for an optimally routed late forwarded call.
This IE shall be present if CAMEL handling applies; otherwise it shall be absent.

C
Conditional (The IE shall be sent if applicable).
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Procedure CAMEL_Check_ORLCF_VMSC 1(2)


Notes


1.	When CAMEL Capability 
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fullfilled?


If DP Collected Info 


criteria are fulfilled, then 
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Otherwise, DP Collected 
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DP Route_Select_


_Failure in O-CSI?


DP Route Select Failure, 


if available, shall be 
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in RCH)'
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