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*** First modified part ***

9.2.2
Mobility Management for GPRS CAMEL Subscription Information (MG‑CSI)

This subclause specifies the contents of the Mobility Management for GPRS CAMEL Subscription Information (MG‑CSI).

9.2.2.1
Mobility Management Triggers

This data indicates which Mobility Management events shall result in a notification to the gsmSCF. One or more events may be marked per subscriber. These events are:

-
Routeing area update of MS to a different SGSN service area (update from new SGSN);

-
Routeing area update of MS to a different SGSN service area (disconnect by detach;

-
Routeing area update of MS within the same SGSN service area;

-
GPRS attach (e.g. MS switched on, successful routeing area update after network initiated transfer to "MS not reachable for paging");

-
MS-initiated GPRS detach (e.g. MS switched off);

-
Network-initiated GPRS detach.

-
Network-initiated transfer to the "not reachable for paging" state (the network has not received a periodic routeing area update from the MS and assumes that the MS is unreachable).

9.2.2.2
gsmSCF address

This is the address of the gsmSCF where the Mobility Management event notification shall be sent to. The gsmSCF address is in E.164 format.
9.2.2.3
Service Key

The Service Key is included in the notification information flow to the gsmSCF. It indicates to the gsmSCF which Service Logic shall be applied.

9.2.2.4
CSI state

The CSI state indicates whether the MG‑CSI is active or not.

9.2.2.5
Notification flag

The notification flag indicates whether the change of the MG‑CSI shall trigger Notification on Change of Subscriber Data or not.

9.2.3
gsmSCF address list for CSI

The gsmSCF address list indicates the gsmSCF addresses to which Notification on Change of Subscriber Data shall be sent. This list is common to all CSI.

*** Next modified part ***

9.3.2
Procedures for Mobility management for GPRS subscriber

The different procedures for Mobility Management are shown in figures 9.5a to 9.5e.
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Figure 9.5a: Routeing Area Update within SGSN Service Area
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Figure 9.5b: Routeing Area Update from one SGSN Service Area to another SGSN Service Area
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Figure 9.5c: Routeing Area Update from one PLMN to another PLMN
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Figure 9.5d: Attach of MS
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Figure 9.5e: GPRS detach

When a Mobility Management Event has taken place and the processing has been completed, then the SGSN may have to send a notification to the gsmSCF.

The sending of a Mobility Management notification to gsmSCF is independent of other CAMEL subscription data for a subscriber. E.g. a subscriber may have MG‑CSI without GPRS‑CSI.

The sending of a Mobility Management event notification is subscription based.

Refer to subclause 9.2.2 for a description of MG‑CSI and the different Mobility Management events that may lead to a notification to the gsmSCF.
9.3.2.1
Procedure CAMEL_PS_Notification

This procedure is called from processes in 3GPP TS 23.060 [15]. When this procedure is called, it checks the presence of MG‑CSI. If there is no MG‑CSI, then no notification is sent to the gsmSCF.
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Figure 9.6a: Procedure CAMEL_PS_Notification (sheet 1)
[image: image10.emf]/* Determining the type of Mobility

Management event notification

to be sent to the gsmSCF. */

Procedure Set_PS_Notification_Type 1(1)

(1) Notify := Routeing Area Update to new SGSN Service Area (disconnect by detach)

(2) Nofity := Routeing Area Update in the same SGSN Service Area

(3) Nofity := Routeing Area Update to new SGSN Service Area (update from new SGSN)
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Figure 9.7a: Procedure Set_PS_Notification_Type (sheet 1)
[image: image11.emf]/* Sending a notification to the

gsmSCF, if needed. */

Procedure Notify_PS_gsmSCF 1(1)
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Figure 9.8a: Procedure Notify_PS_gsmSCF (sheet 1)
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