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	Reason for change:
(

	The description of the IE “Destination Routeing Address” in the Initiate Call Attempt (ICA) IF is incorrect. The current description restricts the usage of ICA for the following call cases:

· call to an MS by sending ICA[MSISDN] to a GMSC;

· call to an MS by sending ICA[MSRN] to a VMSC;

However, the ICA IF may also be used for other call cases. Some examples are (list is not exhaustive):

· setting up a call leg within a call, (“NP call case”) to a PSTN number;

· setting up a call leg within a call, by using a VPN number.

The above call cases are not covered by the current description of the ICA IF. The description of ICA should not place a restriction on the contents of the Destination Routeing Address.

The description of the Destination Routeing Address IE in the ICA IF shall therefore be corrected, in accordance with the above.
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	Correct the description of the Destination Routeing Address IE in the ICA IF in section 4.6.2.15.
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	Incorrect implementation of Initiate Call Attempt; gsmSSF may reject certain valid Service scenarios. Inconsistency between equipment of different vendors.
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–– First modified section ––

4.6.2
gsmSCF to gsmSSF information flows

…

4.6.2.15
Initiate Call Attempt

4.6.2.15.1
Description

This IF is used to request the gsmSSF to create a new party in an existing call (NP), or to create a completely new call (NC). The created leg is an originating call. The address information provided by the gsmSCF is used. 

4.6.2.15.2
Information Elements

	Information element name
	NC
	NP
	Description

	Destination Routeing Address
	M
	M
	This IE contains the called party number towards which the call is to be routed.


	Calling Party Number
	M
	-
	This IE identifies which number shall be regarded as the calling party for the created call.

	Leg To Be Created
	M
	M
	This IE indicates the legID to be assigned to the newly created party. The leg ID shall not be 1.

	New Call Segment
	M
	M
	This IE indicates the CS ID to be assigned to the newly created call segment. 

	Call Reference Number
	M
	-
	This IE may be used by the gsmSCF for inclusion in a network optional gsmSCF call record. The call reference number is included by the MSC in the call record.

	gsmSCF Address
	M
	-
	This IE contains the address of the gsmSCF which initiated the new call.

This IE is required for a unique Call Reference.

	Suppress T‑CSI 
	O
	-
	This IE indicates that T‑CSI shall be suppressed on the terminating leg.
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